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			 Related Part Number
	
					PART	Description	Maker
	SML4740 	Glass Passivated Zener
	DONGGUAN YOU FENG WEI E...

	2EZ100 2EZ91 2EZ39 2EZ30 2EZ43 2EZ20 2EZ200 2EZ130	GLASS PASSIVATED JUNCTION SILICON ZENER DIODE(VOLTAGE - 11 TO 200 Volts Power - 2.0 Watts)
surface mount silicon Zener diodes
	Pan Jit International I...
http://
Pan Jit International Inc.
PanJit International Inc.

	1SMB3EZ27-AU 1SMB3EZ18-AU 1SMB3EZ12-AU 1SMB3EZ11-A	GLASS PASSIVATED JUNCTION SILICON ZENER DIODES
	Pan Jit International Inc.
Pan Jit International I...

	2EZ1104 2EZ30 2EZ24 2EZ20 2EZ39 2EZ11 	GLASS PASSIVATED JUNCTION SILICON ZENER DIODES
	Pan Jit International Inc.

	1SMB2EZ8.2 1SMB2EZ8.7 1SMB2EZ7.5 1SMB2EZ6.8 1SMB2E	GLASS PASSIVATED JUNCTION SILICON ZENER DIODES
	Pan Jit International Inc.

	1M130Z 1M120Z 1M110Z 1M150Z 1M200Z 	1.0 Watt Glass Passivated Junction Silicon Zener Diodes
	Taiwan Semiconductor Company, Ltd

	2M17Z 2M200Z 2M20Z 2M22Z 2M24Z 2M27Z 2M68Z 2M62Z 2	2.0 Watts Glass Passivated Junction Silicon Zener Diodes
	Taiwan Semiconductor Company, Ltd

	1N4749AP 	1W GLASS PASSIVATED CHIP & PLASTIC CASE ZENER DIODE
	CHENG-YI ELECTRONIC CO....

	1N5222AUR-1 1N5222BUR-1 1N5253AUR-1 1N5267BUR-1 1N	Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.5 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.5 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 25 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 75 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 47 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 180 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 180 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 110 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 110 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.9 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 150 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 150 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 82 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 12 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 12 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 56 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 68 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.6 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 24 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 51 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.8 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.0 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.3 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.3 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.7 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.8 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.0 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.3 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.6 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.6 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.9 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.3 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.7 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.7 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 39 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 140 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 56 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 24 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 43 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 43 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 8.7 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 18 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 36 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 170 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 60 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 11 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 11 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 130 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 33 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 33 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 14 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 39 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 14 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 62 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 17 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 200 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 87 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 27 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 130 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.2 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 60 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 18 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 27 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 30 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 30 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 62 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 120 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 160 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 160 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 75 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 87 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 190 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 28 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 19 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 17 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 47 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.1 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 25 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 36 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 15 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 22 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 100 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.1 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 10 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 8.7 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 13 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.0 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 120 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 10 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 91 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.2 V. Tolerance  -5%.
	Microsemi

	1M130Z 	1W, 10V - 200V Glass Passivated Junction Silicon Zener Diodes
	Taiwan Semiconductor Co...

	SMB3EZ82D5 SMB3EZ12D5 SMB3EZ130D5 SMB3EZ10D5 SMB3E	3 W Glass Passivated Junction Silicon Zener Diode 5.6-200 Volts
	Micro Commercial Compon...
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