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			HL1PL-AC120V - HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, PC board. HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, PC board. HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, PC board. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 120 V AC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 110 V DC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 240 V AC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 120 V AC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 110 V DC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 240 V AC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 120 V AC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 240 V AC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, plug-in. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 110 V DC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, plug-in. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, plug-in. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, PC board. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, PC board. HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V AC, 10 A 250 V AC.  PC board. Coil voltage 120 V AC. HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 120 V AC. HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 110 V DC. HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 240 V AC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, PC board. HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V AC, 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, plug-in. 
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	Part No.	HL1PL-AC120V HL1PL-AC240V HL1PL-DC110V HL2H-AC120V HL2H-DC110V HL2H-AC240V HL2HP-AC120V HL2HP-DC110V HL2HP-AC240V HL2HTM-AC120V HL2HTM-AC240V HL2L-AC120V HL2HTM-DC110V HL2L-DC110V HL2L-AC240V HL2PL-AC120V HL2PL-AC240V HL1HP-AC120V HL1H-AC120V HL1H-DC110V HL1H-AC240V HL2PL-DC110V HL1L-AC120V   

	Description	HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, PC board. 
 HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, plug-in.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, plug-in.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, plug-in.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V AC, 10 A 250 V AC.  PC board. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V AC, 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, plug-in.
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 			 Full text search : HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, PC board. HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, PC board. HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, PC board. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 120 V AC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 110 V DC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 240 V AC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 120 V AC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 110 V DC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 240 V AC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 120 V AC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 240 V AC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, plug-in. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 110 V DC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, plug-in. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, plug-in. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, PC board. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, PC board. HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V AC, 10 A 250 V AC.  PC board. Coil voltage 120 V AC. HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 120 V AC. HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 110 V DC. HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 240 V AC. HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, PC board. HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V AC, 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, plug-in.   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	G3DZ-F4B G6D-F4B 	Easy-to-use, Space-saving Terminal Relay with Four-point Output 易于使用，节省空间与终端继电点输
Easy-to-use, Space-saving Terminal Relay with Four-point Output 易于使用，节省空间与终端继电4点输
	Omron Electronics, LLC

	MAX4896ATP 	Space-Saving, 8-Channel Relay/Load Driver SPECIALTY INTERFACE CIRCUIT, QCC20
	Maxim Integrated Products, Inc.

	PL314A-4R12-14 	Space Saving Quad Level PCB Indicator
	P-tec Corporation

	PL314-4G13-14 	Space Saving Quad Level PCB Indicator
	P-tec Corporation

	PL314A-4Y01-14 	Space Saving Quad Level PCB Indicator
	P-tec Corporation

	EPJ4007-F2 	Gigabit Filter Port Jack  Space saving RJ-45 Connector
	PCA ELECTRONICS INC.

	AQS221FR2S 	Space-saving 4-channel type with built-in input resistor
	Panasonic Semiconductor

	RKJXT1F42001 	A space-saving device with single shaft 4-directions/push/encoder
	ALPS ELECTRIC CO.,LTD.

	AXT610224 AXT614124 AXT616124 AXT624124 AXT628124 	Narrow pitch connectors (0.4mm pitch) Space-saving (3.6 mm widthwise)
   Narrow pitch connectors (0.4mm pitch) Space-saving (3.6 mm widthwise)
	Panasonic Semiconductor

	51338-0674 0513380674 	0.40mm (.016) Pitch Board-to-Board SlimStack Receptacle, Surface Mount, Dual Row, Vertical Stacking, with Space Saving J-Bend Leads, 60 Circuits, Lead-free
	Molex Electronics Ltd.

	PL308-2R12 	   Space Saving Bi-Level Holder
	P-tec Corporation
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