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			 Related Part Number
	
					PART	Description	Maker
	SP3485CNL 	Flammability rating of UL 94┸V0
	Exar Corporation

	22-01-1063 22-01-1123 	Connector Housing; Gender:Female; Number of Contacts:6; Series:5051-NM; Body Material:PA Polyamide (Nylon) 6/6; Number of Rows:1; Pitch Spacing:2.5mm 6 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP
CRIMP HOUSING, 2.5MM 12WAY ; Ways, No. of:12; Colour:White; Current rating:2.5A; Dielectric strength:1500V/m; Flammability rating:UL94V-0; Force, de-mating:0.5N; Force, mating:2N; Housing type:White Nylon UL94V-0; Material:Nylon;
	Molex, Inc.
MOLEX INC

	ICM7240-BICM7260 ICM7240 ICM7250IJE ICM7250IPE ICM	Fixed and Programmble Counter/Timer(8位二进制,固定,RC定时计数 8位二进制、可编程的、RC定时计数
Fixed and Programmble Counter/Timer(8位二进制,可编程的,RC定时计数 8位二进制、可编程的RC定时计数
SWITCH, DIL, SMD, 8WAY; Ways, No. of:8; Actuator type:Slide; Pin configuration:DIL; Current, contact @ contact voltage DC max:100mA; Current, contact rating:100mA; Dielectric strength, VDC:500V; Flammability rating:UL94V-0; RoHS Compliant: Yes
Fixed And Programmable Timer/Counters 固定和可编程定时计数
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maixm
Maxim Integrated Products, Inc.

	ICL7650 ICL7650BCPA ICL7650BCPD ICL7650BCSA ICL765	(ICL7650x / ICL7653x) Chopper-Stabilized Op Amps
Chopper-Stabilized Op Amps OP-AMP, 5 uV OFFSET-MAX, 2 MHz BAND WIDTH, PDIP14
High-Performance Impact-X<TM> PAL<R> Circuits 20-CFP -55 to 125
High-Performance Impact-X<TM> PAL<R> Circuits 20-LCCC -55 to 125
High-Performance Impact-X<TM> PAL<R> Circuits 20-CDIP -55 to 125
SWITCH, DIL, SMD, 4WAY; Ways, No. of:4; Actuator type:Slide; Pin configuration:DIL; Current, contact @ contact voltage DC max:100mA; Current, contact rating:100mA; Dielectric strength, VDC:500V; Flammability rating:UL94V-0; RoHS Compliant: Yes
?Chopper-Stabilized Op Amp
Chopper-stabilized amplifier
	Maxim Integrated Produc...
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	5500.2058 	Single Phase RFI Line Filter; Mounting Type: Chassis Module; Voltage Rating: 250V; Current Rating: 3A; Leakage Current Rating: 0.5 mA 250 V, 50 HZ, SINGLE PHASE EMI FILTER
	SCHURTER AG

	S89R11APP1-120 S89R11DBD1-12 S89R5DBD1-12 S89R11AB	Bistable, Impulse Relay 15 and 20 Amp Industrial Rating Continuous Coil Rating
	Tyco Electronics

	Z8681B1 	Leaded Cartridge Fuse; Current Rating:8A; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Fast Acting; Voltage Rating:250V; Body Material:Ceramic; Diameter:6.985mm; Fuse Size/Group:1/4 x 1-1/4 &quot; RoHS Compliant: Yes
	

	BC860CL BC860AL 	Leaded Cartridge Fuse; Current Rating:700mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Leaded Process Compatible:Yes; Length:8.89mm RoHS Compliant: Yes
Automotive Fuse; Current Rating:15A; Voltage Rating:32V; Fuse Type:Fast Acting; Fuse Terminals:Blade; Length:18.54mm; Series:257; Fuse Size/Group:18.54 x 19.05 x 5.08mm 晶体管|晶体管|进步党| 45V的五（巴西）总裁| 100mA的一（c）| SOT - 23封装
	Ironwood Electronics

	TC74HC123AF TC74HC123AFN TC74HC123AP HC123 	Bipolar Transistor; Package/Case:TO-126; Current Rating:500mA; Voltage Rating:300V
DUAL RETRIGGERABLE MONOSTABLE MULTIVIBRATOR
	Toshiba Corporation
TOSHIBA[Toshiba Semiconductor]
http://

	HCA0207 	Bipolar Transistor; Package/Case:TO-3P; Current Rating:12A; Voltage Rating:800V
Carbon Film Resistors, Power Type
From old datasheet system
	Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]

	MBR10H50 	Plastic package has Underwriters Laboratory Flammability Classification 94 V-0
	Kersemi Electronic Co., Ltd.

	MBR1550CT 	Plastic package has Underwriters Laboratory Flammability Classifications 94V-0
	Kersemi Electronic Co., Ltd...
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