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			MAX20-1000C - 100.00V; 5.0A ;20000W peak pulse power; high current transient voltage suppressor (TVS) diode. For bipolar applications 
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	Part No.	MAX20-100.0C   

	Description	100.00V; 5.0A ;20000W peak pulse power; high current transient voltage suppressor (TVS) diode. For bipolar applications 
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			 Related Part Number
	
					PART	Description	Maker
	30KW258A 30KW168 30KW168A 30KW216 30KW240 30KW240A	258.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
168.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
216.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
240.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
120.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
198.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
270.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
156.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
132.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
144.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
288.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
102.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
	MDE Semiconductor

	STA9K9.1P STA9K7.5P STA9K8.2P 	9000 WATTS PEAK PULSE POWE 7.5-100 VOLTS UNIDIRECTIONAL TRANSIENT VOLTAGE SUPPRESSOR
	Solid States Devices, Inc.
SSDI[Solid States Devices, Inc]

	STA15K22P STA15KXXP 	(STA15KxxP) 15000 WATTS PEAK PULSE POWER 7.5 - 100 VOLTS UNIDIRECTIONAL TRANSIENT VOLTAGE SUPPRESSOR
	SSDI

	CD1N4148 	500 mW Axial Switching Diode, 75.0V Vr, 5.000uA Ir, 1.00V Vf @ 10mA If
	Continental Device India Limited

	ASS-ASB 	Surface Mount Auto Surge Suppressor Working Peak Reverse Voltage - 22 to 42 Volts 8000 Watt Peak Pulse Power
	StarHope

	G4J 	Standard Recovery Pack: G4
SINTERED GLASS JUNCTION AVALANCHE RECTIFIER VOLTAGE?00V CURRENT: 3.0A
	Gulf Semiconductor

	BT137F-600 BT137F 	600V Vdrm 8A Triac, 1.6V Peak On-State Voltage, 1.0mA Repetitive Peak Off-State Current
Bi-Directional Triode Thyristor
	SEMIWELL[SemiWell Semiconductor]

	BT138F-600 BT138F 	600V Vdrm 12A Triac, 1.65V Peak On-State Voltage, 2.0mA Repetitive Peak Off-State Current
Bi-Directional Triode Thyristor
	SEMIWELL[SemiWell Semiconductor]

	APTB1615SRQGWPR 	1.6 x 1.5 mm bi-color SMD chip LED lamp. Super bright red (peak wavelength 660 nm), green (peak wavelength 560 nm). Lens type white diffused.
	Kingbright Electronic
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