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			 Related Part Number
	
					PART	Description	Maker
	107ALG050MFBJ 158ALG016MGBJ 337ALG035MGBJ 157ALG03	Highest capacitance & Voltage, Low ESR
   Highest capacitance & Voltage, Low ESR
	Illinois Capacitor, Inc...

	G615B G61XB G618B G611B G619B 	MULTI-ELEMENT LED LIGHT SOURCE
T-1, (3-mm) Round, PCB Mount, Right Anle Array, G61XB Series
Tantalum Molded   Capacitor; Capacitance: 68uF; Voltage: 4V; Case Size: 2.8x1.9 mm; Packaging: Tape & Reel
Tantalum Molded   Capacitor; Capacitance: 220uF; Voltage: 2.5V; Packaging: Tape & Reel
Tantalum Molded   Capacitor; Capacitance: 220uF; Voltage: 4V; Packaging: Tape & Reel
Tantalum Molded   Capacitor; Capacitance: 33uF; Voltage: 4V; Case Size: 1.6x3.2 mm; Packaging: Tape & Reel
	List of Unclassifed Manufacturers
ETC[ETC]
Instrument Design Engineering Associates
N.A.
Electronic Theatre Controls, Inc.

	LCE28A LCE6.5 LCE6.5-E3_54 LCE6.5A LCE8.0 LCE8.0A 	Low Capacitance TRANSZORB㈢ Transient Voltage Suppressors
Low Capacitance TRANSZORB? Transient Voltage Suppressors
Low Capacitance TRANSZORB庐 Transient Voltage Suppressors
Low Capacitance TRANSZORB垄莽 Transient Voltage Suppressors
	Vishay Siliconix

	Z8L18008FEC Z8L18008VEC Z8L18008PEC Z8L18010FSC Z8	Microprocessor Unit
Z8018x Family MPU
Niobium Oxide Capacitor; Capacitor Type:Solid; Voltage Rating:4VDC; Capacitor Dielectric Material:Niobium Oxide; Capacitance:10uF; Capacitance Tolerance: /- 20%; ESR:2.2ohm; Leaded Process Compatible:Yes; Operating Temp. Max:105 C RoHS Compliant: Yes
CONN RING INSUL 26-24 AWG #8
CONN RING INSUL 26-24 AWG #6
CONN RING INSUL 26-24 AWG #2 8-BIT, MICROPROCESSOR, PDIP64
ENHANCED Z180 MICROPROCESSOR
Niobium Oxide Capacitor; Capacitor Type:Solid; Voltage Rating:6.3VDC; Capacitor Dielectric Material:Niobium Oxide; Capacitance:6.8uF; Capacitance
dielectric type:Niobium Oxide; Case style:P; Depth, external:1.5mm; Length / Height, RoHS Compliant: Yes
Niobium Oxide Capacitor; Capacitor Type:Solid; Voltage Rating:2.5VDC; Capacitor Dielectric Material:Niobium Oxide; Capacitance:15uF; Capacitance
Niobium Oxide Capacitor; Capacitor Type:Solid; Voltage Rating:6.3VDC; Capacitor Dielectric Material:Niobium Oxide; Capacitance:4.7uF; Capacitance
	ZILOG INC
Zilog  Inc.
Zilog.
ZiLOG, Inc.

	ZRC250 ZRC250A01 ZRC250A02 ZRC250A03 ZRC250F01 ZRC	Low Capacitance Transient Voltage Suppressor Diodes 集成电路的Sm - 2.5V的电压参
Low Capacitance Transient Voltage Suppressor Diodes 集成电路.5V的高精度参
PRECISION 2.5 VOLT LOW KNEE CURRENT VOLTAGE REFERENCE
	ON Semiconductor
ZETEX[Zetex Semiconductors]

	LCE10 LCE10A LCE9.0A LCE8.0A LCE8.5 LCE6.5 LCE6.5A	LOW CAPACITANCE TRANSZORB TRANSIENT VOLTAGE SUPPRESSOR
LOW CAPACITANCE TRANSZORBTRANSIENT VOLTAGE SUPPRESSOR 低电容TRANSZORB⑩瞬态电压抑制器
	General
GE Security, Inc.

	SA56614-44GW SA56614-20GW SA56614-20 SA56614-29 SA	Ceramic Multilayer Capacitor; Capacitance:100000pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:25V; Dielectric Characteristic:X7R; Package/Case:0603; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount
Ceramic Multilayer Capacitor; Capacitance:1200pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:50V; Dielectric Characteristic:X7R; Package/Case:0603; Series:VJ; Features:Multilayer Ceramic Chip Capacitor
CMOS system reset
	PHILIPS[Philips Semiconductors]

	SA15CA SA12CA SA15A SA14CA SA58CA SA150CA SA150A S	; Capacitance:47pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:1500V; Dielectric Characteristic:C0G/NP0; Package/Case:1206; Series:VJ
for 250VAC; UL-60950-1 / CSA C22.2 certified; 5.2kVDC Isolation for 1 Minute; Optional Continuous Short Circuit Protected; 2 Chamber Transformer System
   500W TRANSIENT VOLTAGE SUPPRESSOR
	Diodes Inc.
DIODES[Diodes Incorporated]

	SA48 SA75 SA78 SA9.0 SA8.5 SA110 SA7.0A SA6.0A SA5	Transient Voltage Suppressor Diodes 瞬态电压抑制二极管
Enclosed Switches Series LS: Side Plunger; 1NC 1NO DPDT Snap Action, Double Break; 0.5 in - 14NPT conduit; Compact/Non Plug-in
/Case:1206; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount
Ceramic Multilayer Capacitor; Capacitance:270000pF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:25V; Dielectric Characteristic:X7R; Package
Ceramic Multilayer Capacitor; Capacitance:22000pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:100V; Dielectric Characteristic:X7R; Package/Case:0805; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount
	Taiwan Semiconductor Compan...
Taiwan Semiconductor Co., Ltd.
Taiwan Semiconductor Company, Ltd
Taiwan Semiconductor Co...

	SG-636PTF SG-636PCE SG-636PCW SG-636PH SG-636PHW S	Tantalum Molded Capacitor; Capacitance: 100uF; Voltage: 4V; Case Size: 3.5x2.8 mm; Packaging: Tape & Reel 高频晶体振荡
Tantalum Molded Capacitor; Capacitance: 10uF; Voltage: 4V; Case Size: 4x3.2 mm; Packaging: Tape & Ammo 高频晶体振荡
HIGH-FREQUENCY CRYSTAL OSCILLATOR 高频晶体振荡
Tantalum Molded   Capacitor; Capacitance: 22uF; Voltage: 4V; Case Size: 2x1.3 mm; Packaging: Tape & Reel
Tantalum Molded   Capacitor; Capacitance: 10uF; Voltage: 4V; Case Size: 4x3.2 mm; Packaging: Tape & Ammo
Tantalum Molded   Capacitor; Capacitance: 2.2uF; Voltage: 4V; Case Size: 2x1.3 mm; Packaging: Tape & Reel
Tantalum Molded   Capacitor; Capacitance: 3.3uF; Voltage: 4V; Case Size: 2x1.25 mm; Packaging: Tape & Ammo
Tantalum Molded   Capacitor; Capacitance: 100uF; Voltage: 4V; Case Size: 3.5x2.8 mm; Packaging: Tape & Reel
Tantalum Molded   Capacitor; Capacitance: 3.3uF; Voltage: 4V; Case Size: 4x3.2 mm; Packaging: Tape & Ammo
	Electronic Theatre Controls, Inc.
Epson ToYoCom
ETC[ETC]
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