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			 Related Part Number
	
					PART	Description	Maker
	CS291 CS291DW16 CS291DWR16 CS291N14 CS290 CS290DW1	Ignition Controller
IC AC/DC CONV 12V 200MA SIP10
IC AC/DC CONV -5V 200MA SIP10
	Cherry Semiconductor Co...
CHERRY[Cherry Semiconductor Corporation]
ZF Electronics Corporation

	RS485-C1AS RS485-C1UK RS485-C1US 	RS232/RS485 CONV (AS)
RS232/RS485接口换（英国
RS232/RS485 CONV (UK)
RS232/RS485 CONV (US)
	

	KSC2669 KSC2669OBU KSC2669YTA 	FM RADIO RF AMP, MIX, CONV, OSC, IF AMP
FM RADIO RF AMP/ MIX/ CONV/ OSC/ IF AMP
NPN Epitaxial Silicon Transistor
	FAIRCHILD[Fairchild Semiconductor]

	S7BC-10A2ALG 	CONV DC/DC 10A 0.75-5V OUT SMD 1-OUTPUT 50 W DC-DC REG PWR SUPPLY MODULE
	Bel Fuse, Inc.

	KSC2669 	NPN (FM RADIO RF AMP, MIX, CONV, OSC, IF AMP)
NPN (FM RADIO RF AMP/ MIX/ CONV/ OSC/ IF AMP)
	SAMSUNG[Samsung semiconductor]

	KSC839 	NPN (FM/AM RADIO RF AMP/ CONV/ OSC/ IF AMP)
NPN (FM/AM RADIO RF AMP, CONV, OSC, IF AMP)
	Samsung semiconductor

	KSC2715 	FM RADIO AMP, MIX, CONV, OSC, IF AMP
FM RADIO AMP/ MIX/ CONV/ OSC/ IF AMP
	FAIRCHILD[Fairchild Semiconductor]

	KSC839 KSC839CYTA KSC839G KSC839O KSC839R KSC839Y 	FM/AM RADIO RF AMP/ CONV/ OSC/ IF AMP
FM/AM RADIO RF AMP, CONV, OSC, IF AMP
	Fairchild Semiconductor

	465 046502.5 04651.25 046501.6 046506.3 0465001. 	CONV DC-DC 66W 48VIN 5V NEG SMD
Surface Mount Fuses - Subminiature Surface Mount
Circular Connector; No. of Contacts:23; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Cable Receptacle; Insert Arrangement:16-23
	Littelfuse, Inc.

	5082-313E-H0000 5082-313E-HG000 5082-313E-HH000 50	HDSP-313Y · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display
HDSP-313G · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display
HDSP-313E · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display
HDSP-313A · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display
HDSP-311Y · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display
HDSP-311G · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display
HDSP-311E · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display
HDSP-311A · 10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display
CAP 0.01UF 100V 0.1 X7R RAD-.10IN .200X.260 CONF T&R
CAP,X7R,0.1,10N,100V,10% 一十点一六毫米（0.4英寸）单位通用七段显示
CAP 0.1UF 100V 0.05 X7R RAD-.10IN .200X.260 CONF T&R 一十点一六毫米（0.4英寸）单位通用七段显示
Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs 一十点一六毫米（0.4英寸）单位通用七段显示
MOSFET Driver IC; MOSFET Driver Type:Single Driver, Low Side Non-Inverting; Peak Output High Current, Ioh:2A; Rise Time:20ns; Fall Time:20ns; Load Capacitance:1000pF; Package/Case:5-SOT-23; Number of Drivers:1 一十点一六毫米（0.4英寸）单位通用七段显示
10NF/50V MONO-CER. LS.1 一十点一六毫米（0.4英寸）单位通用七段显示
Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SOP; No of Pins: 20; Container: Tape &amp; Reel 一十点一六毫米（0.4英寸）单位通用七段显示
CAP 1000PF 100V 0.05 NP0(C0G) RAD-.10IN .200X.260 CONF T&R 一十点一六毫米（0.4英寸）单位通用七段显示
CAP 0.1UF 50V 0.2 Z5U RAD-.10IN .200X.260 CONF T&R 一十点一六毫米（0.4英寸）单位通用七段显示
10.16 mm (0.4 inch) Single Digit General Purpose Seven Segment Display 一十点一六毫米（0.4英寸）单位通用七段显示
TVS Diode; Stand-Off Voltage, VRWM:6V; Breakdown Voltage, Vbr:8V; Capacitance, Cd:50pF; Package/Case:16-WSOIC; Breakdown Voltage Min:8V; Leaded Process Compatible:No; Mounting Type:Surface Mount; No. of Lines Protected Max:1 RoHS Compliant: No
Standard Recovery Rectifier; Repetitive Reverse Voltage Max, Vrrm:1600V; Forward Current Avg Rectified, IF(AV):50A; Non Repetitive Forward Surge Current Max, Ifsm:700A; Forward Voltage Max, VF:1.6V; Package/Case:SO-32B
DIODE, STANDARD, 50A, 1200V, STUD; Voltage, Vrrm:1200V; Current, If av:50A; Case style:E12; Current, Ifs max:700A; Diode type:Standard recovery; Polarity, diode:Stud Cathode; Thread size:M8; Voltage, forward at If:1.6V RoHS Compliant: Yes
RES, 0402, TF, 1.43K, 1%, 1/16W
CONV DC-DC 24V IN 12V OUT PL 15W
CONV DC-DC 24V IN 5V OUT 20W
Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: QSOP; No of Pins: 20; Container: Tape & Reel
Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: QSOP; No of Pins: 20; Container: Rail
CONV DC-DC 24V IN 5V OUT PL 15W
CONV DC-DC 24V IN 3.3 V OUT PL
CONV DC-DC 48V IN 5V OUT PL 15W
COIL, INDUCTOR CHIP 4.7UH 20%
DD11 POWER ENTRY MODUL
MOSFET Driver IC; MOSFET Driver Type:Dual Drivers, Low Side Non-Inverting; Peak Output High Current, Ioh:2A; Rise Time:20ns; Fall Time:20ns; Load Capacitance:1000pF; Package/Case:8-MSOP; Number of Drivers:2; Supply Voltage Max:16V
THYRISTOR, 19A 1200V B-1THYRISTOR, 19A 1200V B-1; Voltage, Vrrm:1200V; Current, It av:10A; Case style:B1; Current, It rms:30A; Current, Itsm:250A; Voltage, Vgt:3.0V; Current, Igt:100mA; Thread size:M5; Thyristor/Triac t
DIODE, STUD 95A 1200VDIODE, STUD 95A 1200V; Voltage, Vrrm:1200V; Current, If av:95A; Current, Ifs max:1150A; Voltage, forward at If:1.5V; Case style:E11; Thread size:M8; Diode type:Standard recovery; Polarity, diode:Stud Catho
SCR Thyristor; SCR Type:Standard Gate; Peak Repetitive Off-State Voltage, Vdrm:1600V; On-State RMS Current, IT(rms):2800A; Peak Non Repetitive Surge Current, Itsm:53000A; Gate Trigger Current Max, Igt:300uA
CONV DC-DC 48V IN 3.3V OUT 20W
MOD PWR ENTRY STD 20A 2PL QC PNL
CAP 1000PF 100V 0.05 NP0(C0G) RAD-.10IN .200X.260 CONF T&R
OBS RES, 1.47K, 0.06W, 1%, 0402
CAP 0.001UF  63V  5%  METALLI
Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SOIC-Wide; No of Pins: 20; Container: Rail
Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SSOP; No of Pins: 20; Container: Tape & Reel
METAL FILM RESISTOR, 10K, 1%, 0.1W,  0603
CAP 1000PF 100V 0.1 NP0(C0G) RAD-.10IN .200X.260 CONF T&R
Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SOP; No of Pins: 20; Container: Rail
Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SOP; No of Pins: 20; Container: Tape & Reel
0.1 UF 20% 50V Z5U RADIAL 0.1 CAP
CAP 0.1UF 50V  80-20% Y5V RAD-.10IN .200X.260 CONF BULK
CAP 0.1UF 50V 0.1 X7R RAD-.10IN .200X.260 CONF BULK
CAP CER 0.1UF 50V 10% RADIAL
CAP 0.1UF 50V 0.1 X7R RAD-.10IN .200X.260 CONF T&R
CAP 0.01UF 50V 0.1 X7R RAD-.10IN .200X.260 CONF T&R
CAP 0.01UF 100V 0.1 X7R RAD-.10IN .200X.260 CONF T&R
RES 51 OHM 1/10W 5% 0603 SMD
Pulse Width Modulation (PWM) Controller IC; Topology:Buck, Half Bridge; Control Mode:Voltage; Number of PWM Outputs:2; Input Voltage Primary Min:-0.5V; Input Voltage Primary Max:14V; Duty Cycle Max:95%
Controller IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
Controller IC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
CAP 12PF 200V 0.1 NP0(C0G) RAD-.10IN .200X.260 CONF BULK
RES CHIP 820 OHM 1/16W 1% 0402 SMT
CAP 1000PF 100V 0.2 Z5U RAD-.10IN .200X.260 CONF BULK
Quiet Series Octal Buffer/Line Driver with 3-STATE Outputs; Package: SSOP; No of Pins: 20; Container: Rail
CAP 120PF 200V 0.01 NP0(C0G) RAD-.10IN .200X.260 CONF T&R
Surface Mount Resistors Thick Film Chip Resistors
CONV DC-DC 24V IN 15V OUT PL 15W
CONV DC-DC 48V IN 5V OUT NL 15W
MOSFET Driver IC; MOSFET Driver Type:Single Driver, Low Side Inverting; Peak Output High Current, Ioh:2A; Rise Time:20ns; Fall Time, tf:20ns; Load Capacitance:1000pF; Package/Case:5-SOT-23; No. of Drivers:1; Supply Voltage Max:16V RoHS Compliant: No
MOSFET Driver IC; MOSFET Driver Type:Single Driver, Low Side Inverting; Peak Output High Current, Ioh:2A; Rise Time:20ns; Fall Time:20ns; Load Capacitance:1000pF; Package/Case:5-SOT-23; Number of Drivers:1; Supply Voltage Max:16V
Pulse Width Modulation (PWM) Controller IC; Topology:Buck (Step Down); Control Mode:Voltage; Number of PWM Outputs:4; Input Voltage Primary Min:-0.3V; Input Voltage Primary Max:15V; Duty Cycle Max:95%
MOSFET Driver IC; Package/Case:5-SOT-23; Number of Drivers:1; Supply Voltage Max:16V; Driver Type:MOSFET; Leaded Process Compatible:No; Output Current Max:2A; Packaging:Cut Tape; Peak Reflow Compatible (260 C):No
CERAMIC CONFORMALLY COATED CAPACITOR, .010UF 50.0V:
CAP 0.1UF 100V 10% X7R RAD-.10IN .200X.260 CONF BULK
IC, LC03-3.3, TVS DIODE ARRAY, JEDEC SO-8
	Agilent (Hewlett-Packard)
Mimix Broadband, Inc.
Lumex, Inc.
AVX, Corp.
TE Connectivity, Ltd.
Amphenol, Corp.
ZF Electronics, Corp.
Advanced Analogic Technologies, Inc.
Maxim Integrated Products, Inc.
Black Box, Corp.
Rectron Semiconductor
Advanced Interconnections, Corp.
Littelfuse, Inc.
Xilinx, Inc.
HIROSE ELECTRIC Co., Ltd.
Analog Devices, Inc.
Bourns, Inc.
Panduit, Corp.
JST Mfg. Co., Ltd.
Ecliptek, Corp.
Agilent(Hewlett-Packard)

	370-10-116 370-90-116 483-90-216-00-001 353-10-116	   PCB Header Strips Single row / double row Wire-wrap / solder tail
HANDSET CORD, DARK GRAY  12 FT.
DIODE SCHOTTKY DUAL COMMON-ANODE 30V 350mW 0.38V-vf 200mA-IFM 1mA-IF 0.2uA-IR SOT-23 3K/REEL
TRANS PREBIASED NPN 200MW SOT323
Circular Connector; Body Material:Aluminum Alloy; Series:MS3110; No. of Contacts:8; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket RoHS Compliant: No
TRANS PREBIASED NPN 200MW SOT-23
HANDSET CORD, IVORY      6 FT.
CONV DC-DC 100W 24VIN 5V NEG-EN
MODULAR COILED HNDST CORDBLACK 25 FT
DIODE SCHOTTKY SINGLE 30V 350mW 0.38V-vf 200mA-IFM 1mA-IF 0.2uA-IR SOT-23 3K/REEL
TRANS PREBIASED NPN 200MW SOT23
MODULAR COILED HNDST CORDIVORY
MCU LOAD SWITCH 200MA SOT-26
PCB Header Strips Single row / double row Wire-wrap / solder tail 板头带单双列线，焊尾
HANDSET CORD, IVORY 6 FT. 板头带单双列线，焊尾
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