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			COVER-275-XBC - 5 x 3 x 0.75 Inches Form factor 



		
			
					
						
						



					
				
					 		
	Part No.	COVER-275-XBC   

	Description	5 x 3 x 0.75 Inches Form factor 
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			 Related Part Number
	
					PART	Description	Maker
	AD4C111 	Dual 1 Form ADual 1 Form A Solid State Relay
	Electronic Theatre Controls, Inc.
Solid State Optronics

	AD4C333 	1 Form A/1 Form B Solid State Relay
	SSOUSA[Solid State Optronic]

	3-1419108-9 3-1419108-6 3-1419108-1 RT314024F 5-14	Power PCB Relay RT1
5kV/10mm coil-contact, reinforced insulation
1 pole 12A/16A, 1 form C (CO) or 1 form A (NO) contact
	Tyco Electronics
TE Connectivity Ltd

	KT837L15 KT837W15 KT837L55 KT837L51 KT837W51 KT837	Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells . Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
	Optek Technology

	51ML72 	UNLESS OTHERWISE SPECIFIED DINENSIONS ARE IN INCHES
	List of Unclassifed Man...

	HITACHI 	Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	KBJ 	Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	PRESS-FIT 	Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	PA28-2450-120SA 	UNLESS OTHERWISE SPECIFIED DIMENSIONS ARE IN INCHES
	API Technologies Corp

	LLP75-6A06 	Package Dimensions in mm (Inches)
	Vishay Siliconix

	EBD26UC6AKSA-E EBD26UC6AKSA-6B-E EBD26UC6AKSA-7A-E	Single Pole Normally Open: 1-Form-A, 400V
Single Pole Normally Open: 1-Form-A, 600V
256MB DDR SDRAM SO-DIMM (32M words x 64 bits, 2 Ranks)
	Elpida Memory, Inc.
ELPIDA[Elpida Memory]
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