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			RAD-ISM-900-ANT-YAGI-3-N - Panel antenna, IP65 protection, gain 5 dBi, cable length 1.5 m, connection N (female) 
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			 Related Part Number
	
					PART	Description	Maker
	RAD-SPL-2-N 	Antenna splitter, frequency range: 0.3 GHz ... 6 GHz, degree of protection: IP65, connection: 3 x N (female), suitable connection cable for the antenna connection (Order No. 2700677)
	PHOENIX CONTACT

	192990-1840 192990-1680 192922-1320 192926-0500 19	Single-/Dual-/Triple-Voltage µP Supervisory Circuits with Independent Watchdog Output
SOCKET PANEL 12 WAY
BACKSHELL SIZE 12
JACK PANEL 35 WAY
JACK PANEL 12 WAY
JACK FREE 23 WAY
JACK PANEL 7 WAY
DUST CAP SIZE 10
DUST CAP SIZE 16
JACK PANEL 48 WAY
PLUG FREE 8 WAY
PLUG FREE 19 WAY
SOCKET PANEL 23 WAY
SOCKET PANEL 19 WAY
BACKSHELL SIZE 20
JACK FREE 35 WAY
SOCKET PANEL 44 WAY
PLUG FREE 7 WAY
JACK FREE 7 WAY
SOCKET PANEL 7 WAY
SOCKET PANEL 35 WAY 插座面板35未来
Single-/Dual-/Triple-Voltage &#181;P Supervisory Circuits with Independent Watchdog Output 后壳等级IP65尺寸18
JACK PANEL 28 WAY 插座面板28未来
BACKSHELL IP65 SIZE 12 后壳等级IP65尺寸12
JACK PANEL 8 WAY 插座面板8
JACK PANEL 4 WAY 插座面板4
JACK PANEL 19 WAY 插座面板19未来
DUST CAP SIZE 24 防尘盖尺24
Single-/Dual-/Triple-Voltage &#181;P Supervisory Circuits with Independent Watchdog Output 插座免费8
SOCKET PANEL 48 WAY 插座面板48未来
	TE Connectivity, Ltd.
ITT, Corp.

	FGPANEL66 	2.4 GHz panel antenna
	List of Unclassifed Manufac...

	FGPANEL01 	2.4 GHz panel antenna
	List of Unclassifed Manufac...

	FGPANEL03 	2400-2500MHz Panel antenna
	List of Unclassifed Manufac...

	HZK2C HZK30 HZK33 HZK36 HZK3A HZK3B HZK3C HZK6B HZ	Diodes>Zener
Silicon Epitaxial Planar Zener Diodes for Stabilized Power Supply
Toggle Switch; Circuitry:DPDT; Switch Operation:On-Off-On; Contact Current Max:6A; Actuator Style:Bat; Switch Terminals:Solder Lug; Current Rating:3A
SWITCH BLOCK FOR EMERGENCY STOP
SWITCH, DPDT, 12V, GREEN; Switch function type:DPDT; Voltage, contact AC max:250V; Voltage, contact DC max:12V; Temp, op. max:55(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:30mm; Length / Height, external:59mm; RoHS Compliant: Yes
Anti-Rotate Ring; Leaded Process Compatible:Yes RoHS Compliant: Yes 硅外延平面稳压二极管的稳压电
Low Current Operation at 250 锛?ow Reverse Leakage,Low Noise Zener Diode
INDICATOR BODY, ROUND, METAL; Lamp fitting type:T 13/4; Current rating:16A; Approval Bodies:UL, VDE, CSA, BEAB; Depth, behind panel:38mm; Diameter, External:29mm; IP rating:IP65; Length / Height, external:60mm; Temp, op. RoHS Compliant: Yes
INDICATOR BODY, SQUARE; Lamp fitting type:Midget Groove, T1 3/4; Current rating:16A; Approval Bodies:UL, VDE, CSA, BEAB; Depth, behind panel:38mm; Diameter, External:29mm; IP rating:IP65; Length / Height, external:60mm; Temp, op. RoHS Compliant: Yes
	RENESAS[Renesas Electronics Corporation]
Renesas Electronics Corporation.
Renesas Electronics, Corp.

	ACD-110DHTT-A1-1010 	ip65 aliminum front bezel
	AAEON Technology

	IPPC-190D-2R 	Front 6mm aluminum bezel with IP65 compliant
	List of Unclassifed Man...

	HW23-754 	IP65 Rated, NEMA 23 High Torque Step Motor
	List of Unclassifed Man...

	HW23-753 	IP65 Rated, NEMA 23 High Torque Step Motor
	List of Unclassifed Man...
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