

	
			
			
				

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						LBN14008			PH3PH2WA			IP317K			NCS2511			1M328V			16100			CMI8786			260CU			

			
	
	Product Description

			
	
	Full Text Search




				


		












			P-MUSB-AA11-XX - FLAMMABILITY RATING UL94V-0 BLACK 



		
			
					
						
						



					
				
					 		
	Part No.	P-MUSB-AA11-XX   

	Description	FLAMMABILITY RATING UL94V-0 BLACK 
 

	File Size	120.08K  / 
						2 Page	 
	

						Maker	
						


						 Amphenol Corporation 
  
						










	
						
						




						

	Homepage	
						http://www.amphenol.com/
	Download	[ 
						P-MUSB-AA11-XX  Datasheet PDF Downlaod from IC-ON-LINE.CN ]

                                                 [ 
						P-MUSB-AA11-XX  Datasheet PDF Downlaod from Datasheet.HK ]

						[P-MUSB-AA11-XX  Datasheet PDF Downlaod from Maxim4U.com ] :-)


						

						[ View it Online ]
					  [ Search more for P-MUSB-AA11-XX ] 


					[ Price & Availability of P-MUSB-AA11-XX by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : FLAMMABILITY RATING UL94V-0 BLACK   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	22-50-3095 22-50-3045 22-50-3055 	WO/B WR PR 9CCT GRN 7720SC09H 9 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, IDC
SOCKET, IDT, 0.1", 24AWG, 4WAY; Gender:Socket; Ways, No. of:4; Termination method:IDT; Material, contact:Brass; Plating, contact:Tin; Series:KK 7720S; Approval category:UL94V-2; Colour:White; Flammability rating:UL94V-2; RoHS Compliant: Yes
SOCKET, IDT, 0.1", 24AWG, 5WAY; Gender:Socket; Ways, No. of:5; Termination method:IDT; Material, contact:Brass; Plating, contact:Tin; Series:KK 7720S; Approval category:UL94V-2; Colour:White; Flammability rating:UL94V-2; RoHS Compliant: Yes
	Molex, Inc.
MOLEX INC

	22-01-1063 22-01-1123 	Connector Housing; Gender:Female; Number of Contacts:6; Series:5051-NM; Body Material:PA Polyamide (Nylon) 6/6; Number of Rows:1; Pitch Spacing:2.5mm 6 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP
CRIMP HOUSING, 2.5MM 12WAY ; Ways, No. of:12; Colour:White; Current rating:2.5A; Dielectric strength:1500V/m; Flammability rating:UL94V-0; Force, de-mating:0.5N; Force, mating:2N; Housing type:White Nylon UL94V-0; Material:Nylon;
	Molex, Inc.
MOLEX INC

	XRP9710EY 	Flammability rating of UL 94┸V0
	Exar Corporation

	CLC1001IST6X 	Flammability rating of UL 94┸V0
	Exar Corporation

	CLC2000ISO8X 	Flammability rating of UL 94┸V0
	Exar Corporation

	ST16C2550CQ48F 	Flammability rating of UL 94┸V0
	Exar Corporation

	1059100000 	UL 94 flammability rating of insulation meterial
	Weidmuller

	90327-3324 90327-3306 90327-3326 90327-0322 90327-	1.27mm PF Conn LoPro IDT Wht .76Au 24Ckt 24 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, IDC
1.27mm PF Conn LoPro IDT Wht .76Au 6Ckt 6 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, IDC
CONN RECPT IDT 26POS 1.27MM GOLD 26 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, IDC
1.27 mmPF Conn LoPro IDT Wht 2Sn 22Ckt
CONNECTOR, PICOFLEX 26WAY ; Ways, No. of:26; Pitch:1.27mm; Colour:White; Current, contact rating:1.2A; Flammability rating:UL94V-0; Material:Polyester; Material, contact:Phosphor bronze alloy; Plating, contact:Tin; Poles, No. of:26;
	Molex, Inc.
MOLEX INC

	5500.2029 5500.2028 5500.2027 5500.2026 5500.2030 	AC Filter Cost Optimized
Single Phase RFI Line Filter; Mounting Type: Chassis Module; Voltage Rating: 250V; Current Rating: 4A; Leakage Current Rating: 0.1 mA 250 V, 50 HZ, SINGLE PHASE EMI FILTER
	Schurter Inc.
SCHURTER AG

	5500.2070 5500.2071 	Single Phase RFI Line Filter; Mounting Type: Chassis Module; Voltage Rating: 250V; Current Rating: 16A; Leakage Current Rating: 0.5 mA 250 V, 50 HZ, SINGLE PHASE EMI FILTER
AC Filter 2-Stage, Broad Band Attenuation
	SCHURTER AG
Schurter Inc.

	ZXMN6A11G ZXMN6A11GFTA ZXMN6A11GFTC 	N-channel  MOSFET
60V N-CHANNEL ENHANCEMENT MODE MOSFET
; Current Rating:6A; Voltage Rating:250V; Mounting Type:Screw; Features:High Attenuation; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
Line Filter; Current Rating:10A; Voltage Rating:250V; Mounting Type:Screw; Features:High Attenuation; Series:MXB
	ZETEX[Zetex Semiconductors]

	TYPEHCSERIES 	Glass filled polyester (PBT, UL flammability 94V-0)
	Dubilier
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