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			 Related Part Number
	
					PART	Description	Maker
	15FMCJ91A 15FMCJ 15FMCJ10 15FMCJ100 15FMCJ100A 15F	   SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 143V(min), 158V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 108V(min), 132V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 90.0V(min), 110V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 99.0V(min), 121V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 117V(min), 143V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 171V(min), 189V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 237V(min), 263V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 332V(min), 368V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 198V(min), 242V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 198V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 124V(min), 137V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 225V(min), 275V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 285V(min), 315V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 270V(min), 330V(max). For bidirectional use C or CA suffix.
10 GIG OPTIMIZED         FIBER PATCH LC/LC
Fiber Optic Cable Assembly; Cable Length:49.2ft; Connector Type A:ST; Connector Type B:ST
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 10M
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 5M
Fiber Optic Cable Assembly; Cable Length:32.8ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
Fiber Optic Cable Assembly; Cable Length:16.4ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
10 GIG OPTIMIZED         FIBER PATCH ST/ST
SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR 表面贴装瞬态电压抑制器
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 152V(min), 168V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 380V(min), 420V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 153V(min), 187V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 180V(min), 220V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 190V(min), 210V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 360V(min), 440V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 179V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 144V(min), 176V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 114V(min), 126V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 105V(min), 116V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 315V(min), 385V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 95.0V(min), 105V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 135V(min), 165V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 209V(min), 231V(max). For bidirectional use C or CA suffix.
	RECTRON[Rectron Semiconductor]

	TV02W150B-G TV02W120B-G TV02W280B-G TV02W330B-G TV	Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=15V, Tolerance=5%
Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=12V, Tolerance=5%
Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=28V, Tolerance=5%
Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=33V, Tolerance=5%
Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=30V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=200Watts, V-RWM=58V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=200Watts, V-RWM=75V, Tolerance=5%
	Comchip Technology

	5KP58A-HF 5KP58CA-HF 5KP80A-HF 5KP80CA-HF 5KP350A-	Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=58V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=80V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=350V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=250V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=14V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=51V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=48V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=26V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=19V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=85V, Tolerance=5%
	Comchip Technology

	CTCN0812V-G CTCN0824V-G CTCN083V3-G CTCN085V0-G CT	Transient Voltage Suppressor (TVS) Array, V-C=20V, V-PV=16kV, I-PP=12A
Transient Voltage Suppressor (TVS) Array, V-C=43V, V-PV=16kV, I-PP=5A
Transient Voltage Suppressor (TVS) Array, V-C=8V, V-PV=16kV, I-PP=17A
Transient Voltage Suppressor (TVS) Array, V-C=10V, V-PV=16kV, I-PP=17A
	Comchip Technology

	1.5KE18A 1.5KE24A 1.5KE9V1CA 1.5KE100A 1.5KE100CA 	   1500W TRANSIENT VOLTAGE SUPPRESSOR
TRANSZORB Transient Voltage Suppressors TRANSZORB瞬态电压抑制器
1500W TRANSIENT VOLTAGE SUPPRESSOR 1500 W, BIDIRECTIONAL, SILICON, TVS DIODE, DO-201
1500W TRANSIENT VOLTAGE SUPPRESSOR 1500 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-201
Zener TVSs
   TRANSZORB Transient Voltage Suppressors
	Diodes, Inc.
Electronic Theatre Controls, Inc.
Diodes Inc.
Vaishali Semiconductor
DIODES[Diodes Incorporated]

	ICTE-12 ICTE-5C ICTE-10 ICTE-10C ICTE-12C ICTE-15 	TRANSIENT ABSORPTION ZENER 1500 W, UNIDIRECTIONAL, SILICON, TVS DIODE
Transient Voltage Suppressor
	MICROSEMI CORP-SCOTTSDALE
Microsemi, Corp.
MICROSEMI[Microsemi Corporation]

	1SMC6.5CA 1SMC8.0CA 1SMC5.0CA 1SMC6.0CA 1SMC7.0CA 	Bi-Directional Glass Passivated Junction Transient Voltage Suppressors(最大反向工作电4V,双向玻璃钝化节点瞬变电压抑制 1500 W, BIDIRECTIONAL, SILICON, TVS DIODE
Bi-Directional Glass Passivated Junction Transient Voltage Suppressors(最大反向工作电.0V,双向玻璃钝化节点瞬变电压抑制 1500 W, BIDIRECTIONAL, SILICON, TVS DIODE
BI-DIRECTIONAL GLASS PASSIVATED JUNCTION TRANSIENT VOLTAGE SUPPRESSOR 1500 WATTS, 5.0 THRU 170 VOLTS 1500 W, BIDIRECTIONAL, SILICON, TVS DIODE
Bi-Directional Glass Passivated Junction Transient Voltage Suppressors(最大反向工作电8V,双向玻璃钝化节点瞬变电压抑制 1500 W, BIDIRECTIONAL, SILICON, TVS DIODE
Bi-Directional Glass Passivated Junction Transient Voltage Suppressors(最大反向工作电6.5V,双向玻璃钝化节点瞬变电压抑制
STRAP BATTERY FIBRE BASE 9V 4LD
Bi-Directional Glass Passivated Junction Transient Voltage Suppressors(最大反向工作电.5V,双向玻璃钝化节点瞬变电压抑制
BI-DIRECTIONAL GLASS PASSIVATED JUNCTION TRANSIENT VOLTAGE SUPPRESSOR 1500 WATTS/ 5.0 THRU 170 VOLTS
	http://
Central Semiconductor, Corp.
Central Semiconductor Corp.

	P6KE380A-G P6KE520CA-G P6KE33CA-G P6KE82CA-G P6KE1	Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=324.9V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=444.6V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=28.2V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=70.1V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=128V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=600Watts, V-RWM=77.8V, Tolerance=5%
	Comchip Technology

	1.5SMC91AT3G 1.5SMC10AT3 1.5SMC11AT3 1.5SMC12AT3 1	1500 Watt Peak Power Zener Transient Voltage Suppressors(1500W 峰值功率齐纳抗雷管(TVS))
1500 Watt Peak Power Zener Transient Voltage Suppressors Unidirectional* 1500 W, UNIDIRECTIONAL, SILICON, TVS DIODE
1500 Watt SMC Transient Voltage Suppressors 10 V Unidir 1500 W, UNIDIRECTIONAL, SILICON, TVS DIODE
	http://
ONSEMI[ON Semiconductor]



				
	 
	 Related keyword From Full Text Search System
	

					
						ESD230-B1-W0201 pci endian mode	
						ESD230-B1-W0201 intersil	
						ESD230-B1-W0201 ghz	
						ESD230-B1-W0201 operation	
						ESD230-B1-W0201 Temperature
	
						ESD230-B1-W0201 package	
						ESD230-B1-W0201 Positive	
						ESD230-B1-W0201 GaAs Hall Device	
						ESD230-B1-W0201 enhancement	
						ESD230-B1-W0201 описание


				
	 



		 


	
		
Price & Availability of ESD230-B1-W0201 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.21353912353516















