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			 Related Part Number
	
					PART	Description	Maker
	WSLT4026-15 	Power Metal Strip? Resistors, High Temperature (275 °C),High Power, Low Value, Surface Mount, 4-Terminal
	Vishay Siliconix

	157AVG063MGBJ 397AVG035MGBJ 126AVG160MGBJ 337AVG01	   Small Size - High Temperature ?Low ESR ?High Ripple Current ?Stable with Temperature ?High Frequency
	Illinois Capacitor, Inc...

	LM2901H08 LM2901H JLM2901H-I6D1 LM2901HDT 	High temperature low power quad voltage comparators
	STMicroelectronics

	EFXLDM-TTL-300J EFXLDM-TTL-24J EFXLDM-TTL-24T EFXL	Low Power RTC with Battery Backed SRAM and Event Detection; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R
I2C® Real Time Clock/Calendar, Low Power RTC with Battery Backed SRAM; Temperature Range: -40°C to 85°C; Package: 8-SOIC
Low Power RTC with Battery Backed SRAM; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Low Power RTC with Battery Backed SRAM; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
Low Power RTC with 8 Bytes of Battery Backed SRAM and Separate FOUT; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R
I2C® Real Time Clock/Calendar, Low Power RTC with Battery Backed SRAM; Temperature Range: -40°C to 85°C; Package: 8-MSOP
Dual Channel Central Office ADSL2  Line Driver; Temperature Range: -40°C to 85°C; Package: 28-HTSSOP T&R
Real Time Clock/Calendar with EEPROM; Temperature Range: -40°C to 85°C; Package: 8-SOIC
xDSL Differential Line Driver; Temperature Range: -40°C to 85°C; Package: 16-QFN T&R
Real Time Clock/Calendar with EEPROM; Temperature Range: -40°C to 85°C; Package: 8-TSSOP T&R
Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 14-TSSOP
Real Time Clock/Calendar with I2C Bus™ and EEPROM; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
100V, 3A/4A Peak, High Frequency Half-Bridge Drivers; Temperature Range: Full-Range Ind; Package: 12-DFN
High Voltage Input Precision, Low Noise FGA™ Voltage References; Temperature Range: Full-Range Ind; Package: 8-SOIC T&R
Dual Channel Central Office ADSL2  Line Driver; Temperature Range: -40°C to 85°C; Package: 24-QFN T&R
Precision, Low Noise FGA™ Voltage References; Temperature Range: Full-Range Ind; Package: 6-SOT-23 T&R
100V, 3A/4A Peak, High Frequency Half-Bridge Drivers; Temperature Range: Full-Range Ind; Package: 8-SOIC
Precision 0.600V Low Voltage FGA™ References; Temperature Range: Power Supply; Package: 3-SOT-23 T&R
100V, 2A Peak, High Frequency Half-Bridge Drivers; Temperature Range: -40°C to 85°C; Package: 9-DFN
xDSL Differential Line Driver; Temperature Range: -40°C to 85°C; Package: 10-HMSOP T&R
Delay Line 延迟
	L-com, Inc.

	623-5D 623-5J 623-5W 623-50D 623-50J 623-50W 623-1	Resistor-Programmable SOT Temperature Switches
Low-Cost, Remote SOT Temperature Switches
5V/3.3V/3V Adjustable, High-Efficiency, Low-IQ, Step-Down DC-DC Converters
50ppm/°C, SOT23, 3-Terminal, 1.2V Voltage Reference
Logic IC 逻辑IC
	Xicon Passive Components
Glenair, Inc.
Electronic Theatre Controls, Inc.

	AD73322AST AD73322EB AD73322EZ EVAL-AD73322EZ AD73	Low Cost/ Low Power CMOS General-Purpose Dual Analog Front End
Low Power 10MHz Current Feedback Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Precision Rail-to-Rail Input and Output Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Cost, Low Power CMOS General-Purpose Dual Analog Front End
Dual Voiceband Codec; Package: SOIC - Wide; No of Pins: 28; Temperature Range: Industrial SPECIALTY TELECOM CIRCUIT, PDSO28
	Analog Devices, Inc.

	AM2147-35PCB AM2147-70DC AM2147-70PC AM2147-70LC A	Dual Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
500mA Negative Low Dropout Micropower Regulator; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
x1 SRAM
500mA Negative Low Dropout Micropower Regulator; Package: DD PAK; No of Pins: 5; Temperature Range: 0°C to  70°C
100kHz, 5A, 2.5A and 1.25A High Efficiency Switching Regulators; Package: DD PAK; No of Pins: 5; Temperature Range: 0°C to  70°C
100kHz, 5A, 2.5A and 1.25A High Efficiency Switching Regulators; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Dual and Quad 25MHz, 600V/µs Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Dual and Quad 50MHz, 800V/µs Op Amps; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
500kHz High Efficiency 6A Switching Regulator; Package: TO-220; No of Pins: 7; Temperature Range: -40°C to  85°C
Dual and Quad 70MHz, 1000V/µs Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual and Quad Precision Rail-to-Rail Input and Output Op Amps; Package: SO; No of Pins: 14; Temperature Range: 0°C to  70°C
Dual Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Micropower DC/DC Converter Adjustable and Fixed 5V, 12V; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 射频放大
500mA Negative Low Dropout Micropower Regulator; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x1的SRAM
	Advanced Micro Devices, Inc.
Rochester Electronics, LLC
Molex, Inc.

	PFLDL-TTL5-7J PFLDL-TTL5-4F PFLDL-TTL5-6G PFLDL-TT	Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection
4.5A, 500kHz Step-Down Switching Regulator
5MHz, 3V/us, Low Power Single Supply, Dual and Quad Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
5MHz, 3V/us, Low Power Single Supply, Dual and Quad Precision Op Amps; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
SEPIC Constant- or Programmable-Current/Constant-Voltage Battery Charger; Package: DD PAK; No of Pins: 7; Temperature Range: 0°C to  70°C
Advanced Low Power 5V RS232 Transceiver with Small Capacitors; Package: SO; No of Pins: 28; Temperature Range: 0°C to  70°C
3A Low Dropout Regulator for Microprocessor Applications; Package: TO-220; No of Pins: 5; Temperature Range: 0°C to  70°C
Ultralow Noise 2A Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
1.4nV/Rt.Hz 180MHz Filter Building Block; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Advanced Low Power 5V RS232 Transceiver with Small Capacitors; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
Constant-Voltage/Constant-Current Battery Charger; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Very Low Noise, High Frequency Active RC, Filter Building Block; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Ultralow Noise 2A Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
SEPIC Constant-Current/Constant-Voltage Battery Charger; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
300mA Low Dropout Regulators with Micropower Quiescent Current and Shutdown; Package: SOT; No of Pins: 3; Temperature Range: 0°C to  70°C
Constant-Voltage/Constant-Current Battery Charger; Package: SSOP; No of Pins: 16; Temperature Range: 0°C to  70°C
Dual/Quad Over-The-Top Micropower Rail-to-Rail Input and Output Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
3A Low Dropout Regulator for Microprocessor Applications; Package: TO-220; No of Pins: 5; Temperature Range: 0&deg;C to  70&deg;C 逻辑IC
RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS 抗辐射高效，5安培开关稳压器
Very Low Noise, High Frequency Active RC, Filter Building Block; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C 逻辑IC
Logic IC 逻辑IC
1.5uA Max, Single, Dual and Quad Precision Rail-to-Rail Input and Output Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C 逻辑IC
300mA Low Dropout Regulators with Micropower Quiescent Current and Shutdown; Package: SOT; No of Pins: 3; Temperature Range: 0&deg;C to  70&deg;C 逻辑IC
Advanced Low Power 5V RS232 Transceiver with Small Capacitors; Package: SSOP; No of Pins: 28; Temperature Range: 0&deg;C to  70&deg;C 逻辑IC
1.5uA Max, Single, Dual and Quad Precision Rail-to-Rail Input and Output Op Amps; Package: MSOP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 逻辑IC
10MHz, 6V/us, Dual/Quad Rail-to-Rail Input and Output Precision C-Load Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 逻辑IC
1.5uA Max, Single, Dual and Quad Precision Rail-to-Rail Input and Output Op Amps; Package: SO; No of Pins: 14; Temperature Range: 0&deg;C to  70&deg;C 逻辑IC
	NIC Components, Corp.
Electronic Theatre Controls, Inc.
BCD Semiconductor Manufacturing, Ltd.
Omron Electronics, LLC
NXP Semiconductors N.V.
Ecliptek, Corp.
ITT, Corp.

	TMP117 	&ltfont color=red>[Old version datasheet]</font>   High-Accuracy, Low-Power, Digital Temperature Sensor With SMBus- and I2C-Compatible Interface
	TI store

	43860-0007 43860-0008 43860-0009 43860-0010 43860-	Right Angle, Low Profile Inverted Shielded and Unshielded Versions with Low or High Temperature Lightpipes
	Molex Electronics Ltd.

	MAX16999AUA09T 	Ultra-Low Output Voltage, Low-Quiescent-Current Linear Regulator for High-Temperature Applications
	MAXIM - Dallas Semiconductor
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