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			 Related Part Number
	
					PART	Description	Maker
	TXM24S-3RG 	IP65 Rated NEMA 24 Integrated StepSERVO?Motor
	List of Unclassifed Man...

	TSM17Q-3RG 	NEMA 17 Integrated StepSERVO?Motor w/ Q Programming & Modbus/RTU
	List of Unclassifed Man...

	NEMA5-15P NEMA5-15R 	Heavy-Duty Power Extension Cord, 15A, 14 AWG (NEMA 5-15P to NEMA 5-15R), 15 ft.
	Tripp Lite. All Rights ...

	UL620-15 	Waber-by-Tripp Lite Power Strip with 6 NEMA 5-15/20R Outlets and 15-ft. Cord with NEMA 5-20P Plug
	List of Unclassifed Man...

	B82500-C-A10 B82500-C-A2 B82500-C-A8 B82500-C-A5 	VHF chokes with ferrite core Rated voltage 250 V dc/ac Rated current 0,2 to 2 A Rated inductance 120 to 3900 mH
	EPCOS AG

	RE030 	1.75V to 2.1V. rated for loads up to 180 mA in full power mode and 5 mA in low power mode. It is designed to be integrated with other analog cells
RE030 is a dual mode Low Drop Out (LDO) voltage regulator macrocell with programmable output voltage ranging from 1.75V to 2.1V, rated for loads up to 180 mA in full power mode and 5 mA in low power mode. It is designed to be integrated wi
	Atmel

	PDC-190S-TE PDC-190-TE PDC-190SE PDC-190E 	19 Medical Display with IP65 Front Panel
	Advantech Co., Ltd.

	C62122-A132-B94 B84114-D-A10 B84114-D-A110 B84114-	SIFI-D for high insertion loss Rated voltage 250 V~, 50/60 Hz Rated current 1 A to 10 A
	EPCOS[EPCOS]

	C62122-A132-B91 B84111-A-A10 B84111-A-A110 B84111-	SIFI-A for normal insertion loss Rated voltage 250 V~, 50/60 Hz Rated current 1 A to 20 A
	EPCOS[EPCOS]

	B82432-T 	Size 1812 (EIA) or 4532 (IEC) Rated inductance 1,0 to 1000 mH Rated current 60 to 1300 mA
	EPCOS[EPCOS]

	B84110-B-A14 B84110-B 	Power line filter for single-phase systems Rated voltage 250 V~, 50/60 Hz Rated current 1,4 A
	EPCOS[EPCOS]
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