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			 Related Part Number
	
					PART	Description	Maker
	1-796980-0 796980-2 1-796980-2 2-796980-2 796980-3	TERMINAL BLOCK, HEADER ASSEMBLY, 180 DEGREE, CLOSED ENDS, 7.62mm PITCH
	Tyco Electronics

	2-1546111-0 1-1546111-0 	TERMI-BLOK HEADER ASSEMBLY, 180 DEGREE, CLOSED ENDS, 5.08mm PITCH
	Tyco Electronics

	1-1776139-0 1-1776139-1 1-1776139-2 1776139-3 1776	TERMINAL BLOCK HEADER ASSEMBLY, 180 DEGREE, OPEN ENDS, STACKING 5.08mm PITCH
	Tyco Electronics

	1776142-2 1776142-3 1776142-4 	TERMINAL BLOCK HEADER ASSEMBLY, 180 DEGREE, OPEN ENDS, STACKING W/INTERLOCK 5.00mm PITCH
	Tyco Electronics

	PE-W22PS1001 	0 to 180 Degree WR-22 Waveguide Phase Shifter, From 33 GHz to 50 GHz, With a UG-383/U Round Cover Flange
	Pasternack Enterprises,...

	1623RO 1623Y 1623R 	CAT 5 25-PAIR TELCO      MALE TO FEMALE 5 FT
180 DEGREE TELCO PATCH   CABLE, 50FT,MM
LED BACKLIGHT FOR LCD DISPLAY
	MICRO-ELECTRONICS[Micro Electronics]

	2-1546211-0 1-1546211-0 2-1546211-5 	STRIP TERMINAL BLOCK, 1 ROW, 1 DECK
TERMINAL BLOCK HEADER ASSEMBLY, 180 DEGREE , CLOSED ENDS, 5.00mm PITCH
	Tyco Electronics

	HYB-5314-03-TNC-79 HYB-5315-03-TNC-79 HYB-5313-03-	4000 MHz - 8000 MHz RF/MICROWAVE 90 DEGREE HYBRID COUPLER, 0.3 dB INSERTION LOSS-MAX
7000 MHz - 12400 MHz RF/MICROWAVE 90 DEGREE HYBRID COUPLER, 0.5 dB INSERTION LOSS-MAX
2600 MHz - 5200 MHz RF/MICROWAVE 90 DEGREE HYBRID COUPLER, 0.3 dB INSERTION LOSS-MAX
12400 MHz - 18000 MHz RF/MICROWAVE 90 DEGREE HYBRID COUPLER, 0.6 dB INSERTION LOSS-MAX
1000 MHz - 2000 MHz RF/MICROWAVE 90 DEGREE HYBRID COUPLER, 0.2 dB INSERTION LOSS-MAX
	SIEMENS AG
ITT Interconnect Solutions
Infineon Technologies AG

	RF3375 RF337XPCBA-41X 	CAPACITOR, 100UF 16VCAPACITOR, 100UF 16V; Capacitance:100uF; Voltage rating, DC:16V; Capacitor dielectric type:; Series:SVP; Temp, op. max:105(degree C); Temp, op. min:-55(degree C); Tolerance,  :20%; Tolerance, -:20%; Current,
GENERAL PURPOSE AMPLIFIER
	RF Micro Devices, Inc.

	STH300NH02L-6 	N-channel 24 V, 0.95 mOhm typ., 180 A STripFET(TM) Power MOSFET in a H2PAK-6 package
Automotive-grade N-channel 24 V, 0.95 typ., 180 A
	ST Microelectronics
STMicroelectronics

	BUK7720-55A 	CAPACITOR, 22000UF 25V CAPACITOR, 22000UF 25V; CAPACITANCE:22000UF; VOLTAGE RATING, DC:25V; CAPACITOR DIELECTRIC TYPE:ALUMINIUM ELECTROLYTIC; SERIES:LLS; TEMP, OP. MAX:85(DEGREE C); TEMP, OP. MIN:-40(DEGREE C); TOLERANCE, :20%; RoHS Compliant: Yes
N-channel TrenchMOS standard level FET
	PHILIPS[Philips Semiconductors]
NXP Semiconductors

	HM28-20002 HM28-25032 HM28-24016 HM28-35041 HM28-2	DATA LINE FILTER
FERRITE BEAD SMD805 600R  /-25% DCR=0.30 200MA M/L
Buckle Style Core Common-Mode Chokes 扣风格核心共模扼流圈
0-SPEED DIFF 2-WIRE GTS W/TIN PLATE 扣风格核心共模扼流圈
130 AMP BI-DIRECTIONAL CURRENT SENSOR 扣风格核心共模扼流圈
2-WIRE  DIFF SPEED AND DIRECTION GTS
SEE ATS642LSHTN-I2-T
100A CURRENT SENSOR, CB-PFF-5, 754; Temp, op. min:-40(degree C); Temp, op. max:150(degree C); Pins, No. of:5; Case style:CB-PFF; Base number:754; Temperature, operating range:-40(degree C) to (degree C) RoHS Compliant: Yes
SEE ATS643LSHTN-I2-T
Multilayer Ferrite Beads; Series:ILBB; Inductance:600uH; Inductance Tolerance: /- 25 %; Package/Case:0805; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:200mA; Impedance:600ohm; Leaded Process Compatible:Yes
100 AMP  BI-DIRECTIONAL CURRENT SENSOR
	BI TECHNOLOGIES CORP
Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers
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