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			LDEME3100KA5N00 - Film, Metallized PEN Stacked, Commercial Grade, LDE, 0.1 uF, 10%, 400 V, 160 V, 125C, 2824, 5.4mm 
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			 Related Part Number
	
					PART	Description	Maker
	ECWU1H154JC9 ECW-U2223KC9 ECW-U2222JC9 ECW-U2183KC	Plastic Film Capacitors
Stacked Metallized PEN Film Chip Capacitor
   Stacked Metallized PEN Film Chip Capacitor
	Panasonic Semiconductor

	LDEEA1390KA0N00 	Film, Metallized PEN Stacked, Commercial Grade, LDE, 3900 pF, 10%, 100 V, 63 V, 125C, 1206, 1.1mm
	Kemet Corporation

	LDECA1820JA0N00 	LDE, Film, Metallized PEN Stacked, Automotive Grade, 8200 pF, 5%, 50 V, 40 VAC, 125C, 1206, 1.1mm
	Kemet Corporation

	LDECA1100JA0N00 	LDE, Film, Metallized PEN Stacked, Automotive Grade, 1000 pF, 5%, 50 V, 40 VAC, 125C, 1206, 1.1mm
	Kemet Corporation

	LDECB2390JA0N00 	LDE, Film, Metallized PEN Stacked, Automotive Grade, 0.039 uF, 5%, 50 V, 40 VAC, 125C, 1210, 2.1mm
	Kemet Corporation

	LDECA1470KA0N00 	   Film, Metallized PEN Stacked, Commercial Grade, LDE, 4700 pF, 10%, 50 V, 40 V, 125C, 1206, 1.1mm
	Kemet Corporation

	ECWU1332JX5 ECWU1392JX5 	   Stacked Metallized PEN Film Chip Capacitor
	Panasonic Semiconductor

	MKT1826 MKT1826-533-055 MKT1826-533-055-D MKT1826-	C-values 1000 pF - 4.7 μF, Voltage 40 - 250 VDC, Max. temp. 125°C, High pulse load, Stacked film, PCM 5
Metallized Polyester Film Capacitor
	Vishay Siliconix

	ECPU1C104MA5-16 	Stacked Metallized Plastic Film Chip Capacitor
	Panasonic Semiconductor

	ECHU1H822 ECHU1H821 ECHU1H823 ECHU1C102 ECHU1C104 	Stacked Metallized PPS Film Chip Capacitor
	Panasonic Semiconductor



				
	 
	 Related keyword From Full Text Search System
	

					
						LDEME3100KA5N00 npn transistor	
						LDEME3100KA5N00 type	
						LDEME3100KA5N00 电子元器件	
						LDEME3100KA5N00 datasheet	
						LDEME3100KA5N00 enhancement
	
						LDEME3100KA5N00 specification	
						LDEME3100KA5N00 Electronics	
						LDEME3100KA5N00 Amplifiers	
						LDEME3100KA5N00 complimentary	
						LDEME3100KA5N00 型号替换


				
	 



		 


	
		
Price & Availability of LDEME3100KA5N00 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.58781409263611















