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			 Related Part Number
	
					PART	Description	Maker
	R1A 	Plastic Case Material has UL Flammability Classication Rating 94V-0
	Sangdest Microelectroni...

	SDT04S60 SDD04S60 SDP04S60 Q67040-S4368 Q67040-S43	Heat Sink; Package/Case:TO-220; Thermal Resistance:20.3 C/W; Mounting Type:Through Hole; Body Material:Plastic; Color:Black; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Sink Material:Plastic RoHS Compliant: No
Heat Sink; Package/Case:TO-220; Thermal Resistance:20.3 C/W; Mounting Type:Through Hole; Length:18.03mm; Height:12.7mm; Width:25.4mm; Body Material:Plastic; Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silicon Carbide Schottky Diodes - 4A diode in TO220-3 package
Silicon Carbide Schottky Diodes - 4A diode in TO252 package
Silicon Carbide Schottky Diodes -  4A diode in TO220-2 package
	INFINEON[Infineon Technologies AG]

	LBE66B1 LBE66B1B LBE66B1CB LBE66B1U LBE66B2 LBE66B	HEAT DISSIPATORS FOR PLASTIC CASE, CASE-MOUNTED SEMICONDUCTORS
	List of Unclassifed Manufac...
List of Unclassifed Man...

	MA4P290-LI-287T MA4P282ST-287T MA4P789-1068T MA4P2	200 V, SILICON, PIN DIODE PLASTIC, CASE 287, 3 PIN
100 V, SILICON, PIN DIODE PLASTIC, CASE 287, 3 PIN
75 V, SILICON, PIN DIODE PLASTIC, CASE 1068, 4 PIN
75 V, SILICON, PIN DIODE ROHS COMPLIANT, PLASTIC, CASE 1068, 4 PIN
	M/A-COM Technology Solutions, Inc.

	BGY887BO BGY887BO_FC1 BGY887BO/FC1 	Optical receiver module
90 Series LCD Case; Enclosure Material:Plastic; External Height:1.25"; External Width:3.6"; External Depth:5.7"; Enclosure Color:Black; Battery Sizes Accepted:9V RoHS Compliant: Yes 光接收模
	PHILIPS[Philips Semiconductors]
NXP Semiconductors N.V.

	1N4981D 1N4973C 1N4955D 1N4957D 1N4957C 1N4964D 1N	Diode Zener Single 91V 1% 5W 2-Pin Case E
Diode Zener Single 43V 2% 5W 2-Pin Case E
Diode Zener Single 7.5V 1% 5W 2-Pin Case E
Diode Zener Single 9.1V 1% 5W 2-Pin Case E
Diode Zener Single 9.1V 2% 5W 2-Pin Case E
Diode Zener Single 18V 1% 5W 2-Pin Case E
Diode Zener Single 10V 2% 5W 2-Pin Case E
Diode Zener Single 12V 1% 5W 2-Pin Case E
Diode Zener Single 51V 1% 5W 2-Pin Case E
Diode Zener Single 36V 2% 5W 2-Pin Case E
Diode Zener Single 15V 1% 5W 2-Pin Case E
Diode Zener Single 20V 1% 5W 2-Pin Case E
Diode Zener Single 75V 1% 5W 2-Pin Case E
Diode Zener Single 100V 2% 5W 2-Pin Case E
Diode Zener Single 100V 1% 5W 2-Pin Case E
Diode Zener Single 11V 1% 5W 2-Pin Case E
Diode Zener Single 75V 2% 5W 2-Pin Case E
Diode Zener Single 56V 1% 5W 2-Pin Case E
Diode Zener Single 24V 1% 5W 2-Pin Case E
Diode Zener Single 24V 2% 5W 2-Pin Case E
Diode Zener Single 10V 1% 5W 2-Pin Case E
Diode Zener Single 13V 2% 5W 2-Pin Case E
Diode Zener Single 30V 1% 5W 2-Pin Case E
Diode Zener Single 39V 1% 5W 2-Pin Case E
	New Jersey Semiconductor

	CY7C1049-17VC CY7C1049 CY7C1049-20VM CY7C1049-15VC	Plastic Connector Backshell; Enclosure Material:Polyester; Enclosure Color:Black; Features:For: 101XX-300VE Mini D Ribbon Solder Plugs; No. of Positions:14 RoHS Compliant: Yes 512K X 8 STANDARD SRAM, 20 ns, PDSO36
BACKSHELL, MDR, 20WAY, METAL; For use with:Mini D Ribbon 101XX-6000 EC Plug Connectors; Material:Aluminum; Colour:Nickel; Connector type:Backshell; Ways, No. of:20 RoHS Compliant: Yes 512K X 8 STANDARD SRAM, 20 ns, PDSO36
Plastic Connector Backshell; Enclosure Material:Plastic; Approval Bodies:UL, CSA; Enclosure Color:Beige; Leaded Process Compatible:No; No. of Positions:26; Peak Reflow Compatible (260 C):No RoHS Compliant: No
512K x 8 Static RAM
Memory : Async SRAMs
	Cypress Semiconductor, Corp.
Cypress Semiconductor Corp.
CYPRESS[Cypress Semiconductor]

	U2009-150Y U2009-220Y U2009-3R3Y U2009-4R4Y 	CHOKE, POWER, SHIELDED, 15UH; Inductor type:Shielded Power Choke; Inductance:15uH; Tolerance, inductance:30%; Resistance:1370mR; Frequency, resonant:40MHz; Case style:SMD Shielded; Q factor:10; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 22UH; Inductor type:Shielded Power Choke; Inductance:22uH; Tolerance, inductance: /-30%; Resistance:2600mR; Frequency, resonant:30MHz; Case style:SMD Shielded; Q factor:10; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 3.3UH; Inductor type:Shielded Power Choke; Inductance:3.3uH; Tolerance, inductance: /-30%; Resistance:320mR; Frequency, resonant:100MHz; Case style:SMD Shielded; Q factor:7; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 4.4UH; Inductor type:Shielded Power Choke; Inductance:4.4uH; Tolerance, inductance: /-30%; Resistance:430mR; Frequency, resonant:85MHz; Case style:SMD Shielded; Q factor:7; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
	BOURNS INC

	B59339A1801P020 B59339A1121P020 B59339A1122P020 B5	PTC Thermistors in Plastic Case, 63 V to 220 V
	EPCOS[EPCOS]

	7427114 	Snap Ferrite Sleeve with plastic case
	Wurth Elektronik GmbH &...

	1N4749AP 	1W GLASS PASSIVATED CHIP & PLASTIC CASE ZENER DIODE
	CHENG-YI ELECTRONIC CO....

	LTC1198-1ACS8 LTC1198-1BCS8 LTC1196-2BCS8 LTC1196-	ECONOLINE: RSS & RSD - 1kVDC and 3KVDC Isolation- Internal SMD Construction- UL94V-0 Package Material- Toroidal Magnetics- Efficiency to 85%- SMD5, SMD8, SMD10 and SMD12 case styles 8位，SO - 8封装，带自动1MSPS ADC的关断选项
ECONOLINE: RSS & RSD - 1kVDC and 3KVDC Isolation- Internal SMD Construction- UL94V-0 Package Material- Toroidal Magnetics- Efficiency to 85%- SMD5, SMD8, SMD10 and SMD12 case styles
   8-Bit, SO-8, 1MSPS ADCs with Auto-Shutdown Options
	http://
Linear Technology, Corp.
Linear Technology Corporation
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