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			MX7821KRT - µP-Compatible, 660ns, 8-Bit ADC with Track/Hold 



		
			
					
						
						



					
				
					 		
	Part No.	MX7821KRT MX7821KEPP   

	Description	µP-Compatible, 660ns, 8-Bit ADC with Track/Hold 
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			 Related Part Number
	
					PART	Description	Maker
	MX7821KRT MX7821KEPP 	µP-Compatible, 660ns, 8-Bit ADC with Track/Hold
	MAXIM - Dallas Semiconductor

	MAX3314 MAX3314CKA MAX3314CSA MAX3314CUA MAX3314EK	5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高速RS - 232收发器与0.1uF电容
460kbps, 1&#181;A, RS-232-Compatible Transceiver LINE TRANSCEIVER, PDSO8
460kbps, 1μA, RS-232-Compatible Transceiver
460kbps, 1A, RS-232-Compatible Transceiver
" 460kbps, 1?A, RS-232-Compatible Transceiver"
460kbps 1A RS-232-Compatible Transceiver
460kbps, 1レA, RS-232-Compatible Transceiver
460kbps, 1µA, RS-232-Compatible Transceiver
460kbps / 1A / RS-232-Compatible Transceiver
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	SM6702-27HB SM6702-30HA SM6702-33HB SM6702 SM6702-	Switches; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
PFM Step-up DC/DC Converter
	Seiko NPC Corporation
NPC[Nippon Precision Circuits Inc]

	HSD879D 	; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):Yes
SILICON NPN EPITAXIAL TYPE TRANSISTOR
	HSMC CORP.
HSMC[Hi-Sincerity Mocroelectronics]
Hi-Sincerity Microelectronics

	SSTU32865EG SSTU32865ET SSTU32865 	1.8 V 28-bit 1:2 registered buffer with parity for DDR2 RDIMM
Linear Voltage Regulator IC; Package/Case:8-MSOP; Current Rating:250mA; Leaded Process Compatible:No; Output Voltage Max:1.5V; Peak Reflow Compatible (260 C):No; Reel Quantity:2500; Voltage Regulator Type:Low Dropout (LDO)
Linear Voltage Regulator IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	NXP Semiconductors
Philips Semiconductors

	KMZ10 KMZ10A 	Speaker; Current Rating:14A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
Magnetic field sensor
	PHILIPS[Philips Semiconductors]
NXP Semiconductors

	TC55V1001F-10L TC55V1001F-85L TC55V1001FT-10L TC55	Circular Connector; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 131072 Word位静态RAM
131,072 WORD BY 8 BIT STATIC RAM
	Skyworks Solutions, Inc.
Toshiba Corporation
Toshiba Semiconductor

	S-2402-CCT 	Connector; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 2 CONTACT(S), FEMALE, MULTIWAY RACK AND PANEL CONN, SOLDER, SOCKET
	Cinch Connectors

	482 	Phone Plug; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Gender:Male; No. of Contacts:3 6.3 MM AUDIO CONNECTOR, PLUG
	Switchcraft, Inc.

	7MBP50NA060-01 	NTC Thermistor; Resistance:15000ohm; Thermistor Tolerance: /- 5%; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
IGBT-IPM
	FUJI ELECTRIC HOLDINGS CO., LTD.
FUJI[Fuji Electric]

	0033.4501 	Rotary Cam Switch; No. of Switch Positions:2; Contact Current Max:6.3A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
	SCHURTER INC

	43650-0815 	3.00mm (.118) Pitch Micro-Fit 3.0 Header, Surface Mount Compatible, Single Row, Vertical, with PCB Polarizing Peg, 8 Circuits, Tin (Sn) Plating, Glow Wire Compatible
	Molex Electronics Ltd.
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