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			 Related Part Number
	
					PART	Description	Maker
	OA95 OA95A 	Germanium Point Contact Type - General Use High Breakdown Votage
	Panasonic

	1N60P 1N60S 	   POINT CONTACT GERMANIUM DIODE
	SEMTECH[Semtech Corporation]
Honey Technology

	ES9S06K4FA 	Improved contact reliability with a 2-point contact structure.
	Japan Aviation Electron...

	MSC23436B-XXDS10 MSC23436B MSC23436B-XXBS10 MSC234	4,194,304 Word By 36-Bit DYNAMIC RAM MODULE : FAST PAGE MODE TYPE
SWITCH, SPDT, CTR OFF; Thread size:1/4 x 40UNS; Switch function type:SPDT On-Off-On; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:6A; Material, contact:Silver; Resistance, contact:10mR; RoHS Compliant: Yes
Toggle Switch; Circuitry:SPDT; Switch Operation:On-Off-On; Contact Current Max:6A; Actuator Style:Bat; Switch Terminals:Solder Lug; Current Rating:3A; Leaded Process Compatible:Yes; Mounting Type:Panel; Features:Standard Actuator RoHS Compliant: Yes
SSR AS 230V 100A 0-10V
	OKI electronic components
OKI[OKI electronic componets]
OKI SEMICONDUCTOR CO., LTD.

	Q6016-X139 AF139 	Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:21-41 RoHS Compliant: No
PNP GERMANIUM RF TRANSISTOR
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	2087-6001-00 	Point Contact Detector 10 MHz to 18 GHz
	M/A-COM Technology Solutions, Inc.

	1N23GR 	(1N2x) Silicon Point Contact Mixer Diodes
	Advanced Semiconductor

	AAT9123 AAT9123IAS-B1 AAT9123IAS-T1 	SOCKET, 20WAY; Connector type:Rectangular; Gender:Socket; Ways, No. of:20; Termination method:Solder; Material, contact:Copper Alloy; Plating, contact:Silver; Connector insert type:Female; Contact style:Socket; Colour:Green; RoHS Compliant: Yes
30V N-Channel Power MOSFET
	Advanced Analogic Technologies, Inc.
ANALOGICTECH[Advanced Analogic Technologies]

	FAS-16-17 FAS-6401-2101-1-0BF FAS-6401-2101-2-0AF 	MIL Std. IDC Type Socket, (2.54mm Pitch) IDC - Socket, 2.54mm Pitch (2-Point Contact)
	Yamaichi Electronics Co., Ltd.

	M28C64-A25NS1T M28C64-A20MS1T M28C64-A20MS3T M28C6	64 Kbit 8K x 8 Parallel EEPROM With Software Data Protection 64千位8K的8并行EEPROM，带有软件数据保
SWITCH, DPDT; Thread size:1/4 x 40UNS; Switch function type:DPDT On-On; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; Temp, op. RoHS Compliant: Yes
SWITCH, DPDT, LOCKING; Thread size:1/4 x 40UNS; Switch function type:DPDT On-On; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; Temp, RoHS Compliant: Yes
SWITCH, DPDT, BIASED; Thread size:1/4 x 40UNS; Switch function type:DPDT On-Mom; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; Temp, RoHS Compliant: Yes
Toggle Switch; Circuitry:SPDT; Switch Operation:On-Off-On; Contact Current Max:6A; Actuator Style:Bat; Switch Terminals:Solder Lug; Leaded Process Compatible:Yes; Mounting Type:Solder Lug RoHS Compliant: Yes
   64 Kbit 8K x 8 Parallel EEPROM With Software Data Protection
	STMicroelectronics N.V.
意法半导

	GL607 OA180 OA1182 OA1161 OA1154 	10 V, 300 mA, gold bonded germanium diode
20 V, 500 mA, gold bonded germanium diode
100 V, 500 mA, gold bonded germanium diode
140 V, 500 mA, gold bonded germanium diode
55 V, 500 mA, gold bonded germanium diode
	BKC International Electronics

	RIF-0-RSC-24DC 	Pre-assembled relay module with screw connection, consisting of: relay base with ejector and multi-layer gold contact relay. Contact type: 1 N/O contact. Input voltage: 24 V DC
	PHOENIX CONTACT



				
	 
	 Related keyword From Full Text Search System
	

					
						OA91 protection ic	
						OA91 Semiconductors	
						OA91 regulation	
						OA91 rail	
						OA91 mitsubishi
	
						OA91 Crystals	
						OA91 lcd	
						OA91 description	
						OA91 Serie	
						OA91 21 ic on line


				
	 



		 


	
		
Price & Availability of OA91 
	
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.25248503684998















