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	Part No.	DS1859E-015 DS1859E-015TR DS1859E-050TR   

	Description	Dual, Temperature-Controlled Resistors with Internally Calibrated Monitors 
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			 Related Part Number
	
					PART	Description	Maker
	DS1858 	Dual Temperature-Controlled Resistors with Three Monitors
	Maxim

	DS1851 DS1851E-010 DS1851E-010TR 	Dual Temperature-Controlled NV Digital-to-Analog Converters
Dual Temperature-Controlled NV Digital-to- Analog Converters
	MAXIM - Dallas Semiconductor
DALLAS[Dallas Semiconductor]

	DS1859 	Dual, Temperature-Controlled Resistors with Internally Calibrated Monitors
	MAXIM - Dallas Semiconductor

	DS1847 1847 	Dual Temperature-Controlled NV Variable Resistor
From old datasheet system
	Dallas

	EP9810-950 EP9810-45 EP9810-850 EP9810-650 EP9810-	Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-PDIP
Single Digitally Controlled Potentiometer (XDCP™), Low Noise, Low Power, 3 wire Up/Down, 32 Taps; Temperature Range: -40°C to 85°C; Package: 8-MSOP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-MSOP
Single Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-DFN
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-PDIP
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP 抽头延迟
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-PDIP 抽头延迟
Single Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 抽头延迟
Tapped Delay Line 抽头延迟
	Ecliptek, Corp.
Amphenol, Corp.

	X9410WS24-2.7T1 X9410WS24IT1 X9410WS24IZ-2.7 	Dual Digitally Controlled Potentiometer (XDCPs&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R DUAL 10K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
Dual Digitally Controlled Potentiometer (XDCPs&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC T&amp;R DUAL 10K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
Dual Digitally Controlled Potentiometer (XDCPs&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP DUAL 10K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
	Intersil, Corp.

	EP9810M-600 EP9810M-1000 EP9810M-25 EP9810M-150 EP	Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-MSOP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-SOIC
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Tapped Delay Line
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-PDIP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-MSOP
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP 抽头延迟
	Ecliptek, Corp.

	PEG-3E-500B PEP-3R-10B PEG-3E-25B PEP-3R-70 PEP-3R	Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
4A High Efficiency Switching Regulators; Package: DD PAK; No of Pins: 5; Temperature Range: 0°C to  70°C
Micropower High Efficiency 3.3/5V Step-Up DC/DC Converter
10 to 500 MHz / Continuous 0° to 180° Adjustment / Voltage Controlled / Low Insertion Loss
PHASE SHIFTERS
	Merrimac Industries, Inc.

	X9460KV14I X9460KV14I-2.7 X9460KV14IZ X9460KV14IZ-	Dual Audio Control Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP T&amp;R DUAL 33K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 32 POSITIONS, PDSO14
	Intersil, Corp.
INTERSIL[Intersil Corporation]
http://

	X9421YS16 X9421YS16IZ X9421YV14 X9421YV14I X9421YV	Single Digitally Controlled (XDCP? Potentiometer
Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP T&amp;R 2.5K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO14
Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC T&amp;R
Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC T&amp;R
Single Voltage Potentiometer
	Intersil Corporation
Intersil, Corp.

	EPA1140-350 EPA1140-175 EPA1140-225 EPA1140-450 EP	Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: -40°C to 85°C; Package: 24-SOIC
Tapped Delay Line
Quad Digitally Controlled (XDCP™) Potentiometers; Temperature Range: -40°C to 85°C; Package: 24-TSSOP T&R
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC 抽头延迟
	Glenair, Inc.
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