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		 Super Flux LEDS
Description
The MVL-904SG , utilizes a new generation of solid state LED emitters which combine highly efficient InGaN material with SiC substrate . The package is water clear type .
MVL-904SG
Package Dimensions
Unit: mm ( inches )
Features
l
Ultra - brightness Low power consumption TTL compatible NOTES: Reliable
1.Dimensions are in millimeter(inches). 2.Dimensions without tolerances are nominal.
l
l l
Absolute Maximum Ratings
@ TA=25oC Parameter Power Dissipation Continuous Forward Current Reverse Voltage Operating Temperature Range Storage Temperature Range Solder temperature 1.6 mm from body for 5 seconds at 260oC Symbol Pad Iaf VR Topr Tstg Maximum Rating 150 40 5 -20 C to +80 C -30oC to +100oC
o o
Unit mW mA V
Unity Opto Technology Co., Ltd.
11/10/2000
MVL-904SG
Optical-Electrical Characteristics
Parameter Total Flux Forward Voltage Reverse Current Wavelength Viewing Angle Test Conditions IF=40mA IF=40mA VR=5V IF=20mA IF=20mA Symbol IV VF IR p/d 21/2 Min . 250 Typ . 580 4.0 502/505 40 Max . 4.5 10 @ TA=25oC Unit . mlm V A nm deg.
Typical Optical-Electrical Characteristic Curves
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Unity Opto Technology Co., Ltd.
11/10/2000



		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of MVL-904SG 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























