

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						KBPC1504			MAX17			10700430			BH6111FV			MAX17			9575GI			LT1312			2SA1082			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				SM1V100KC Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		 RoHS Compliant ALUMINIUM ELECTROLYTIC CAPACITOR
FEATURES
 
SM Series
Miniaturized low profile with 9mm to 25mm height Load life of 2000 hours at 85C
OUTLINE
mm D F d 5 2.0 6.3 2.5 0.5 8 3.5 10 5.0 0.6 13 16 7.5 0.8 18
SPECIFICATIONS
Items Capacitance Tolerance (120Hz, 25C) Rated Working Voltage Range Operation Temperature 6.3 ~ 250Vdc -40C ~ +85C (After 2 minutes applying the DC working voltage) Leakage Current (25C)
Characteristics  20% (M) 350 ~ 450Vdc -25C ~ +85C (After 1 minute applying the DC working voltage) I  0.04CV + 100 (u A) C : Rated Capacitance (u F) 35 44 35 50 63 50 160 200 160 200 250 200 250 300 250
I  0.01CV or 3 (u A) I : Leakage Current (u A) W.V. 6.3 8 6.3 10 13 10 16 20 16
V : Working Voltage (V) 400 450 400 450 500 450
25 32 25
350 400 350
Surge Voltage (25C) S.V. W.V. Dissipation Factor (120Hz, 25C)
tan 
0.28 0.24 0.20 0.16 0.14 0.12 0.15 0.15 0.15 0.20 0.24 0.24
For capacitance exceeding 1000 u F, add 0.02 per increment of 1000 u F W.V. 6.3 5 12 10 4 10 16 3 8 25 2 5 35 2 4 50 2 3 160 3 6 200 3 6 250 3 6 350 6 400 6 450 6 -
- 25C / + 25C Temperature Characteristics - 40C / + 25C
Impedance ratio at 120Hz
After 2000 hours application of WV at +85C, the capacitor shall meet the following limits: (1000 hours for 8 and smaller) Load Test Capacitance Change tan  Leakage Current   20% of initial value  200% of initial specified value  initial specified value
After 1000 hours, no voltage applied at +85C, the capacitor shall meet the following limits: Capacitance Change Shelf Test tan  Leakage Current   20% of initial value  200% of initial specified value  200% of initial specified value
DB LECTRO Inc. 3755 Place Java, Suite 140, Brossard, Quebec, J4Y 0E4, Canada - T: 1-450-444-1424 / F: 1-450-444-4714 / www.dblectro.com
DIMENSIONS
WV uF 1 2.2 3.3 4.7 10 22 33 47 100 220 330 470 1000 2200 3300 4700 6800 10000 ] 5x9 6.3 x 9 ] 10 x 9 ] ] 5x9 6.3 x 9 ] 8x9 10 x 9 ] ] 8x9 8x9 10 x 9 5x9 6.3 x 9 ] 10 x 9 ] 6.3 10 16 25 35 ] ] ] ] ] ] 5x9 ] 8x9 10 x 9 13 x 13 13 x 13 16 x 16 50 5x9 5x9 5x9 5x9 5x9 5x9 8x9 10 x 9 8x9 10 x 9 8x9 10 x 9 8x9 10 x 9 160 200 250 350
D x L (mm)
400 450
8x9 10 x 9 10 x 9
10 x 9 10 x 9
13 x 13 13 x 13 16 x 16
13 x 16 13 x 16 13 x 16 16 x 20
6.3 x 9 13 x 16 13 x 16 16 x 16 16 x 20 16 x 20 18 x 20 6.3 x 9 13 x 16 16 x 16 16 x 20 18 x 20 18 x 20 18 x 25 10 x 9 16 x 20 16 x 20 18 x 20 18 x 25
13 x 13 13 x 16 16 x 16 18 x 20
13 x 16 16 x 16 18 x 16 18 x 20 16 x 16 18 x 16 18 x 20
16 x 16 18 x 16 18 x 20 18 x 25 18 x 16 18 x 20 18 x 25 18 x 20 18 x 25
PERMISSIBLE RIPPLE CURRENT
WV uF 1 2.2 3.3 4.7 10 22 33 47 100 220 330 470 1000 2200 3300 4700 6800 10000 ] 190 235 ] 479 ] ] 1340 1577 1920 126 207 ] 366 520 922 1245 1482 1777 2252 ] ] 276 337 390 679 1102 1387 1682 1996 100 163 ] 361 ] 788 1292 1634 1967 556 960 1482 6.3 10 16 25 35 ] ] ] ] ] ] 89 ] 209 318 498 708 1102 50 13 26 31 37 63 84 107 128 233 175 220 395 602 175 255 402 49 83 49 83 160 200
mA (rms) at 120Hz 85C
250 350 400 450
34 35 49 83 154 228 275 420 47 98 148 235 310 38 47 98 148 235 310
35 37
74 168 226 250
DB LECTRO Inc. 3755 Place Java, Suite 140, Brossard, Quebec, J4Y 0E4, Canada - T: 1-450-444-1424 / F: 1-450-444-4714 / www.dblectro.com
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