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		 Connection Systems
Cordsets and Patchcords
Mini and Mini-Plus Style Quick-Disconnect, 4-pin, 5-pin, 7-pin and 8-pin Cordset Specifications
Coupling Nut Connector Contacts Approvals Cable Cable O.D. Epoxy-coated zinc Molded oil-resistant PVC Gold-plated palladium/nickel UL recognized and CSA certified Oil-resistant, yellow PVC jacket, 300V 4/c = 7.4mm (0.29in) 5/c = 7.4mm (0.29in) 7/c = 8.0mm (0.32in) 8/c = 9.0mm (0.35in) -20C to +105C (-4F to +221F)
Temperature
Approximate Dimensions--mm (inches) Features
* 4-, 5-, 7- and 8-pin configurations * One-piece molded body design for application durability * Highly visible yellow PVC jacket offers good oil and chemical resistance * Ratcheting coupling nut for vibration resistance
 55.8 (2.2)
Product Selection--Mini
Female Connector (Sensor End) Face View of Female Connector Style Straight
4 3
Straight Female  Mini: 25.4 (1.0) Dia. Mini-Plus: 28.4 (1.12) Dia. Dimensions are approximate. Illustrations are not drawn to scale. Cable Body Size Wire Colour 1 Black 2 Blue 3 Brown 4 White Mini Straight 1 Black 2 Blue 3 Grey 4 Brown 5 White 1 Black 2 White 3 Blue 4 Brown 5 Grey 6 Yellow 7 Green Straight Mini-Plus 1 Red 2 White 3 Blue 4 Brown 5 Grey 6 Yellow 7 Green 8 Pink 18AWG 300V 3A Wire Rating Length--m (ft) 1.8 (6) 3.7 (12) 6.1 (20) 1.8 (6) 3.7 (12) 6.1 (20) 1.8 (6) 3.7 (12) 6.1 (20) 1.8 (6) 3.7 (12) 6.1 (20) 2 (6.5) 5 (16.4) 10 (32.8) 15 (49.2) 20 (65.6) 30 (98.4) 2 (6.5) 5 (16.4) 18AWG 300V 3A 10 (32.8) 15 (49.2) 20 (65.6) 30 (98.4) Catalogue Number 889N-F4AE-6F 889N-F4AE-12F 889N-F4AE-20F 889N-R4AE-6F 889N-R4AE-12F 889N-R4AE-20F 889N-F5AE-6F 889N-F5AE-12F 889N-F5AE-20F 889N-R5AE-6F 889N-R5AE-12F 889N-R5AE-20F 889N-F7AG-2 889N-F7AG-5 889N-F7AG-10 889N-F7AG-15 889N-F7AG-20 889N-F7AG-30 889N-F8AE-2 889N-F8AE-5 889N-F8AE-10 889N-F8AE-15 889N-F8AE-20 889N-F8AE-30
1
2
Right Angle
5 4 3
1 2
Right Angle
6 5 4 7
1 2 3
(5) 18AWG (2) 20AWG 300V 3A
6 5 4
7 8
1 2 3
15-12



		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of 889N-F4AE-6F 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























