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		 TAI-SAW TECHNOLOGY CO., LTD.
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Approval Sheet For Product Specification
Issued Date: Product Name: SAW Filter 996MHz TST Parts No.: TA0674A Customer Parts No.: SMD 3.0x3.0mm
Company: Division: Approved by : Date:
Checked by: Approval by: Date:
Asin Lin Francis Chen 2007/04/30
TAI-SAW TECHNOLOGY CO., LTD.
TST DCC Release document
FR-71S03-01
TAI-SAW TECHNOLOGY CO., LTD.
No. 3, Industrial 2nd Rd., Ping-Chen Industrial District, Taoyuan, 324, Taiwan, R.O.C. TEL: 886-3-4690038 FAX: 886-3-4697532 E-mail: tstsales@mail.taisaw.com Web: www.taisaw.com
SAW Filter 996 MHz
MODEL NO.: TA0674A A. MAXIMUM RATING: 1.Input Power Level: 10 dBm 2.DC voltage: 5 V 3.Operating Temperature: -20C to 65C 4.Storage Temperature: -40C to +85 C B. CHARACTERISTICS: Item Center frequency Fc MHz Insertion loss 992 ~ 1000 MHz ILmax (dB) Amplitude ripple 992 ~ 1000 MHz (dB) Attenuation (Relative to 0 dB ) 10.0 ~ 840.0 MHz (dB) 840.0 ~ 932.0 MHz (dB) 932.0 ~ 945.0 MHz (dB) 1045 ~ 1200 MHz (dB) Source impedance Zs () Load impedance ZL () Note1. No matching network required for operation at 50 Min. 45 40 30 40 Typ. 996 2.8 0.5 49 46 41 45 50 50 Max. 4.0 2.0 REV. NO. 1
RoHS Compliant Lead free Lead-free soldering
TAI-SAW TECHNOLOGY CO., LTD.
TST DCC Release document
2
C. TRANSFER FUNCTION :
TAI-SAW TECHNOLOGY CO., LTD.
TST DCC Release document
3
D. MEASUREMENT CIRCUIT:
HP Network analyzer
50
B
SAW Filter
E
50
A,C,D,F
E.OUTLINE DRAWING:
F.PCB FOOTPRINT:
5X 
B: Input E: Output A,C,D,F: Ground : Year code(7 for 2007,8 for 2008,...) : Date code code (Provided by planer each year) Unit: mm
TAI-SAW TECHNOLOGY CO., LTD.
TST DCC Release document
4
G. PACKING: 1. REEL DIMENSION
2. TAPE DIMENSION
5X
Direction of Feed
TAI-SAW TECHNOLOGY CO., LTD.
TST DCC Release document
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H.RECOMMENDED REFLOW PROFILE:
TAI-SAW TECHNOLOGY CO., LTD.
TST DCC Release document
6



		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of TA0674A 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























