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		  Datasheet File OCR Text:


		  slide switches 4pdt slide switches                                             SB9 series general speci?cations: sales@greatecs.com www.greatecs.com d slide switches circuit diagram p.c.b. layout (top view) 15.18 0.7 6 . 4  0 . 6 2.5 0.3 2.54 (p-1)=12.7 0.4 0.5 0.1 2.54 0.2 3 . 5  0 . 5 3 . 1 5  0 . 5 7.62 0.5 8.5 0.5 extended actuator low profile actuator 3 . 5  0 . 5 1 . 6  0 . 3 (0.597) (0.099) (0.335) (0.100) (0.1 (p-1)) (0.020) ( 0 . 1 2 4 ) ( 0 . 1 3 8 ) (0.300) ( 0 . 0 6 3 ) ( 0 . 2 5 1 ) ( 0 . 1 3 8 ) 1 2 12.7 0.5 7 . 6 2  0 . 5 (0.1 (p-1)) ( 0 . 3 0 0 ) _1/9!e ia.hole c 1 c2 1 c2 c 1 2 ( 0 . 0 6 3 ) ( 0 . 1 2 4 ) (0.099) 3 . 1 5  0 . 5 2.5 0.3 6 . 4  0 . 6 ( 0 . 2 5 1 ) 15.18 0.7 (0.597) low profile actuator 2.54 (p-1)=12.7 0.4 2.54 0.2 (0.1 (p-1)) (0.100) (0.020) ( 0 . 0 2 4 ) 1 c2 c 1 11 c 2 c 2 2 circuit diagram 0 . 6  0 . 3 0.5 0.1 1 . 6  0 . 3 9.6 0.5 (0.378) extended actuator 9.6 0.5 (0.378) 1 1 . 2  0 . 2 4 . 6  0 . 2 2.54 (p-1)  0.2 (0.100 (p-1)) p.c.b. pattern 1.15 0.5 (0.045) ( 0 . 1 8 1 ) ( 0 . 4 4 1 ) SB9 how to order:    material, actuator and sealing options: la ea ta tr tt    low profile actuator and rows spacing 8.50mm (standard)    extended actuator and rows spacing 7.62mm (standard)    top tape sealed and low profile actuator    tape & reel package, product without top tape sealed    tape & reel package, product with top tape sealed        special product number: h s   tht terminal   smt terminal        rohs compliant: r    rohs compliant 1 2 3 1 2 3  features molded 0.3" integrated circuit packing outline allowing automatic insertion smaller size makes better heat convection during pc board wave soldering top tape sealed to withstand wave soldering, board washing housing materials are ul 94v-o grade fire retardant plastics   specifications 1. electrical switching: 25ma, 24vdc contact rating non-switching: 100ma, 50vdc initial: 50m  max. contact resistance after life test: 100m  max. insulation resistance 1000m  min. at 100vdc dielectric strength 500vdc min. for 1minute capacitance between adjacent switched 5pf max. 2 mechanical and environmental operating: -25 w to +70 w temperature rating storage: -40 w to +85 w operation force 100g min. & 1000g max. mechanical life 10,000 operations humidity 95%rh, 40 w for 96hours . s r h 6 r o f z h 5 5 o t 0 1 n o i t a r b i v solderability after flux 230  5 w for 5  0.5seconds, 95% coverage resistance to soldering heat (for through hole type)  260  5 w for 5  1sec reflow soldering heat for smt type (reference)
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