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		  Datasheet File OCR Text:


		  22 fuseholders ato ? blade fuse in-line panel mount fuseholder the in-line panel mount fuseholder provides an easy and quick mounting alternative when specifying ato ? fuses. specifications body:  black heat stabilized thermoplastic (ul94v2) terminals:  brass, tin plated C snap lock into body ambient temp.:  C40c to +85c mounting:  capable of snap mounting into panel from rear. fuseholder interlocks for multiple mountings. unassembled 155320u terminals for #14awg (2.0mm 2 ) stranded wire marked 14 155430u terminals for #10awg (5.0mm 2 ) stranded wire marked 10 assembled with 8" wire loop C no fuse 155300 #14awg (2.0mm 2 ) terminals rated to 20a 155400 #10awg (5.0mm 2 ) terminals rated  to 30a assembled with 8" wire loop C with fuse 155303a 155304a 155305a 15537.5a 155310a 155315a 155320a 155425a 155430a fuse amperage rating 3 4 5 7.5 10 15 20 25 30 part number ato ? blade fuse in-line molded fuseholder the molded fuseholder is a versatile fuseholder for in-line applications. specifications body:  black thermoplastic wire: pvc ambient temp.:  C10c to +80c part number fha 001 fha 003 fha 004 fha 005 fha 07.5 fha 010 fha 015 fha 020 description 20a max C no fuse supplied with 3a fuse with 4a fuse with 5a fuse with 7.5a fuse with 10a fuse with 15a fuse with 20a fuse part number fha 002 fha 025 fha 030 description 30a max C no fuse supplied with 25a fuse with 30a fuse #16 awg (1.0mm 2 ) stranded black wire #12 awg (3.0mm 2 ) stranded orange wire ato ? blade fuse terminal the ato blade fuse terminal is a tin plated terminal for ato fuse mounting on printed circuit boards. specifications terminal: brass/tin plated ? suitable for current levels up to 15a ? first time fuse insertion force may approach 40 lbs. (180n) part number:  100057
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