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		  Datasheet File OCR Text:


		  80x80x25mm fad1-08025 series  volt. (vdc)  current          (a) power      (w)  rated  speed        (rpm)  model no.  fad1-08025c   aw11 fad1-08025c   lw11 fad1-08025c   mw11 fad1-08025c   hw11 fad1-08025c   jw11 fad1-08025d   lw11 fad1-08025d   mw11 fad1-08025d   hw11 0.05 0.08 0.12 0.21 0.23 0.04 0.07 0.10 0.60 0.96 1.44 2.52 2.76 0.96 1.68 2.40 1600 2100 2500 3000 3400 2100 2500 3000 maximum  airflow  0.582 0.764 0.916 1.093 1.225 0.764 0.916 1.093 20.570 27.019 32.384 38.648 43.291 27.019 32.384 38.648 12 12 12 12 12 24 24 24 (cmm) (cfm) maximum static          pressure  0.043 0.072 0.102 0.142 0.167 0.072 0.102 0.142 1.092 1.828 2.590 3.606 4.241 1.828 2.590 3.606 (inaq) (mmaq)   noise    level        (db/a)  16.5 22.3 29.4 35.2 37.4 22.3 29.4 35.2 weight         (g)  86.0 86.0 86.0 86.0 86.0 86.0 86.0 86.0 iso-9001  com p a n y www. qualteku sa.com dc axial fan * indicates ?b? (ball bearing), ?a? (1b1s), ?s?  (sleeve), or ?h? (hydro dynamic) * q ualtek electronics corporation * * * noise is measured at the distance of one (1) meter from the axis of intake.  * * * * motor:  brushless dc  motor protection:  impedance protected  bearing type:  two ball, 1b1s, sleeve, or hydro dynamic connection:  ul 1007 awg 24, 300mm wire leads impeller material: plastic ul94v-0  operating temp:             two ball: -10c~70c           1b1s:    -10c~70c           sleeve:  -10c~60c           hydro dynamic:  -10c~70c  features: frame material:  plastic ul94v-0 life expectancy:             two ball: 70,000 hours           1b1s:    50,000 hours           sleeve:  30,000 hours           hydro dynamic:  50,000 hours   L? fan performance curve 0.0 1.0 2.0 3.0 4.0 5.0 0 10 20 30 40 50 0.000 0.039 0.079 0.118 0.157 0.197 0.000 0.283 0.566 0.849 1.132 1.415 m l a h j flowrate(cmm) static pressure(mmaq) flowrate(cfm) static pressure(mmaq) f a n-s  div i s ion
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