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		  Datasheet File OCR Text:


		  photoelectric  42bc long range ba ckground suppression sensing mode  voltage  sensing  distance  output  type  output  energized connection  type  part number  background  suppression  12-24 vdc  2m(6.6ft)  npn/pnp  light/ dark  selectable  screw terminals  42bc-b1lban-t4  background  suppression  24-240  vac/dc  2m(6.6ft) spst relay  light/ dark  selectable  screw terminals  42bc-b1cran-t4    42cm 18mm metal cylindrical sensing mode  voltage  sensing  distance  output  type  output  energized  connection  type  part number  standard  diffuse  10-30vdc 400mm(13.6in) pnp  light/ dark  selectable  4pin dc  micro  42cm-d1mpal-d4  polarized  retroreflective  10-30vdc  3mm(0.12in) to  3m(9.9ft)  pnp  light/ dark  selectable  4pin dc  micro  42cm-p2mpb-d4  diffuse laser  10-30vdc  3mm(0.12in) to  300mm(11.8in)  pnp  light/ dark  selectable   4pin dc  micro  42cm-d8mpa-d4    cables and accessories description part number  dc micro qd cordset straight 4-pin 2 metre  889d-f4ac-2  dc micro qd cordset straight 4-pin 5 metre  889d-f4ac-5  dc micro qd cordset straight 4-pin10 metre  889d-f4ac-10  right angle mount  60-2657  reflector 76mm (3in) diameter with centre hole  92-39  reflector 32mm (1.25in) diameter  92-47  reflector 86mm (3in) diameter with mounting tabs  92-90  reflector 32mm (1.25in) diameter with m5 screw  92-105  reflector square 23x42.5mm (0.91x1.67in)  92-93  reflector square 51x61mm (2x2.5in)  92-109  reflector square 40.5x60mm (1.6x2.36in)  92-113  reflective tape 215x280mm (8.5x11in )  92-104       

 photoelectric  right sight - 18mm right angle sensing mode  voltage  sensing  distance  output  type  output  energized  connection  type  part number  standard diffuse  10-30vdc  3mm(0.12in) to  500mm(20in)  npn/pnp  light operate  4pin dc micro  42ef-d1jbak-f4  standard diffuse  10-30vdc  3mm(0.12in) to  500mm(20in)  pnp  light operate  /dark operate  4pin dc micro  42ef-d1mpak-f4  standard diffuse  21-264v  ac/dc  3mm(0.12in) to  500mm(20in)  mosfet  light operate  2m cable  42ef-d1rcak-a2  standard diffuse  21-264v  ac/dc  3mm(0.12in) to  500mm(20in)  mosfet  light operate  4pin ac micro  42ef-d1rcak-g4  polarized retroreflective  10-30vdc  25mm(1in) to  3m(9.8ft)  npn/pnp  dark operate  4pin dc micro  42ef-p2kbb-f4  polarized retroreflective  10-30vdc  25mm(1in) to  3m(9.8ft)  pnp  light operate  /dark operate  4pin dc micro  42ef-p2mpb-f4  polarized retroreflective  21-264v  ac/dc  25mm(1in) to  3m(9.8ft)  mosfet  dark operate  4pin ac micro  42ef-p2scb-g4  polarized retroreflective   21-264v  ac/dc  25mm(1in) to  3m(9.8ft)  mosfet  dark operate  2m cable  42ef-p2scb-a2  transmitted beam  source  10-30vdc  depends on  receiver    4pin dc micro  42ef-e1ezb-f4  transmitted beam  source  21-264v  ac/dc  depends on  receiver    2m cable  42ef-e1qzb-a2  transmitted beam  source  21-264v  ac/dc  depends on  receiver      4pin ac micro  42ef-e1qzb-g4  transmitted beam  receiver  10-30vdc  20m(65.6ft)  npn/pnp  dark operate  4pin dc micro  42ef-r9kbb-f4  transmitted beam  receiver  10-30vdc 4m(13ft)  pnp  light operate  /dark operate  4pin dc micro  42ef-r9mpbv-f4  transmitted beam  receiver  21-264v  ac/dc  4m(13ft)  mosfet  dark operate  2m cable  42ef-r9scbv-a2  transmitted beam  receiver  21-264v  ac/dc  4m(13ft)  mosfet  dark operate  4pin ac micro  42ef-r9scbv-g4  background  suppression  10-30vdc  3mm(0.12in) to  100mm(3.9in)  pnp  light operate  /dark operate  4pin dc micro  42ef-b1mpbe-f4  infrared glass fiber  optic  10-30vdc  depends on glass  fiber  pnp  light operate  /dark operate  4pin dc micro  42ef-g1mpa-f4    head office:  4104 south service road burlington, ontario l7l 4x5 www.gerrie.com    

 photoelectric  right sight - 18mm right angle cables and accessories description part number  dc micro qd cordset straight 4-pin 2 metre  889d-f4ac-2  dc micro qd cordset straight 4-pin 5 metre  889d-f4ac-5  dc micro qd cordset straight 4-pin 10 metre  889d-f4ac-10  ac micro qd cordset straight 4-pin 2 metre  889r-f4aea-2  ac micro qd cordset straight 4-pin 5 metre  889r-f4aea-5  ac micro qd cordset straight 4-pin 10 metre  889r-f4aea-10  mounting bracket swivel/tilt  60-2649  right angle mount  60-2657  reflector 76mm (3in) diameter with centre hole  92-39  reflector 32mm (1.25in ) diameter  92-47  reflector 86mm (3in) diameter with mounting tabs  92-90  reflector 32mm (1.25in) diameter with m5 screw  92-105  reflector square 23x42.5mm (0.91x1.67in)  92-93  reflector square 51x62mm (2x2.5in)  92-109  reflector square 40.5x60mm (1.6x2.36in)  92-113  reflective tape 215x280mm (8.5x11in)  92-104  bifurcated glass fiber, ss sheathing, brass tip  43gr-tbb25sl  transmitted beam fiber, ss sheathing, brass tip  43gt-tbb25sl  transmitted beam fiber, ss sheathing, 90 degree  43gt-fis25sl       

 photoelectric  minisight - 18mm compact rectangular sensing mode  voltage  sensing distance  output  type  output  energized  connection  type  part number  standard diffuse  10-30vdc  1mm(0.04in) to 380mm  (15in)  npn/pnp  light/dark  selectable  4pin dc micro  42kl-d1lb-f4  standard diffuse  21-250v  ac/dc  1mm(0.04in) to 380mm  (15in)  mosfet  light/dark  selectable  2m cable  42kl-d1tc-a2  standard diffuse  21-250v  ac/dc  1mm(0.04in) to 380mm  (15in)  mosfet  light/dark  selectable  3pin ac micro  42kl-d1tc-g3  retroreflective 10-30vdc  25mm(0.98in) to  5m(16.4ft)  npn/pnp  light/dark  selectable  4pin dc micro  42kl-u2lb-f4  retroreflective  21-250v  ac/dc  25mm(0.98in) to  5m(16.4ft)  mosfet  light/dark  selectable  3pin ac micro  42kl-u2tc-g3  retroreflective  21-250v  ac/dc  25mm(0.98in) to  5m(16.4ft)  mosfet  light/dark  selectable  2m cable  42kl-u2tc-a2  polarized  retroreflective  10-30vdc  25mm(0.98in) to  2m(6.6ft)  npn/pnp  light/dark  selectable  4pin dc micro  42kl-p2lb-f4  polarized  retroreflective  10-30vdc  25mm(0.98in) to  2m(6.6ft)  npn/pnp  light/dark  selectable  2m cable  42kl-p2lb-a2  polarized  retroreflective  21-250v  ac/dc  25mm(0.98in) to  2m(6.6ft)  mosfet  light/dark  selectable  3pin ac micro  42kl-p2tc-g3  polarized  retroreflective  21-250v  ac/dc  25mm(0.98in) to  2m(6.6ft)  mosfet  light/dark  selectable  2m cable  42kl-p2tc-a2  visible red plastic  fiber optic  10-30vdc  depends on fiber optic  cable  npn/pnp  light/dark  selectable  4pin dc micro  42kl-l2lb-f4  infrared glass fiber  optic  10-30vdc  depends on glass fiber  optic cable  npn/pnp  light/dark  selectable  2m cable  42kl-g1lb-a2  infrared glass fiber  optic  10-30vdc  depends on glass fiber  optic cable  npn/pnp  light/dark  selectable  4pin dc micro  42kl-g1lb-f4  infrared glass fiber  optic  21-250v  ac/dc  depends on glass fiber  optic cable  mosfet  light/dark  selectable  3pin ac micro  42kl-g1tc-g3    head office:  4104 south service road burlington, ontario l7l 4x5 www.gerrie.com    

 photoelectric  minisight - 18mm compact rectangular cables and accessories description part number  dc micro qd cordset straight 4-pin 2 metre  889d-f4ac-2  dc micro qd cordset straight 4-pin 5 metre  889d-f4ac-5  dc micro qd cordset straight 4-pin 10 metre  889d-f4ac-10  ac micro qd cordset straight 3-pin 2 metre  889r-f3aea-2  ac micro qd cordset straight 3-pin 5 metre  889r-f3aea-5  ac micro qd cordset straight 3-pin 10 metre  889r-f3aea-10  right angle mount  60-2657  reflector 76mm (3in) diameter with centre hole  92-39  reflector 32mm (1.25in) diameter  92-47  reflector 86mm (3in) diameter with mounting tabs  92-90  reflector 32mm (1.25in) diameter with m5 screw  92-105  reflector square 23x42.5mm (0.91x1.67in)  92-93  reflector square 51x62mm (2x2.5)  92-109  reflector square 40.5x60mm (1.6x2.36in)  92-113  reflective tape 215x280mm (8.5x11in)  92-104  bifurcated glass fiber, ss sheathing, brass tip  43gr-tbb25sl  transmitted beam fiber, ss sheathing, brass tip  43gt-tbb25sl  transmitted beam fiber, ss sheathing, 90 degree  43gt-fis25sl  bifurcated plastic fiber small aperture  43pr-nes57zs  transmitted beam plastic fiber small aperture  43pt-njs56fs       

 photoelectric  head office:  4104 south service road burlington, ontario l7l 4x5 www.gerrie.com   series 9000 standard sensing mode  voltage  sensing distance  output  type  output  energized  connection  type  part number  standard diffuse  10-40vdc  50.8mm(2in) to  1.52m(5ft)  npn/pnp  light/dark  selectable  4pin dc micro  42grp-9000-qd  standard diffuse  10-40vdc  50.8mm(2in) to  1.52m(5ft)  npn/pnp  light/dark  selectable  2m cable  42grp-9000  standard diffuse  70-264vdc  /60-264vac  50.8mm(2in) to  1.52m(5ft)  spdt em  relay  light/dark  selectable  5pin mini  42grp-9002-qd  standard diffuse  70-264vdc  /60-264vac  50.8mm(2in) to  1.52m(5ft)  spdt em  relay  light/dark  selectable  2m cable  42grp-9002  long range  diffuse  10-40vdc  50.8mm(2in) to  3.04m(10ft)  npn/pnp  light/dark  selectable  4pin dc micro  42grp-9040-qd  long range  diffuse  70- 264vac/dc  50.8mm(2in) to  3.04m(10ft)  spdt em  relay  light/dark  selectable  5pin mini  42grp-9042-qd  retroreflective 10-40vdc  50.8mm(2in) to  9.14m(30ft) with 3in  reflector  npn/pnp  light/dark  selectable  4pin dc micro  42gru-9000-qd  retroreflective 10-40vdc  50.8mm(2in) to  9.14m(30ft) with 3in  reflector  npn/pnp  light/dark  selectable  2m cable  42gru-9000  retroreflective  10-55vdc /  20-40vac  50.8mm(2in) to  9.14m(30ft) with 3in  reflector  spdt em  relay  light/dark  selectable  5pin mini  42gru-9001-qd  retroreflective  10-55vdc /  20-40vac  50.8mm(2in) to  9.14m(30ft) with 3in  reflector  spdt em  relay  light/dark  selectable  2m cable  42gru-9001  retroreflective  70- 264vac/dc  50.8mm(2in) to  9.14m(30ft) with 3in  reflector  spdt em  relay  light/dark  selectable  5pin mini  42gru-9002-qd  retroreflective  70- 264vac/dc  50.8mm(2in) to  9.14m(30ft) with 3in  reflector  spdt em  relay  light/dark  selectable  2m cable  42gru-9002  polarized  retroreflective  10-40vdc  50.8mm(2in) to  4.87m(16ft) with 3in  reflector  npn/pnp  light/dark  selectable  4pin dc micro  42gru-9200-qd  polarized  retroreflective  10-40vdc  50.8mm(2in) to  4.87m(16ft) with 3in  reflector  npn/pnp  light/dark  selectable  2m cable  42gru-9200  polarized  retroreflective  70-264vdc  /60-264vac  50.8mm(2in) to  4.87m(16ft) with 3in  reflector  spdt em  relay  light/dark  selectable  5pin mini  42gru-9202-qd  polarized  retroreflective  70-264vdc  /60-264vac  50.8mm(2in) to  4.87m(16ft) with 3in  reflector  spdt em  relay  light/dark  selectable  2m cable  42gru-9202  transmitted beam  source  10-264v  ac/dc  25.4mm(1in) to  61m(200ft)        4pin dc micro  42grl-9000-qd  transmitted beam  source  10-264v  ac/dc  25.4mm(1in) to  61m(200ft)        2m cable  42grl-9000  transmitted beam  source  10-264v  ac/dc  25.4mm(1in) to  61m(200ft)        4pin mini  42grl-9002-qd   

 photoelectric  series 9000 standard                                         sensing mode  voltage  sensing distance  output type  output  energized  connection  type  part number  transmitted beam  receiver  10-40vdc depends on light source npn/pnp  light/dark  selectable  4pin dc micro  42grr-9000-qd  transmitted beam  receiver  10-40vdc depends on light source npn/pnp  light/dark  selectable  2m cable  42grr-9000  transmitted beam  receiver  70-264vac/dc depends on light source  spdt em  relay  light/dark  selectable  5pin mini  42grr-9002-qd  transmitted beam  receiver  70-264vac/dc depends on light source  spdt em  relay  light/dark  selectable  2m cable  42grr-9002  infrared fiber optic  10-40vdc  depends on fiber optic  cable  npn/pnp  light/dark  selectable  4pin dc micro  42GRF-9000-QD  infrared fiber optic  10-40vdc  depends on fiber optic  cable  npn/pnp  light/dark  selectable  2m cable  42grf-9000  infrared fiber optic  70-264vac/dc  depends on fiber optic  cable  spdt em  relay  light/dark  selectable  5pin mini  42grf-9002-qd  infrared fiber optic  70-264vac/dc  depends on fiber optic  cable  spdt em  relay  light/dark  selectable  2m cable  42grf-9002  cables and accessories description part number  dc micro qd cordset straight 4-pin 2 metre  889d-f4ac-2  dc micro qd cordset straight 4-pin 5 metre  889d-f4ac-5  dc micro qd cordset straight 4-pin 10 metre  889d-f4ac-10  mini qd cordset straight 5-pin 6ft  889n-f5af-6f  mini qd cordset straight 5-pin 12ft  889n-f5af-12f  right angle mount  60-2421  swivel bracket   60-2439  reflector 76mm (3in) diameter with centre hole  92-39  reflector 32mm (1.25in) diameter  92-47  reflector 86mm (3in) diameter with mounting tabs  92-90  reflector 32mm (1.25in) diameter with m5 screw  92-105  reflector square 23x42.5mm (0.91x1.67in)  92-93  reflector square  51x62mm (2x2.5in)  92-109  reflector square 40.5x60mm (1.6x2.36in)  92-113  reflective tape 215x280mm (8.5x11in) sheet  92-104       

 inductive prox?s  872c world prox -plastic face ni ckel plated brass barrel - 3 wire dc   ?  voltage is 10-30v dc on 3 wire sensors                                                           *for cables and accessories see page 9.    barrel  diameter  sensing  range  shielded output   output  type  connection  type  part number  8mm  2mm y  no pnp micro qd style  872c-d2np8-d4  8mm  2mm y  no pnp cable style  872c-d2np8-e2  8mm  3mm n  no pnp micro qd style  872c-d3np8-d4  8mm  3mm n  no pnp cable style  872c-d3np8-e2  12mm  3mm y  no npn micro qd style  872c-d3nn12-d4  12mm  3mm y  no npn cable style  872c-d3nn12-e2  12mm  3mm y  no pnp micro qd style  872c-d3np12-d4  12mm  3mm y  no pnp cable style  872c-d3np12-e2  12mm  4mm n  no pnp micro qd style  872c-d4np12-d4  12mm  4mm n  no pnp cable style  872c-d4np12-e2  18mm  5mm y  no npn micro qd style  872c-d5nn18-d4  18mm  5mm y  no npn cable style  872c-d5nn18-e2  18mm  5mm y  no pnp micro qd style  872c-d5np18-d4  18mm  5mm y  no pnp cable style  872c-d5np18-e2  18mm  8mm n  no pnp micro qd style  872c-d8np18-d4  18mm  8mm n  no pnp cable style  872c-d8np18-e2  30mm  10mm y  no  pnp micro qd style  872c-d10np30-d4  30mm  15mm n  no  pnp micro qd style  872c-d15np30-d4  872c world prox -plastic face nickel  plated brass barrel - extended range 3 wire dc ?  voltage is 10-30v dc on 3 wire sensors                     *for cables and accessories see page 9.  barrel  diameter  sensing  range  shielded output   output  type  connection  type  part number  12mm  4mm y  no pnp micro qd style  872c-m4np12-d4  18mm  8mm y  no pnp micro qd style  872c-m8np18-d4  head office:  4104 south service road burlington, ontario l7l 4x5 www.gerrie.com    

 inductive prox?s  872c world prox -plastic face nickel  plated brass barrel - short barrel 3 wire dc            ?  voltage is 10-30v dc on 3 wire sensors         barrel  diameter  sensing  range  shielded output   output  type  connection  type  part number  12mm  3mm y  no pnp micro qd style  872c-dh3np12-d4  12mm  4mm n  no pnp micro qd style  872c-dh4np12-d4  18mm  5mm y  no pnp micro qd style  872c-dh5np18-d4  18mm  8mm n  no pnp micro qd style  872c-dh8np18-d4  30mm  10mm y  no  pnp micro qd style  872c-dh10np30-d4  30mm  15mm n  no  pnp micro qd style  872c-dh15np30-d4  cables and accessories description part number  dc micro qd cordset straight 4-pin 2 metre  889d-f4ac-2  dc micro qd cordset straight 4-pin 5 metre  889d-f4ac-5  dc micro qd cordset straight 4-pin10 metre  889d-f4ac-10  clamp style bracket for 8mm prox  871a-bp8  clamp style bracket for 12mm prox  871a-bp12  clamp style bracket for 18mm prox  871a-bp18  clamp style bracket for 30mm prox  871a-bp30  right angle bracket for 8mm prox  871a-brn8  right angle bracket for 12mm prox  871a-brn12  right angle bracket for 18mm prox  871a-brn18  right angle bracket for 30mm prox  871a-brn30       

 inductive prox?s  872c world prox -plastic face ni ckel plated brass barrel - 2 wire ac ?  voltage is 20-240v ac on 2 wire sensors barrel  diameter  sensing  range  shielded output   connection  type  part number  12mm  2mm y  no 2m cable  872c-a2n12-a2  12mm  2mm y  no micro qd style  872c-a2n12-r3  12mm  4mm n  no 2m cable  872c-a4n12-a2  12mm  4mm n  no micro qd style  872c-a4n12-r3  18mm  5mm y  no 2m cable  872c-a5n18-a2  18mm  5mm y  no micro qd style  872c-a5n18-r3  18mm  5mm  y  no  mini qd style  872c-a5n18-n3  18mm  10mm n  no  2m cable  872c-a10n18-a2  18mm  10mm n  no micro qd style  872c-a10n18-r3  18mm  10mm  n  no  mini qd style  872c-a10n18-n3  30mm  10mm y  no  2m cable  872c-a10n30-a2  30mm  10mm y  no micro qd style  872c-a10n30-r3  30mm  10mm  y  no  mini qd style  872c-a10n30-n3  30mm  15mm n  no  2m cable  872c-a15n30-a2  30mm  15mm n  no micro qd style  872c-a15n30-r3  30mm  15mm  n  no  mini qd style  872c-a15n30-n3  cables and accessories description part number  ac micro qd cordset straight 3-pin 2 metre  889r-f3aea-2  ac micro qd cordset straight 3-pin 5 metre  889r-f3aea-5  ac micro qd cordset straight 3-pin10 metre  889r-f3aea-10  ac mini qd cordset straight 3-pin 6ft  889n-f3afc-6f  ac mini qd cordset straight 3-pin 12ft  889n-f3afc-12f  clamp style bracket for 12mm prox  871a-bp12  clamp style bracket for 18mm prox  871a-bp18  clamp style bracket for 30mm prox  871a-bp30  right angle bracket for 12mm prox  871a-brn12  right angle bracket for 18mm prox  871a-brn18  right angle bracket for 30mm prox  871a-brn30    head office:  4104 south service road burlington, ontario l7l 4x5 www.gerrie.com    

 inductive prox?s  871tm -stainless steel face thread ed stainless barrel - 3 wire dc   ?  voltage is 10-30v dc on 3 wire sensors (including extended range)                                       barrel diameter  sensing range  shielded  output   output type  connection type  part number  12mm  2mm  y  no  pnp  micro qd style  871tm-dh2np12-d4  12mm 2mm  y no pnp 2m cable 871tm-dh2np12-a2  12mm  4mm  n  no  pnp  micro qd style  871tm-dh4np12-d4  12mm 4mm  n no pnp 2m cable 871tm-dh4np12-a2  18mm  5mm  y  no  pnp  micro qd style  871tm-dh5np18-d4  18mm  5mm  y  no  pnp  mini qd style  871tm-dh5np18-n4  18mm 5mm  y no pnp 2m cable 871tm-dh5np18-a2  18mm  8mm  n  no  pnp  micro qd style  871tm-dh8np18-d4  18mm  8mm  n  no  pnp  mini qd style  871tm-dh8np18-n4  18mm 8mm  n no pnp 2m cable 871tm-dh8np18-a2  30mm  10mm  y  no  pnp  micro qd style  871tm-dh10np30-d4  30mm  10mm  y  no  pnp  mini qd style  871tm-dh10np30-n4  30mm 10mm y no pnp 2m cable 871tm-dh10np30-a2  871tm -stainless steel face threaded st ainless barrel - 3 wire dc extended range   barrel  diameter  sensing  range  shielded output   output  type  connection  type  part number  12mm 6mm y no pnp micro qd style 871tm-m6np12-d4  12mm 10mm n no pnp micro qd style 871tm-n10np12-d4  18mm 10mm y no pnp micro qd style 871tm-m10np18-d4  18mm 20mm n no pnp micro qd style 871tm-n20np18-d4     

 inductive prox?s  871tm -stainless steel face threaded st ainless barrel - 3 wire dc extended range cables and accessories description part number  dc micro qd cordset straight 4-pin 2 metre  889d-f4ac-2  dc micro qd cordset straight 4-pin 5 metre  889d-f4ac-5  dc micro qd cordset straight 4-pin10 metre  889d-f4ac-10  mini qd cordset straight 4-pin 6 ft  889n-f4afc-6f  mini qd cordset straight 4-pin 12 ft  889n-f4afc-12f  clamp style bracket for 12mm prox  871a-bp12  clamp style bracket for 18mm prox  871a-bp18  clamp style bracket for 30mm prox  871a-bp30  right angle bracket for 12mm prox  871a-brn12  right angle bracket for 18mm prox  871a-brn18  right angle bracket for 30mm prox  871a-brn30      871tm -stainless steel face threaded  stainless barrel - 2 wire ac/dc                     ?   voltage 40-250v ac/dc on all sensors  barrel  diameter  sensing  range  shielded output   connection  type  part number  12mm  2mm  y no micro qd style  871tm-b2n12-r3  12mm  2mm  y no 2m cable  871tm-b2n12-a2  18mm  5mm  y no micro qd style  871tm-b5n18-r3  18mm  5mm  y  no  mini qd style  871tm-b5n18-n3  18mm  5mm  y no 2m cable  871tm-b5n18-a2  18mm  8mm  n no micro qd style  871tm-b8n18-r3  18mm  8mm  n  no  mini qd style  871tm-b8n18-n3  18mm  8mm  n no 2m cable  871tm-b8n18-a2  30mm  10mm  y no micro qd style  871tm-b10n30-r3  30mm  10mm  y  no  mini qd style  871tm-b10n30-n3  30mm  10mm  y no 2m cable  871tm-b10n30-a2  30mm  15mm  n no micro qd style  871tm-b15n30-r3  30mm  15mm  n  no  mini qd style  871tm-b15n30-n3  30mm  15mm  n no 2m cable  871tm-b15n30-a2  head office:  4104 south service road burlington, ontario l7l 4x5 www.gerrie.com    

 inductive prox?s  871tm -stainless steel face threaded  stainless barrel - 2 wire ac/dc cables and accessories description part number  ac micro qd cordset straight 3-pin 2 metre  889r-f3aea-2  ac micro qd cordset straight 3-pin 5 metre  889r-f3aea-5  ac micro qd cordset straight 3-pin10 metre  889r-f3aea-10  ac mini qd cordset straight 3pin 6ft  889n-f3afc-6f  ac mini qd cordset straight 3pin 12ft  889n-f3afc-12f  clamps style bracket for 12mm prox  871a-bp12  clamps style bracket for 18mm prox  871a-bp18  clamps style bracket for 30mm prox  871a-bp30  right angle bracket for 12mm prox  871a-brn12  right angle bracket for 18mm prox  871a-brn18  right angle bracket for 30mm prox  871a-brn30    871p-versa cube - 3 wire dc ?  voltage is 10-60v dc   head  size  sensing  range  shielded output   output  type  connection  type  part number  40mm  20mm y  no  pnp micro qd style  871p-d20np40-d4  40mm  40mm n  no  pnp micro qd style  871p-d40np40-d4  cables and accessories description  part number  dc micro qd cordset straight 4-pin 2 metre  889d-f4ac-2  dc micro qd cordset straight 4-pin 5 metre  889d-f4ac-5  dc micro qd cordset straight 4-pin10 metre  889d-f4ac-10       

 inductive prox?s  871p-versa cube - 2 wire ac/dc                ?  voltage 20-250v ac/dc   head  size  sensing  range  shielded output  output  type  connection  type  part number  40mm  20mm  y  no    mini qd style  871p-b20n40-n3  40mm  40mm  n  no    mini qd style  871p-b40n40-n3  cables and accessories description part number  ac mini qd cordset straight 3pin 6ft  889n-f3afc-6f  ac mini qd cordset straight 3pin 12ft  889n-f3afc-12f    head office:  4104 south service road burlington, ontario l7l 4x5 www.gerrie.com    

 limit switches  802b compact small metal body limit switch head  type  force to  operate  travel to  operate  max  travel  travel to  reset  output  type  part number  top push  roller  11.77n  (2.65lbs)  1.8mm  (0.071in)  5mm  (0.197in)  0.2mm  (0.008in)  spdt  802b-csadxsxc3    802b precision small metal body limit switch     head  type  force to  operate  travel to  operate  max  travel  travel to  reset  output  type  part number  top push  booted  7.85n  (1.76lbs)  2mm  (0.079in)  7mm  (0.276in)  0.1mm  (0.004in)  spdt  802b-psabbsx                               

 limit switches  802t plug in style oiltig ht switches - spring return  description  number of  circuits  torque to  operate (max)  travel to  operate  contacts (max)  max travel  travel to reset  contacts (max)  lever movement  vs. contact  operation  part number  switch w/o lever  2  0.29n.m  (2.6lb in)  13  90  7  cw or ccw  802t-ap  switch w/o lever and base  2  0.29n.m  (2.6lb in)  13  90  7  cw or ccw  802t-ap1  switch w/o lever  4  0.45n.m  (4lb in)  13  90  7  cw or ccw  802t-atp  switch w/o lever low  operating torque model  2  0.106n.m  (0.94lb in)  13  90  7  cw or ccw  802t-alp  top push rod  2  13..8n.  (3.1lb )  1.4mm  (0.057in)  6.0mm  (0.236in)  0.7mm  (0.028in)    802t-bp  side push rod  2  16.4n.  (3.7lb )  3.3mm  (0.131in)  5.7mm  (0.226in)  1.3mm  (0.052in)    802t-cp  top push roller  2  13..8n.  (3.1lb )  1.4mm  (0.057in)  6.0mm  (0.236in)  0.7mm  (0.028mm)    802t-dp  top push roller  4  22.2n.  (5.0lb )  1.4mm  (0.057in)   6.0mm  (0.236in)   0.7mm  (0.028in)    802t-dtp  nylon wobble stick  2  0.51n.m  9  10  5    802t-wsp     *for levers see page 17         802t plug in style oiltight switches  - maintained contact and neutral position   description  number of  circuits  torque to  operate (max)  travel to operate  contacts (max)  max  travel  travel to reset  contacts (max)  lever movement vs.  contact operation  part number  maintained switch w/o  lever  2  0.31n.m  (2.75lb in)  70  88  32  cw or ccw  802t-amp  neutral position model  4  0.281n.m(2.5lb in)  cw and  0.47n.m (4.2lb in)  ccw  13  75  7  cw or ccw  802t-nptp      *for levers see page 17   head office:  4104 south service road burlington, ontario l7l 4x5 www.gerrie.com    

 limit switches  802t non plug in st yle oiltight switches description  number  of  circuits  torque to  operate  (max)  travel to  operate  contacts (max)  max  travel  travel to reset  contacts (max)  lever movement  vs. contact  operation  part number  spring return  switch w/o lever  2  0.340n.m  (3.0lb in)  16.5 43 8 cw or ccw  802t-a  spring return  switch w/o lever  2  0.51n.m  (4.5lb in)  6 50 3 cw or ccw  802t-h  maintained switch  2  0.251n.m  (2.25lb in)  70 84 50 cw or ccw  802t-am  top push roller  2  15.61n.m  (3.5lb in)  1.9mm  (0.075in)  5.1mm  (0.0202in)  0.8mm  (0.030in)    802t-d  neutral switch  2  0.251n.m  (2.25lb in)  12 53 6 cw or ccw  802t-np    802t- direct opening action ne ma - safety limit switches description  number  of  circuits  torque to  operate  (max)  travel to operate  contacts (max)  max  travel  travel to reset  contacts (max)  lever movement  vs. contact  operation  part number  spring return  switch w/o lever  2  0.45n.m  (4.0lb in)  13  90  7  cw or ccw  802t-apd  spring return  switch w/o lever  4  0.45n.m  (4.0lb in)  13  90  7  cw or ccw  802t-atpd    levers description  part number  non adjustable lever 1.5" radius nylon roller  802t-w1  non adjustable lever 1.5" radius steel  roller  802t-w1a  adjustable lever 1.19" to 4" radius 0.75" dia nylon roller  802t-w17  adjustable lever 1.19" to 4" radius 1.5"  dia nylon roller  802t-w17a  adjustable lever 1.19" to 3" radius 0.75" dia nylon roller  802t-w2  adjustable lever 1.19" to 3" radius 1.5" dia nylon roller  802t-w2a  adjustable lever 1.19" to 3" radius 0.75" dia steel roller  802t-w2b  adjustable lever 1.19" to 3" radius 0.75" dia nylon roller  802t-w2d  stainless steel rod 5" long  802t-w3  stainless steel rod 11.5" long   802t-w3a  stainless steel rod 8.5" long   802t-w3b  nylon rod 12" long  802t-w3c  fork lever 1.5" radius steel roller front and back  802t-w4c       

 limit switches  440p safety limit switch - 30mm metal short lever safety contacts  auxiliary contacts  1/2 in npt conduit  quick disc onnect  2 nc  2 no  440p-mslb22e  440p-mslb22m9    recommended cable 5m  889m-f12x9ae-5  recommended cable 10m  889m-f12x9ae-10    440p safety limit switch - 22mm plastic short lever safety contacts  auxiliary contacts 1/2 in npt co nduit quick disconnect  2 nc  1 no  440p-cslb12e  440p-cslb12r6    recommended cable 5m  889r-f6eca-5  recommended cable 10m  889r-f6eca-10    head office:  4104 south service road burlington, ontario l7l 4x5 www.gerrie.com    

 connectivity  4 pin dc micro cordset cable  wire rating  length  part number  22 awg 250v 4a  2m (6.5ft)  889d-f4ac-2  22 awg 250v 4a  5m (16.4ft)  889d-f4ac-5  22 awg 250v 4a  10m (32.8ft)  889d-f4ac-10        4 pin dc micro to dc micro patchcords cable  wire rating  length  part number  22 awg 250v 4a  2m (6.5f)  889d-f4acdm-2  22 awg 250v 4a  5m (16.4ft)  889d-f4acdm-5  22 awg 250v 4a  10m (32.8ft)  889d-f4acdm-10      8 pin dc micro cordset cable  wire rating  length  part number  24 awg 300v ac / 36v dc 1.5a  2m (6.5ft)  889d-f8ab-2  24 awg 300v ac / 36v dc 1.5a  5m (16.4ft)  889d-f8ab-5  24 awg 300v ac / 36v dc 1.5a  10m (32.8ft)  889d-f8ab-10      8 pin dc micro to dc micro patchcords cable  wire rating  length  part number  24 awg 300v ac/ 36v dc 1.5a  2m (6.5f)  889d-f8abdm-2  24 awg 300v ac/ 36v dc 1.5a  5m (16.4ft)  889d-f8abdm-5  24 awg 300v ac/ 36v dc 1.5a  10m (32.8ft)  889d-f8abdm-10    8 pin / 7 wire dc micro cordset cable  wire rating  length  part number  24 awg 300v ac / 36v dc 1.5a  5m (16.4ft)  889d-f8ac-5  24 awg 300v ac / 36v dc 1.5a  10m (32.8ft)  889d-f8ac-10         

 connectivity  3 pin ac micro cordset cable  wire rating  length  part number  18 awg 300v 3a  2m (6.5ft)  889r-f3aea-2  18 awg 300v 3a  5m (16.4ft)  889r-f3aea-5  18 awg 300v 3a  10m (32.8ft)  889r-f3aea-10        4 pin ac micro cordset cable  wire rating  length  part number  18 awg 300v 3a  2m (6.5ft)  889r-f4aea-2  18 awg 300v 3a  5m (16.4ft)  889r-f4aea-5  18 awg 300v 3a  10m (32.8ft)  889r-f4aea-10      6 pin ac micro cordset cable  wire rating  length  part number  22 awg 300v 3a  5m (16.4ft)  889r-f6eca-5  22 awg 300v 3a  10m (32.8ft)  889r-f6eca-10      3 pin mini style cordset cable  wire rating  length  part number  16 awg 600v 13a  6ft (1.8m)  889n-f3afc-6f  16 awg 600v 13a  12ft (3.7m)  889n-f3afc-12f      4 pin mini style cordset cable  wire rating  length  part number  16 awg 600v 10a  6ft (1.8m)  889n-f4afc-6f  16 awg 600v 10a  12ft (3.7m)  889n-f4afc-12f      head office:  4104 south service road burlington, ontario l7l 4x5 www.gerrie.com    

 connectivity  5 pin mini style cordset cable  wire rating  length  part number  16 awg 600v 8a  6ft (1.8m)  889n-f5af-6f  16 awg 600v 8a  12ft (3.7m)  889n-f5af-12f      m23 style 12 pin cordset cable  wire rating  length  part number  18 awg 63v 6a  5m (16.4ft)  889m-f12x9ae-5  18 awg 63v 6a  10m (32.8ft)  889m-f12x9ae-10      terminal chambers - field attachable micro description part number  4 pin dc micro female screw terminal  871a-ts4-d  4 pin dc micro male screw terminal  871a-ts4-dm  4 pin dc micro male idc  889d-m4dc-h  4 pin dc micro female idc  889d-f4dc-h  3 pin ac micro female screw terminals  871a-ts3-r  3 pin ac micro male screw terminals  871a-ts3-rm    raw pvc control cable in spools number of  conductors  jacket color  wire gauge  length  part number  4 yellow 22awg 50m 889-c4ac-s50       
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