

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						P75N02			CA316202			T1100			NCP18XH			P4000TA			36250			S1224MCP			PHP129N			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				H13003 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		          shantou huashan electronic devices co.,ltd .    H13003  n  p  n    s i l  i c o n    t  r  a  n s i s  t  o r ?   high voltage switch mode applicications    h i gh speed sw itching. suitable for sw itching regulator and montor control   ?   absolute maximum ra tings ? t a =25 ???     1 d base ? b   2 d collector ? c  3 d  em itter ? e  t stg ?a?a s t orage t e m p e r ature ?-?-?- ?-?-?-?- ?- ?- ?-  -65~150 ?? t j ?a?a junction t e m p erature ?-?-?- ?- ?-?-?-?- ?- ?-?-?-?- 150 ?? p c ?a?a co llecto r  di ssipation ?- ?- ?- ?-?-?- ?-?- ?-?-?- ?-?- 40 w v cbo ?a?a col l ector -ba s e v o ltage ?-?- ?-?-?-?-?- ?-?-?-?-?- 7 00v v ceo ?a?a col l ect or -em itter v o lta ge ?- ?-?-?-?-?-?-?-?-?-?- 4 00v v ebo ?a?a e m itter - bas e  v o lt a g e ?- ?-?-?-?-?- ?-?-?-?-?- ?- 9 v i ?a?a c colle ctor curren t ?-?-?-?-?- ?-?-?-?-?- ?-?-?-?- 1.5 a i b ?a?a base curren ?-?-?-?-?-?-?-?-?-?-?-?-?-?-?-?-?-?- 0.75a             ?  electrical   characteristics ? t a =25 ???   sy m bol   characteristics   min   ty p   max un it   t e st conditions   bv ceo   collector -em itter breakdown  v o ltage  4 0 0       v   i c =5m a , i b =0   i ebo   em itter - base cut-of f current       1 0   | a  v eb =9v ,  i c =0  h fe 1   dc current gain  1 0     4 0     v ce =5v ,  i c =0.5a  h fe 2   dc current gain   5         v ce =2v ,  i c =1a  v ce(sat)1   collector - em itter saturation  v o ltage       0 . 5   v   i c =0.5a, i b =0.1a  v ce(sat)2   collector - em itter saturation  v o ltage     1   v   i c =1a, i b =0.25a  v ce(sat)3   collector - em itter saturation  v o ltage      3   v   i c =1.5a, i b =0.5a  v be(sat)1   b a s e - e m itter  saturation  v o l t a g e       1   v   i c =0.5a, i b =0.1a  v be(sat)2   b a s e - e m itter  saturation  v o ltage       1 . 2   v   i c =1a, i b =0.25a  f t   current gain-bandwidth product   4       m h z   v ce =10v ,i c =0.1a   t on   tu r n  o n   ti m e       1 . 1   | s   v cc =125v , i c =1a,   t st g   s t orage t i m e       4 . 0   | s   i b1 =0.2a,i b2 =-0.2a   t f   f a l l   t i m e       0 . 7   | s     r l =125 |?   ?  h fe   classification      h1           h 2          h 3             h 4         h 5          10-16       14-21        19-26          24-31      29-40      

  




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of H13003 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























