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		  Datasheet File OCR Text:


		   www.bitechnologies.com magnetic components selector guide  2006 edition we reserve the right to change specifications without prior notice. 78 ?  operating temperature range       standard:    -25c to +85c       optional extended temperature range:   -40c to +125c ?  resistance to solder heat   260c for 10 sec.   ???  electrical / environmental high current surface mount multilayer  chip beads,   0603 - 1812 industry sizes specifications / packaging   impedance    rated  7 reel part  z  ?    25%  dcr  current  qty number  @ 100 mhz  ?   max  ma max.  (units)   impedance    rated  7 reel part  z  ?    25%  dcr  current  qty number  @ 100 mhz  ?   max  ma max.  (units) bmb0603-p1a-600   60  0.09  2000  4k bmb0603-p1a-121   120  0.09  2000  4k bmb0603-p1a-601   600  0.20  1000  4k bmb0805-p1a-600   60  0.04  3000  4k bmb0805-p1a-121   120  0.04  3000  4k bmb0805-p2a-121   120  0.02  5000  4k bmb0805-p1a-601   600  0.20  1000  4k bmb1206-p1a-500   50  0.04  3000   3 k bmb1206-p2a-500   50  0.015  6000  3 k rohs compliant for lf models BMB1206-P1A-121   120  0.04  3000  3 k bmb1206-p1a-501   500  0.07  2500  3 k bmb1206-p1a-601   600  0.07  2500  3k bmb1806-p1a-600   60  0.04  3000  2 k bmb1806-p2a-600   60  0.015  6000  2 k bmb1812-p1a-121   120  0.04  3000  1 k bmb1812-p2a-121   120  0.015  6000  1 k bmb1812-p1a-601   600 @ 50 mhz  0.04  3000  1 k bmb1812-p1b-132   1300 @ 60 mhz  0.04  3000  1 k outline dimensions (inch/mm)   part #  a dim.  b dim.  c dim.  d dim.  bmb 0603  .063.006  .031.006  .031.006  .012.008   (1608)  1.60.15  0.80.15  0.80.15  0.30.20  bmb 0805  .079.008  .049.008  .035.008  .020.012   (2012)  2.00.20  1.250.20  0.90.20  0.50.30  bmb 1206  .126.008  .063.008  .043.008  .020.012   (3216)  3.20.20  1.60.20  1.10.20  0.50.30  bmb 1806  .1770.01  .063.008  .063.008  .024.016   (4516)  4.50.25  1.60.20  1.60.20  0.60.40  bmb 1812  .1770.01  .126.01  .059.010  .024.016   (4532)  4.50.25  3.20.25  1.50.25  0.60.40 ordering information body dimensions:      length (a) x width (b) model series optional extended  temperature range: -40 c to  +125 c material characteristics:      a: standard speed      b: high speed impedance  (12 0  ? ) current code:      p1 = 1000 to 3,000 ma      p2 = up to 6,000 ma lead-free option     lf = lead - free   (no code used for       non leaf-free part) bmb       1812       p1       a       121       et       lf
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