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		  Datasheet File OCR Text:


		  s d b 1 6 0 8 - 1 r 0 m f -   (a) (c) (b) (e) (d) 1. part no. expression : (b) dimension code (c) inductance code : 1r0 = 1.0uh (a) series code 2. configuration & dimensions : 2.92 max. a b c superworld  electronics  (s)  pte  ltd 3. schematic : (d) tolerance code : k = 10%, m = 20% (e) f : rohs compliant sdb1608 series smd power inductors pg. 1 note : specifications subject to change without notice. please check our website for latest information. 18.10.2010 pcb pattern 4.32 ref. de f 1.27 ref. 1.02 ref. 4.45 max. 6.60 max. 3.56 ref. 1.40 ref. gh i 4.06 ref. unit:m/m i f e c d a b 101 g i h c) operating temp. : -40c to +85c 5. general specification : a) ambient temp. : 20c b) temp. rise : 40c max. a f c d 4. materials : (a) core : dr ferrite core (c) wire : enamelled copper wire (d) base : ceramic base (f) ink : bon margue (e) adhesive : epoxy (b) core : ri ferrite core b (f) (f) 11 ~ 99 : internal controlled number

 superworld  electronics  (s)  pte  ltd 6. electrical characteristics : note : specifications subject to change without notice. please check our website for latest information. pg. 2 18.10.2010 0.60 0.190 20 40 33.020% sdb1608-330mf- 40 sdb1608-681kf- 680.010% 6800.010% 4700.010% 10000.010% 3300.010% 2200.010% 1000.010% 1500.010% sdb1608-682kf- sdb1608-103kf- sdb1608-472kf- sdb1608-332kf- sdb1608-222kf- sdb1608-102kf- sdb1608-152kf- 50 50 50 50 50 50 40 470.010% 47.020% 68.020% 150.010% 220.010% 330.010% 100.010% sdb1608-151kf- sdb1608-471kf- sdb1608-331kf- sdb1608-221kf- sdb1608-470mf- sdb1608-680mf- sdb1608-101kf- 40 40 40 40 40 40 40 0.18 2.200 3 4.200 3.400 11.000 25.000 13.900 8.500 32.800 0.8 1 1 1 2 2 2 0.04 0.02 0.08 0.06 0.12 0.10 0.15 0.230 0.290 0.590 1.400 0.900 0.480 1.800 9 5 4 6 10 20 15 0.26 0.20 0.19 0.22 0.40 0.30 0.50 2.220% 4.720% 6.820% 3.320% 15.020% 22.020% 10.020% sdb1608-150mf- sdb1608-220mf- sdb1608-100mf- sdb1608-3r3mf- sdb1608-4r7mf- sdb1608-6r8mf- sdb1608-2r2mf- 40 40 40 40 40 40 40 ( h ) inductance 1.520% 1.020% part no. sdb1608-1r0mf- sdb1608-1r5mf- 30 30 min. q 0.1v / 100k 0.050 0.060 0.055 0.075 0.090 0.110 0.065 25 38 33 105 50 120 120 0.80 0.70 1.0 1.4 1.2 1.8 1.6 0.040 0.045 max. rdc ( 
  ) 125 typ. srf ( mhz ) 250 0.1v / 200k 3.0 2.3 irms ( a ) ( hz ) frequency test frequency test ( hz ) 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 200k 0.1v / 200k 0.1v / 200k 0.1v / 200k 0.1v / 200k 0.1v / 200k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k 0.1v / 100k smd power inductors sdb1608 series

 superworld  electronics  (s)  pte  ltd note : specifications subject to change without notice. please check our website for latest information. pg. 3 18.10.2010 330 direction of feed 32000 q'ty (pcs) 13-16 2000 0.82 sdb1608 7-2. quantity & g.w. per package q'ty (pcs) series inner : reel g.w. (kg) style 17 36 x 36 x 40 g.w. (kg) outer : carton size (cm) tape leader 388mm min. 131 2.50.5 1.750.1 16 tape trailer 160mm min. components 231 -0.00 +0.10 1.50      40.1 1 2 0  8 cover tape 250mm min. 7-1. reel & tape dimension 7. packaging information :  ( unit : mm )  101 101 101 101 101 smd power inductors sdb1608 series

 superworld  electronics  (s)  pte  ltd note : specifications subject to change without notice. please check our website for latest information. pg. 4 18.10.2010 the force for tearing off cover tape is 10 to 60 grams in the arrow direction. base tape top cover tape 1 6 5  t o 1 8 0  f 7-3. tearing off  force smd power inductors sdb1608 series
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