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		  Datasheet File OCR Text:


		  audio applications for computers and multimedia can be used to activate speakers, an equalizer or to    configure the audio signal ?  up to one double-pole single-throw switch ?  spring loaded contacts for high contact reliability ?  narrow body uses minimal board space ?  csa/nrtl certified file no. lr78160 audio jack lr78160 stx- 3 14 seri e s  p cb   moun t   3.5mm   jac k  sli m   d e sign   w ith   swi t c h k y co n 2010 k y c o n, i n c. ?  t e l: +1 408-494-0330  ?   us : 1-888 -kyc on - 22  ?  f ax :  + 1 408 - 494 - 0325  ?   w w w . k y con . co m stx-314  series audio   jack s series s tx  -3140 - crimped leads, black cover s tx  -3141 - crimped leads, clear cover number of pins 3 pin 5 pin (not available with mono option) option c - threaded barrel n - non-threaded barrel cm - threaded barrel, mono nm - non-threaded barrel, mono series no of pins option contact rating  : dc 16v at 0.3 amps  contact resistance t o  t erminals : 30 milliohms max. t o sleeve : 50 milliohms max. t o  t erminals : 60 milliohms max. t o sleeve : 100 milliohms max. insulation resistance  : 100 megohms min. at 500v dc  dielectric strength  : 500v ac rms for 1 minute  t emperature rating operating  t emperature :-25c to + 85c  rohs housing : pbt thermoplastic, black colo r , ul94 v -0 rated cover : pbt thermoplastic, ul94 v -0 rated bushing : brass, nickel plated t erminals and contacts : phosphor bronze,  t in plated coil springs : spring steel insertion force  : 0.4kg - 3.0kg  extraction force  : 0.3kg - 3.0kg  durability  :  5000 mating cycles ? ? after durability  t est with mating plug before durability  t est electrical characteristics mechanical characteristics materials and finish performance specifications features stx-3140 (black side cover) stx-3141 (clear side cover) crimped leads (shown with threaded bushing) dimensions in mm m6 thread pitch: 0.5 1 2 . 8 0 5 3.2 0.50 3 4 9.25 7.35 3.65 1 2 1.20 14.0 4.0 7.0 1.15 0.85 1.50-5pls ?3.60 3.2 5.3 4.9 stx-314    documentation &  ordering information   kycon part # part number builder 
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