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		  Datasheet File OCR Text:


		  chip type  adjustable(pre-set) ceramic capacitors series: j adjustable(pre-set) ceramic capacitors(series j) series j are miniature and thin type surface mounting devices, being encased in the thermosetting plastic case. n features l miniature and thin type smd: 4.0  4.5  2.7 mm l embossed taping types are available for automated machines l easy reading of capacitance by colored case n recommended applications l hybrid ic and micromodule l portable radio and portable cassette tape player l vtr camera l paging system n explanation of part numbers e series c r j n ratings and characteristics item ratings rated voltage 100 vdc dielectric withstanding voltage 220 vdc insulation resistance (at c max.) 10 4 m w  min. at 100 vdc and 1 minute electrification rotation torque 1.47 to 9.81 mn  m (15 to 100 gf  cm) operating temperature range e 25 to +85 ?c part number type a color marking type e capacitance (pf) max. min. temperature coefficient (ppm/?c) q (at c max.) ecrja003a11 1 ecrje003a11 1     3 + 50 % 1.7 max. np0  200 300 min. (10 mhz) white ecrja006a11 1 ecrje006a11 1     6 + 50 % 2.5 max. np0  200 blue ecrja010a11 1 ecrje010a11 1    10 + 50 % 3.5 max. np0  300 500 min. white ecrja020e11 1 ecrje020e11 1    20 + 50 % 5.5 max. n900  350 (10 mhz) red ecrja030e11 1 ecrje030e11 1    30 + 50 % 7.5 max. n1100  450 300 min. (1 mhz) green ecrja050m11 1 ecrje050m11 1  50 + 100 % 15.0 max. n1700  600 200 min. (1 mhz) orange 0 0 0 0 0 0  www.datasheet.in

 adjustable(pre-set) ceramic capacitors(series j) n dimensions in mm (not to scale) type a e ecrja 1111111 ecrje 1111111 dimensions in mm recommended land layout + + n typical characteristics q vs. frequency temperature characteristics ecrja020e 11 ecrja010a 11 ecrja050m 11           ?c  www.datasheet.in

 adjustable(pre-set) ceramic capacitors(series j) n packaging specifications l taping dimensions in mm (not to scale) carrier tape a ] b ] cde f ghk t l 4.5  0.1 5.4  0.1 12.0  0.3 5.5  0.1 1.75  0.10 8.0  0.1 2.0  0.1 4.0  0.1 3.2  0.2 0.30  0.05 1.5  0.1 l reel dimensions in mm (not to scale) l packing quantity reel taped reel packaging part number type (mm) quantity ecrj 1111111 x f 180 700 pcs. x ecrj 1111111 a f 330 2500 pcs. ecrj 1111111 w f 180 700 pcs. w ecrj 1111111 b f 330 2500 pcs. ancdew 1 w 2 180 60 13 21 2.0 13.0 15.4 330 80 13 22 2.5 13.0 19.0 reusable reel eiaj et-7200 : rrm12b  www.datasheet.in
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