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		  Datasheet File OCR Text:


		  data sheet: H-HDMI-IP data sheet: H-HDMI-IP the H-HDMI-IP unit is a high definition video / audio over ip  transport system for hdmi, dvi, or vga signals.  with this unit  you can stream an hdmi, dvi, or vga signal to anywhere in  the world over the internet or other ip based ethernet network.   use with wireless networking equipment to multicast hdmi  wirelessly to as many display units as you want.  you can also  view the stream on a computer via software such as vlc player.  while lo wer quality units use jpeg  encoding, our H-HDMI-IP encoder features h264 encoding which uses less than half  the bandwidth of  mpeg-2 and produces the best picture quality available.  the H-HDMI-IP  unit offers broadcast quality  encoding with a low time delay, typically around 200 ms.  our system of fers an optional usb port on  the encoder that lets you save the output stream to an attached usb storage device.   the unit  features an integrated web server for remote management and monitoring.  the  H-HDMI-IP system is  perfect for anyone who wants to transport or multicast an hdmi, dvi, or  vga source. typical H-HDMI-IP application technical specifications video bit rate: 5 C 15 mbps resolutions: hdmi, dvi, vga, component 1024x768@60hz 1024x768@75hz 1280x720@60hz 1440x900@60hz 1280x1024@60hz 1920x1080@50 1920x1080@60hz output video format: ts/ves/aes etc. coding grade: iso/iec-14496-10  h.264 frame rate: ntsc 30 fps, pal 25 fps vga 30 fps, hdmi 30 fps video sampling fq: 32k, 44.1k, 48k audio rate: 32k, 48k, 56k, 128k, 192k, 384kps mode of encoding: aac-lc, g.711 etc mode of audio mono or stereo input of video hdmi, vga, component communication interface: rs485, rs232 network interface: 10/100m ethernet rj45 operating temp: -15 C 50 (c) storage temp: -40 C 75 (c) operating humidity: 0 C 90 (%) storage humidity: 0 C 90 (%) power requirements: 12 vdc power consumption: 3.6 w dimensions: 240mmx160mmx60mm  www.thorfiber.com
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