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		  features 1 of 2 optimum technology  matching?  applied gaas hbt ingap hbt gaas mesfet sige bicmos si bicmos sige hbt gaas phemt si cmos si bjt gan hemt con f ident i al: nda required rf micro devices?, rfmd?, optimum technology matching?, enabling wireless connectivity?, powerstar?, polaris? total radio? and  ultimateblue? are trademarks of rfmd, llc. bluetooth is a trade- mark owned by bluetooth sig, inc., u.s.a. and licensed for use by rfmd. all other trade names, trademarks and registered tradem arks are the property of their respective owners. ?2006, rf micro devices, inc. product description 7628 thorndike road, greensboro, nc  27409-9421  for sales or technical  support, contact rfmd at (+1) 336-678-5570 or sales-support@rfmd.com. inp hbt ldmos rf mems SDA-1000 gaas distributed amplifier rfmd?s SDA-1000 is a directly coup led (dc) gaas microwave monolithic integrated circuit (mmic) distributed  driver amplifier die designed to sup- port a wide array of high frequency commercial, military, and space appli- cations. they are ideal for wideband  amplifier gain blocks,  broadband test equipment (ate), military, and aerospace applications.  3 2 1 7 6 4 5 vg2 in vti out ? dc to 20ghz operation ? +26dbm p sat ? gain=14db typical ? noise figure=4db ? output voltage to 8v pp ? 300ma total current applications ? military ? aerospace ? broadband ate ? instrumentation prelim ds090602 preliminary confidential:  nda required 9 die: 3.1mmx1.45mmx0.102mm SDA-1000 gaas distrib- uted amplifier parameter specification unit condition min. typ. max. electrical specifications t a =+25c, v dd =+8v dc , vg2 at=+1.5v dc ,  i dd =300ma operating frequency dc 20 ghz gain 14 db output voltage 4 8 v p-p ip3 at 10ghz 36 dbm p out ?  +10dbm p1db at 10ghz 25 dbm p sat  at 10ghz 26.5 dbm noise figure at mid-band 4 db input return loss 10 15 db output return loss 13 15 supply current 300 ma supply voltage 8 v dc *adjust vti between -1.5v dc  to +0.2v dc  to achieve i dd =300ma typical.  

 2 of 2 preliminary prelim ds090602 7628 thorndike road, greensboro, nc  27409-9421  for sales or technical  support, contact rfmd at (+1) 336-678-5570 or sales-support@rfmd.com. con f ident i al: nda required SDA-1000 please contact rfmd technical support at (336) 678-5570 for more information.  




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of SDA-1000 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























