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		  Datasheet File OCR Text:


		  sm crystal GSX-221 tel: +44 1460 256 100  fax: +44 1460 256 101 e-mail: sales@golledge.com    web: www.golledge.com 11 jul 2008 	


 


 
	                 	
     
  !"#$ %"&%''(&"()  !"#$ *%+'),$-)     part no, or product name + option codes + frequency eg: GSX-221/111nf 26.0mhz 10/10/10/9-f GSX-221/1p3bf 26.0mhz  10/15/30/12-f option code x (eg GSX-221/x) denotes a custom specification. ordering information  10ppm temperature stability may not be available over  -30+80  c. check with our sales office before ordering. product GSX-221 option codes parameters  standard.  optional - please specify required code(s) when ordering specifications features  ultra-miniature for maximum space saving  ideal for bluetooth / wireless applications  metal lid can be grounded to minimise emi  seam sealed for excellent long-term stability scale 5:1 frequency range: 26.0 ~ 50.0mhz  calibration tolerance: 10ppm  1 15ppm  p 20ppm  2 other values (7.5 ~ 100ppm)  specify temperature stability: 10ppm  1 15ppm  p 20ppm  2 30ppm  3 other values (7.5 ~ 100ppm)  specify operating temperature range: -10 to +60  c  1 -20 to +70  c  2 -30 to +80  c  3 other values  specify storage temperature range: -40 to +90  c  circuit condition: 8pf  m 9pf  n 12pf  b other values  specify oscillation mode: fundamental  f equivalent series resistance (max): 100  (26.0 ~ 29.9mhz)  80  (35.0 ~ 39.9mhz)  60  (36.0 ~ 50.0mhz)  ageing: 3ppm max first year   static capacitance (c0): 5pf max  test drive level: 10w  soldering condition: 260  c, 10 sec x2 max 
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