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		  Datasheet File OCR Text:


		  voltage 50 to 200 v current 1.0 a fues1a ........ fues1d 1 amp. surface mounted glass passivated ultrafast efficient rectifier    glass passivated junction   high current capability   the plastic material carries u/l 94 v-0   low profile package   easy pick and place   high temperature soldering 260 ? 10 sec dimensions in mm. case: sma/do-214ac maximum ratings and electrical characteristics at 25 ? maximum recurrent peak reverse voltage     (v) maximum rms voltage                           (v) maximum dc blocking voltage             (v) forward current at t l  = 75 ? v rrm v rms v dc i f(av) i fsm v f i r maximum dc reverse current at rated dc blocking voltage mechanical data terminals: solder plated, solderable per iec 68-2-20. standard packaging: 4 mm. tape (eia-rs-481). weight: 0.064 g. marking code max. instantaneous  forward voltage drop at 1.0a at 0.6a ta =   25 ? ta = 100 ? maximum reverse recovery time     (0.5/1/0.25a) t rr typical junction capacitance (1mhz; -4v) c j typical thermal resistance (5x5 mm 2  x 130 ?copper area) operating junction and storage temperature range 8.3 ms. peak forward surge current (jedec method) t j  -  t stg r th (j-l) r th (j-a) 50 35 50 1.0 a 30 a 0.920 v 25 ns 8 pf 2 a 100 a 27 ?/w 75 ?/w -55 to + 150 ? jun - 03  2.0 4.2 standard soldering pad 1.25  ?0.25 5.1  ?0.3 1.25  ?0.25 year code ua fues1a 100 70 100 ub FUES1B 200 140 200 ud fues1d 0.865 v week code type no. closs

 fues1 rating and characteristic curves forward current derating curve lead temperature (?) 0 50 175 25 75 150125100 1.4 1.2 1 0.8 0.6 0.4 0.2 0 5x5mm 2  x 130   m thick copper land areas maximum non repetitive peak forward surge current 1 number of cycles at 60 hz 2 4 6 10 1004020 30 25 20 15 10 5 typical forward characteristic 0.6 0.8 1 1.2 1.4 1.6 10 v f , instantaneous forward voltage (v) t  = 25 ? j 2 1 0.2 0.1 0.01 jun - 03 typical junction capacitance 0.1 0.4 1.0 10 40 100 1 4 6 8 4 20 10 v  , reverse voltage (v) r 2 t  = 25 ? j f = 1 mhz electrical characteristics at tj = -40 ? to +150? v f 1.05 v max. forward voltage drop at i f  = 1 a i r maximum dc reverse current at rated dc blocking voltage 1500 a
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