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		  Datasheet File OCR Text:


		  bothhand usa.  e-mail: sales@bothhandusa.com http://www.bothhand usa.com   single rj45 connector module with integr ated 10/100 base-tx magnetics and leds    p/n : LU1V041-434                                                                    page : 1/2  462 boston st - topsfield, ma 01983 - phone: 978-887-8050 - fax: 978-887-5434                          x.0(02/12)  feature    z   vertical mount preliminary mechanical dwg. (10basefilter  leds? capability!)  z   operating temperature range: 0c to +70c.  z   storage temperature range: -25c to +85c.  z  recommended panel   part number standard led forward*v(max)  (typ)  3 yellow 2.6v  2.1v  4 green 2.6v 2.2v  *with a forward current 20ma   electrical specifications @ 25c   insertion loss  (db max)  part  number   turns ratio  (5%) tx/rx  ocl(uh min)  @ 100 khz/0.1v  with 8ma dc bias c w/w   (pf max)  l.l  (uh max)  rise time  10-90%  (ns typ)  0.3-100mhz  hi-pot  (vrms)  LU1V041-434 1ct:1ct  350  28  0.4  2.5  -1.15  1500  continue  return loss   (db min) tx/rx  cross talk  (db min)  cmr  (db min)  part  number  30mhz 40mhz 50mhz 60mhz 80mhz 0.3-30mhz 30- 60 mhz 60-100mhz  1-30mhz  30-60mhz 60-125mhz LU1V041-434 -16  -14 -13.5 -13  -10  -40  -35  -30  -30  -25  -20  schematic                                                                                                                                  

 bothhand usa.  e-mail: sales@bothhandusa.com http://www.bothhand usa.com   single rj45 connector module with integr ated 10/100 base-tx magnetics and leds    p/n : LU1V041-434                                                                    page : 2/2  462 boston st - topsfield, ma 01983 - phone: 978-887-8050 - fax: 978-887-5434                          x.0(02/12)    mechanical      1. plastic material    :  pbt 15% glass filled(ul 94v-0), black housing      2. metal shield  :  brass c2680-h, 20u nickel plated, t=0.25mm      3. spring wire  :  0.45mm dia. phosphor bronze with 6u gold plated      4. solder pin  :  0.4x0.4mm, phosphor bronze with solder plated      5. durability  :  300 mating cycles min.    pcb layout mounting hole(top view)                                                                                            
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