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		  Datasheet File OCR Text:


		  hrs4e series pcb power relays page 1 08/05/06  v1.0 features: ? spco contacts. ? sealed to allow washing after flow soldering. specifications: coil data: nominal voltage : 3v dc to 48v dc. nominal power consumption : 360 mw. contact data: contact arrangement : 1 form a , 1 form c. contact material : aucdo. contact rating : 10a 240v ac/24v dc. 12a 120v ac/24v dc. maximum switching voltage : 110v dc/250v ac. maximum switching current : 15a. maximum switching power : 2500va , 240w. contact resistance (initial) : 1000m ? at 6v dc 1a. life expectancy electrical : 100,000 operations at nominal load mechanical  : 10,000,000 operations. general data: minimum insulation resistance : 100m ? at 500v dc. dielectric strength : 1000v ac, 1 minute between open contacts  2500v ac, 1 minute between contacts and coil. maximum operate time : 10ms. maximum release time : 5ms. operating temperature range : -30c to +70c. shock resistance : 10g. vibration resistance : 10 - 55hz , amplitude 1.5mm.

 hrs4e series pcb power relays page 2 08/05/06  v1.0 dimensions : millimetres hrs4e characteristic data coil temperature rise timing temperature rise (c) coil power (w) coil power (w) time (ms)

 hrs4e series pcb power relays page 3 08/05/06  v1.0 maximum switching power operation (x10,000) life curve contact voltage (v) contact current (a) specification table enclosure : s = washable. nominal voltage : dc5v = 5v, dc12v = 12v, dc24v = 24v. dc5v nominal voltage hrs4e type s - enclosure part number explanation type coil nominal  (v dc) coil resistance  ( ? ? ) 10%  operate voltage  (v dc) release voltage   (v dc) coil nominal (mw) part number spco 5 70 3.75 0.50 360 hrs4e-s dc5v 12 400 9.00 1.20 hrs4e-s dc12v 24 1600 18.00 2.40 hrs4e-s dc24v contact current (a)
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