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		  Datasheet File OCR Text:


		  1p2t failsafe electromechanical rf switch specification sheet jfw model 50s-1313+xx jfw industries, inc. phone:  317-887-1340 sales@jfwindustries.com www.jfwindustries.com frequency range dc-18 ghz  configuration 1p2t failsafe (failsafe com to n.c.)  impedance 50 ohms nominal  vswr 1.10:1 maximum dc-1ghz 1.15:1 maximum 1-4ghz 1.20:1 maximum 4-8ghz 1.30:1 maximum 8-12ghz 1.35:1 maximum 12-18ghz insertion loss 0.10 db maximum dc-1ghz 0.15 db maximum 1-4ghz 0.20 db maximum 4-8ghz 0.30 db maximum 8-12ghz 0.35 db maximum 12-18ghz isolation 85 db minimum dc-1ghz 80 db minimum 1-4ghz 70 db minimum 4-8ghz 65 db minimum 8-12ghz 60 db minimum 12-18ghz switching speed 15 milliseconds  rf input power 400 watts average dc-200mhz 300 watts average 200-500mhz 200 watts average 500-1000mhz 100 watts average 1-4ghz 90 watts average 4-8ghz 70 watts average 8-12ghz 60 watts average 12-18ghz control (1 line) (energize for for com to  n.o.) +xx is either +12,+15,+24 or +28: -------------------------------- +12 vdc (11-14vdc) @ 200 ma nominal             or +15 vdc (13-17vdc) @ 160 ma nominal              or     +24 vdc (20-28vdc)@ 120 ma nominal             or     +28 vdc (24-32vdc)@ 100 ma nominal lifetime 1 million cycles minimum  jfw form  e-7-f rev f page 1 of  2 --continued--

 1p2t failsafe electromechanical rf switch specification sheet jfw model 50s-1313+xx jfw industries, inc. phone:  317-887-1340 sales@jfwindustries.com www.jfwindustries.com weight 2.5 oz. nominal dc connector solder terminals rf connector sma female operating temperature range -25oc to +65oc physical size see outline drawing 092-4496 add (-nr) for non-rohs verion. (i.e. 50s-1313+12-nr  sma)          08/18/2005       bac 08/18/2005 ecr/ecn #  date      rev  appr / date ecr/ecn #  dat e      rev  appr / date  12538   03/16/2006   a   bac 03/16/2006  17351   06/25/2009   b   bac 06/25/2009  jfw form  e-7-f rev f page 2 of  2
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