

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						TEA6330			2N390			C1710			M41T0			30000			0000MH			10806			ZHB6790			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				ALP22A103CB040 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  bhc aerovox ltd.   -  a l u m i n i u m   e l e c t r o l y t i c   c a p a c i t  o r s board mounting or solder tag terminations capacitance range ................. 47f to 150,000f capacitance tolerance ............ 20% voltage range ......................... 10v to 450v d.c. temperature range ................. -40c to +85c case sizes ............................... 25 x 35mm to 40 x 105mm this range of long life grade capacitors features a very high cv per unit volume with low e.s.r. and impedance values and high ripple currents. they are ideally suited for use in industrial and commercial applications such as switch mode power supplies and energy storage circuits. dimensions  (sleeved) mm case d l mounting clip code 1 2 for alt style aa 25 35 v2/h1 ab 25 45 v2/h1 bb 30 45 - cb 35 45 v3/h2 cd 35 55 v3/h2 db 40 45 v9 dd 40 55 v9 de 40 75 v9 df 40 105 v9                    alt  tag style alp  pin style alt23 stud mounting alp/t22 series max torque: stud m8:4nm terminations and mounting alt styles are designed for flying lead connection. alp styles are designed for printed circuit board mounting to din 41238.  for details see page 51. for details of mounting clips and stud mounting kits see page 68/69. 25mm dia can 30mm dia can hole 1 represents +ve 35mm dia can 40mm dia can alp  pin configurations alp/t22 series 48

 bhc aerovox ltd.   -  a l u m i n i u m   e l e c t r o l y t i c   c a p a c i t  o r s board mounting or solder tag terminations technical data related documents din 41240 & 41238 & 414916-7 iec 384-4 temperature range storage -55c to +85c operating -40c to +85c environmental classification 40/085/56 surge voltage 1000 surges (30 seconds) at 85c with surge voltage applied.  see electrical characteristics. charge/discharge 10 6  cycles at 25c and rated voltage.  one cycle per second with a time  constant of 0.1. d.c. leakage current after application of rated d.c. voltage for 5 minutes at 20c, the d.c. leakage current shall not exceed (0.006 c r  u r  +4) a.  where c r  is the rated capacitance in f and u r  is the rated d.c. voltage. vibration 10hz to 500hz at 0.75mm or 10g for 3x2hrs duration. insulation resistance > 100m w  at 100v d.c., across insulating sleeve. voltage proof > 2500v d.c., across insulating sleeve. ripple current the following values are approximate only, to give an indication of the effects of frequency and temperature on ripple current.  more accurate data can be obtained by referring to the application notes available from bhc aerovox. frequency correction capacitors shall withstand the rated r.m.s. ripple current as given in the tables at upper category temperature in circulating air.  for frequencies other than those shown the following multipliers should be applied to the 100hz ripple current. rated frequency (hz) voltage d.c. 50 100 500 1k >10k 0 - 25 0.89 1.0 1.05 1.06 1.07 40 - 160 0.81 1.0 1.28 1.33 1.39 200 - 450 0.75 1.0 1.54 1.70 1.89 temperature correction for ambient temperatures other than 85c the following correction factors should be employed. ambient temperature factor 30c 2.5 50c 2.1 70c 1.6 85c 1.0 n.b.  the sum of the d.c. and a.c. voltage components should not exceed the d.c. voltage rating. life expectancy at rated temperature with rated voltage and ripple current applied. can diameter (mm) life expectancy (hours) 25 12000 30 15000 35 18000 40 26000 capacitor marking the capacitors are marked with items 1 to 6 from the following list as a minimum, and as much of the remaining information as is practical. 1. rated capacitance in f 2. rated voltage d.c. 3. polarity of terminations 4. tolerance on rated capacitance 5. date code/batch code 6. bhc part number 7. environmental classification ordering information for details of ordering see page 70. alp/t22 series alp/t22 series 49

 bhc aerovox ltd.   -  a l u m i n i u m   e l e c t r o l y t i c   c a p a c i t  o r s board mounting or solder tag terminations rated cap case esr m w w w w w  at 20c  impedance m w w w w w ripple current a at 85c type number voltage f size 100hz at 20 c,10 khz 100 hz (excluding style ref) 10000 25x35 75 67 2.54 al-22a103aa010 15000 25x45 51 45 3.39 al-22a153ab010 22000 30x45 43 39 4.13 al-22a223bb010 33000 35x45 40 37 4.73 al-22a333cb010 47000 35x55 31 29 5.78 al-22a473cd010 47000 40x45 39 36 5.22 al-22a473db010 68000 40x55 30 28 6.39 al-22a683dd010 100000 40x75 22 20 8.39 al-22a104de010 150000 40x105 15 14 11.67 al-22a154df010 6800 25x35 79 69 2.48 al-22a682aa016 10000 25x45 54 48 3.30 al-22a103ab016 15000 30x45 45 40 4.04 al-22a153bb016 22000 35x45 41 37 4.67 al-22a223cb016 33000 35x55 32 29 5.69 al-22a333cd016 33000 40x45 40 37 5.15 al-22a333db016 47000 40x55 31 29 6.29 al-22a473dd016 68000 40x75 22 21 8.39 al-22a683de016 100000 40x105 16 15 11.30 al-22a104df016 4700 25x35 82 73 2.43 al-22a472aa025 6800 25x45 57 50 3.21 al-22a682ab025 10000 30x45 50 45 3.83 al-22a103bb025 15000 35x45 48 44 4.31 al-22a153cb025 22000 35x55 37 34 5.29 al-22a223cd025 22000 40x45 48 44 4.70 al-22a223db025 33000 40x55 37 34 5.75 al-22a333dd025 47000 40x75 26 24 7.73 al-22a473de025 68000 40x105 18 17 10.65 al-22a683df025 3300 25x35 82 72 2.43 al-22a332aa040 4700 25x45 57 50 3.21 al-22a472ab040 6800 30x45 52 46 3.76 al-22a682bb040 10000 35x45 50 45 4.23 al-22a103cb040 15000 35x55 39 36 5.15 al-22a153cd040 15000 40x45 50 45 4.61 al-22a153db040 22000 40x55 39 36 5.60 al-22a223dd040 33000 40x75 27 25 7.58 al-22a333de040 47000 40x105 19 17 10.37 al-22a473df040 2200 25x35 87 75 2.36 al-22a222aa063 3300 25x45 58 51 3.18 al-22a332ab063 4700 30x45 55 49 3.65 al-22a472bb063 6800 35x45 54 49 4.07 al-22a682cb063 10000 35x55 42 38 4.97 al-22a103cd063 10000 40x45 54 48 4.43 al-22a103db063 10000 40x55 42 38 5.40 al-22a103dd063 15000 40x75 30 27 7.19 al-22a153de063 22000 40x105 20 18 10.11 al-22a223df063 680 25x35 225 185 1.47 al-22a681aa100 1000 25x45 153 126 1.96 al-22a102ab100 1500 30x45 116 98 2.52 al-22a152bb100 2200 35x45 97 84 3.03 al-22a222cb100 3300 35x55 72 63 3.79 al-22a332cd100 3300 40x45 89 79 3.45 al-22a332db100 4700 40x55 68 61 4.24 al-22a472dd100 6800 40x75 47 42 5.75 al-22a682de100 10000 40x105 32 28 7.99 al-22a103df100 alp/t22 series note: values of e.s.r. and impedance quoted above are maximum 10v d.c. (11.5v surge) 16v d.c. (18.5v surge) 25v d.c.  (28.5v surge) 40v d.c (46v surge) 63v d.c.  (72.5v surge) 100v d.c. (115v surge) alp/t22 series 50

 bhc aerovox ltd.   -  a l u m i n i u m   e l e c t r o l y t i c   c a p a c i t  o r s rated cap case esr m w w w w w  at 20c  impedance m w w w w w ripple current a at 85c type number voltage f size 100hz at 20 c,10 khz 100 hz (excluding style ref) 150 25x35 424 321 1.07 al-22a151aa200 220 25x45 289 219 1.43 al-22a221ab200 330 30x45 208 161 1.88 al-22a331bb200 470 35x45 165 132 2.84 al-22a471cb200 680 35x55 121 97 3.58 al-22a681cd200 680 40x45 140 116 3.34 al-22a681db200 1000 40x55 104 87 4.19 al-22a102dd200 1500 40x75 71 59 5.71 al-22a152de200 2200 40x105 48 40 7.95 al-22a222df200 100 25x35 859 661 0.75 al-22a101aa250 150 25x45 573 441 1.01 al-22a151ab250 220 30x45 405 315 1.35 al-22a221bb250 330 35x45 290 230 2.14 al-22a331cb250 470 35x55 209 167 2.72 al-22a471cd250 470 40x45 229 186 2.62 al-22a471db250 680 40x55 166 137 3.32 al-22a681dd250 1000 40x75 113 93 4.53 al-22a102de250 1500 40x105 76 62 6.32 al-22a152df250 68 25x35 1914 1417 0.50 al-22a680aa385 100 25x45 1301 964 0.67 al-22a101ab385 150 30x45 884 659 0.91 al-22a151bb385 220 35x45 625 471 1.46 al-22a221cb385 330 35x55 426 324 1.90 al-22a331cd385 330 40x45 450 347 1.88 al-22a331db385 470 40x55 324 252 2.37 al-22a471dd385 680 40x75 223 173 3.22 al-22a681de385 1000 40x105 151 117 4.49 al-22a102df385 47 25x35 4180 3020 0.34 alp22a470aa450 68 25x45 2890 2085 0.45 alp22a680ab450 100 30x45 1980 1430 0.61 alp22a101bb450 150 35x45 1330 970 1.00 alp22a151cb450 220 35x55 910 665 1.31 alp22a221cd450 220 40x45 940 686 1.31 alp22a221db450 330 40x55 630 466 1.70 alp22a331dd450 470 40x75 440 322 2.29 alp22a471de450 680 40x105 300 222 3.18 alp22a681df450 200v d.c. (230 surge) 250v d.c. (287v surge) 385v d.c. (425v surge) 450v d.c. (495v surge) board mounting or solder tag terminations alp/t22 series note: values of e.s.r. and impedance quoted above are maximum alp mounting (din 41238) additional dummy pins are provided for stability.  note that the case and dummy pins may be at negative terminal potential. (printed circuit board hole positions).  viewed from component side. 25mm dia can 30mm dia can 35mm dia can 40mm dia can connections hole 1 represents +ve hole 5 represents -ve terminals 2,3 and 4 may be at negative terminal potential due to the presence of electrolyte.  they are intended for mechanical connections only.  it is recommended that they are soldered to the printed circuit board. alp/t22 series 51
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