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		  Datasheet File OCR Text:


		  edal   series j5, j6   silicon power rectifiers  edal series j silicon power rectifiers are ideal fo r a broad range of commercial and military uses inc luding power  supplies, ultrasonic systems, inverters, welders, e mergency generators, battery chargers, dc motors an d motion  controls these power rectifiers are stud mounted d0 9 packages. because the silicon junction is careful ly fitted with  a glass-to-metal hermetically sealed case, reliable  operations are assured even with extreme humidity  and under  other severe environmental conditions and they are  completely corrosion resistant. double diffused, pa ssivated  junction technique is utilized to assure stable uni form electrical characteristics. inherent in their  design is very low  leakage currents and excellent surge handling capab ility. series j rectifiers are available in standar d, bulk avalanche  and fast recovery types as well as in reverse polar ity. voltage ratings from 50 to 1500 volts piv.                                          specifications                              electrical ratings                   j5      j6  maximum forward current single phase half wave  case temperature  o  c            122      131  io amps               250      300  maximum surge current  single cycle amps            4500      5000  maximum forward drop at 25  o  c case    io amps             300      300    vf volts             1.2      1.1  maximum reverse current fca @ 150  o  c       10      10  maximum i 2  t (less than 8 ms)    amps  2  ? sec            84,000      104,000  reverse power for bulk avalanche (joules)        2.0      2.0  storage temperature  o  c            -65 to 200    -65 to 200  operating temperature  o  c          -65 to 190    -65 to 190  thermal impedance maximum  (junction to case)  o  c/watt maximum        .22      .17  jedec style              do 9      do 9                    piv  volts  250 amps  300 amps  50  j5a3  j6a3  100  J5B3  j6b3  200  j5c3  j6c3  250  j5d3  j6d3  300  j5e3  j6e3  350  j5f3  j6f3  400  j5g3  j6g3  500  j5h3  j6h3  600  j5k3  j6k3  700  j5m3  j6m3  800  j5n3  j6n3  1000  j5p3  j6p3  1200  j5r3  j6r3  1500  j5s3  j6s3 
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