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		  Datasheet File OCR Text:


		   mitsumi memory stick connectors cim-e31 series features 1. memory stick connector. 2. fantastic touch!  with push-in push-out eject function. 3. supports presence or absence of card detection switch. 4. ideal for portable equipment!  ultra-small, ultra-thin, and only 3.5mm high, with coupled length of 51.8mm. 5. smt and fpc (fpc is customizable)  types are available. 6. half-lock mechanism prevents card falling out, and full-lock mechanism operates when coupled. * memory stick is a registered trademark of sony corporation. connectors specifications rated voltage ac 50v (rms) rated current 0.5a withstanding voltage 500v ac (rms) 1minute insulation resistance 1000m ? min. (at 500v dc) contact resistance initial:  40m ? max.; after testing:  80m ? max. electrical characteristics how to order e31-010-21 0-a g k a- 123456789 1. series no. (e31)  2. no. of contacts (010 : 10pins)  3. housing material (21 : lcp resin)  4. housing ul grade (0 : ul94v-0)  5. contact plating (a : gold) 6. contact plating thickness (g : 0.3?)  7. contact style (k : fpc, g : angle smt)  8. package (e : tray)  9. supplementary symbol

  mitsumi memory stick connectors dimensions (1) 1.5 4  0.1 r1 3.45  0.05 44.8  0.2 (5) 45.8  0.2 0.8 1.8 7.5  0.1 36.9  0.2 1.4 12.05 21.6  0.05 26.8  0.2 1.6  0.1 2 - ?.6 +0.1 0 2 - r1.6 (32.5) 30.2  0.2 2 (0.85) 5 25.4 25.1  0.5 3  0.5 (51.8) the position in insertion the position in closet the position in ejection center of insertion center of connector material & finish  life (matching cycle) 12,000 times card insertion force 4.9n (0.5kgf)~8.83n (0.9kgf) eject force  4.9n (0.5kgf)~8.83n (0.9kgf) using temperature range - 20~+60c mechanical characteristics component parts fpc type smt type material finish material finish housing lcp resin (black) lcp resin (black) contact copper alloy gold plating copper alloy gold plating plate sus - sus - half lock sus - sus - slider case ppa resin (black) ppa resin (black) coil spring sus - sus - lock pin sus - sus - switch a copper alloy gold plating copper alloy gold plating switch b copper alloy gold plating copper alloy gold plating lock spring sus - sus - guide plate sus - spte tin plating insulated sheet  pet - pet - fpc type (1) 3.45  0.05 (2) 0.8 1.8 36.9  0.2 1.4 12.05 26.9 +0.1 - 0.2 (connector) 2 3.45 19.2 9.5 ?.5 0 - 0.1 0.8 21.6 (insertion) 26.95 1.5 1.5 (51.8) the position in attachment the position in closet the position in ejection center of insertion center of connector smt type unit: mm tolerance: ?.3 unit: mm tolerance: ?.3
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