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		  Datasheet File OCR Text:


		  h- 16 dip h hC 16 dimensions are shown: inch (mm) specifications and dimensions subject to change www.ck-components.com specifications switch function: 1 thru 10 position available. contact rating: 100 ma max. @ 5 v dc or 25 ma max.  @ 24 v dc. mechanical and electrical life: 1,000 cycles min.  @ 5 v dc 10ma. contact resistance: 50 milliohms initial max. insulation resistance: 100 v dc 100 megohms min. dielectric withstand voltage: 300 v ac for 1 minute. storage temperature: -40 to 85? operating temperature: -20 to 85? operating force: 800 grams max. solderability: flow solderable and washable  (soldering: 260 for 10 sec. max.) packaging: switches supplied in rigid dispensing tubes in full- tube quantities only, this may affect order quantity. numbers of switches per tube varies with model. tape and reel  packaging available for smt options. materials housing: pps, color black (ul94v-0). cover: pps, color black (ul94v-0). actuator: pa-6t ul94v-0). contacts: beryllium copper with gold over nickel plate. terminals: brass, gold over nickel plate. note : specifications and materials listed above ar e for switches with standard options. for information on specific and custom switches, consult customer service center . BPA series side actuated dip switches features/benefits ? side actuated contacts ? available in thru-hole or  smt models ? high pressure contact system does not require tape seal for washing ? rohs compliant & compatible typical applications ? address switch for industrial controls ? logic switching for computers and peripherals ? function controlling for numerous applications model BPA01   1 position BPA02   2 positions BPA03  3 positions BPA04  4 positions BPA05  5 positions BPA06  6 positions BPA07  7 positions BPA08  8 positions BPA09   9 positions BPA10   10 positions on position none   down  r  up         ter minations none  pcs    surface mount  packaging none   tub e    r   ta p e and reel (surface mount only) b p a b contact material b   becu,   gold over nickel plate how to order our easy build-a switch concept allows you to mix and match options to create the switch you need. below is a complete listing of options shown in catalog. to order, simply select desired option from each category and place in the appropriate box.  all switches supplied in ff?osition.                                                        

 dip h hC 17 dimensions are shown: inch (mm) specifications and dimensions subject to change www.ck-components.com BPA series side actuated dip switches side actuator Csurface mount terminals BPA08sb note: tape and reel packaging available by adding ?o end of pr oject number . rohs no. quantity part number pos. dim.   a dim.   b per tube BPA01sb 1 .176 (4,48) n/a 100 BPA02sb 2 .276 (7,0) .100 (2,54) 60 BPA03sb 3 .376 (9,6) .200 (5,08) 45 BPA04sb 4 .476 (12,1) .300 (7,62) 35 BPA05sb 5 .575 (14,6) .400 (10,16) 30 bp a06sb 6 .677 (17,2) .500 (12,70)) 25 BPA07sb 7 .776 (19,7) .600 (15,24) 20 BPA08sb 8 .878 (22,3) .700 (17,78) 20 BPA09sb 9 .976 (24,8) .800 (20,32) 15 bp a10sb 10 1.075 (27,3) .900 (22,56) 15 schematic spst 1         2          3           4          5          6           7         8 on 0.100 (2,54) pitch +.000 -.008 +.000 -.004 0.23 6 (6,0) 0.03 3 /0.04 1 (0,85/1 ,04) 0.06 3 0.02 4 (1,6+0 /-0 ,2) (0,6+0/-0,1) 1          2          3           4          5          6           7         8 c&k BPA08 0.05 5 (1,4) 5b 0.08 3 (2,1) 0.02 9 (0,75) 0.17 3 (4,4) 0.32 1 (8,15) 0.03 9 (1,0) 0.03 1 (0,8) 0.36 6 (9,3) 25 0 a b 0.32 5 (8,26) 0.100 (2,54) dim  b 0.41 0  m i n. (10,41) 0.06 0  m i n. (1,52) 0.03 1 (0,8) 0.01 0 (0,25) side actuator Cthru--ole terminals bp a08b note : reverse throw available, contact c&k for p/n and quote. rohs no. quantity p art number pos. dim.   a  dim.   b per tube bp a01b 1 .176 (4,48) n/a 100 BPA02b 2 .276 (7,0) .100 (2,54) 60 BPA03b 3 .376 (9,6) .200 (5,08) 45 BPA04b 4 .476 (12,1) .300 (7,62) 35 BPA05b 5 .575 (14,6) .400 (10,16) 30 BPA06b 6 .677 (17,2) .500 (12,70)) 25 BPA07b 7 .776 (19,7) .600 (15,24) 20 BPA08b 8 .878 (22,3) .700 (17,78) 20 BPA09b 9 .976 (24,8) .800 (20,32) 15 BPA10b 10 1.075 (27,3) .900 (22,56) 15 schematic spst 1         2          3           4          5          6           7         8 on 0.10 0 (2,54) pitch +.000 -.008 +.000 -.004 0.23 6 (6,0) 0.05 1 (1,3) 0.15 7 (4,0) 0.106 (2,7) 0.06 3 0.02 4 (1,6+0 /-0 ,2) (0,6+0/-0,2) 1         2          3           4          5          6           7         8 c&k b pa08 0.05 5 (1,4) 5b 0.08 3 (2,1) 0.02 9 (0,75) 0.17 3 (4,4) 0.32 1 (8,15) 0.03 9 (1,0) 0.01 0 (0,25) 0.29 9 /0.34 3 (7,6/8,7 ) 25 0 a b 0.100 (2,54) 0.30 0 (7,6) +.00 8 -.000 ?0.032 (0,8+0,2/-0) b                                                                                                  

 dip h hC 18 dimensions are shown: inch (mm) specifications and dimensions subject to change www.ck-components.com tape & reel packaging Csurface mount options only poles dim.   a dim.   b dim.   c dim.   d dim.   e 1 .453 (11,5) C .945 (24,0) .530 (13,45) .960 (24,4) 2 .453 (11,5) C .945 (24,0) .311 (7,9) .960 (24,4) 3 .453 (11,5) C .945 (24,0) .409 (10,4) .960 (24,4) 4 .453 (11,5) C .945 (24,0) .508 (12,9) .960 (24,4) 5 .453 (11,5) C .945 (24,0) .606 (15,4) .960 (24,4) 6 .559 (14,2) 1.118 (28,4) 1.260 (32,0) .709 (18,0) 1.275 (32,4) 7 .559 (14,2) 1.118 (28,4) 1.260 (32,0) .807 (20,5) 1.275 (32,4) 8 .795 (20,2) 1.590 (40,4) 1.732 (44,0) .894 (22,7) 1.748 (44,4) 9 .795 (20,2) 1.590 (40,4) 1.732 (44,0) 1.004 (25,5) 1.748 (44,4) 10 .795 (20,2) 1.590 (40,4) 1.732 (44,0) 1.106 (28,1) 1.748 (44,4) note : for tape and r eel packaging, add ?o end of part number. see detail  a dim. ' dim. ' 3x 120 0 40 0 ?7.48 ?(190,0) ?.512 ?(13,0) ?.827 ?(21,0) 13.0 (330) 3.937 (100,0) dim. ' 2 x .079 (2p-7p) (2 x 2.0) 2 x .11 8 (8p-10p) (2 x 3.0) .079 (2,00) .079 (2,00) .079 (2,00) .069 (1,75) 0.020 (0,5) .157 (4,00) .450 (11 ,5) .630 (16,0) .315 (8,00) 3 0 max. 3 0  max. dim ' ?012 (0,30) max. ?059 (1,50) ?012 (0,30) max. ?012 (0,30) max. .630 (16,0) 0.020 (0,5) 3 0 max. dim ' dim. ' .079 (2,00) .069 (1,75) .157 (4,00) ?059 (1,50) dim. ' dim. ' .450 (11 ,5) .315 (8,00) 3 0  max. feed direction 1 2 3 4 5 6 7 8 1 2 3 4 feed direction ?012 (0,30) max. BPA0 1 0.079 (2 , 00) 0.1 57 (4 , 0) 0.069 (1 , 75 ) dim ' a' 3 0   dim ' d' 0.3 60 0.098 (2 , 5) 0.3 15 (8 , 0) 3 0  m a x ?  0 . 059 ( ?  1 ,5 0) max 0.2 09 (5 , 3) feed direction dim ' c' 1000 500 500 500500 500 500 500 500500 qty/ reel fix-m jc marki n g la bel on end of  tu be 19 .68   0. 04 (5 0 0,0    1 ,0 ) 0.512 (1 3 ,0 ) 0.5 12 (1 3, 0) 0.079 (2 , 0) 0.020 (0 , 5) 0.197 (5 , 0) 0.433 (11 ,0 ) 0.177 (4 , 5) 0.256 (6 , 5) 0.276  .008 (7,0   0, 2) 0.071 (1 , 8) 0.079 ref. (2 , 0) 0.020 max. (0,5) typ tube packaging BPA series side actuated dip switches 1 position 2, 3, 4 & 5 positions 6, 7, 8, 9 & 10 positions                
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