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		  Datasheet File OCR Text:


		  cp800 series single phase bridge rectifiers page 1 31/05/05  v1.0 features: ? ? high surge current capability. ? ? pcb mounted/screw fixing. ? ? surge overload rating: 200 amperes peak. ? ? low forward voltage drop and reverse leakage. ? ? small size, simple installation. ? ? reliable low cost construction utilizing moulded plastic technique. mechanical data: mounting position : any. terminals            : leads solderable per mil- std-202, method 208. mounting    : through hole for a number 6  screw. maximum ratings and electrical characteristics at 25c ambient temperature unless otherwise noted; resistive or inductive load at 60hz. parameter cp802 CP806 cp808 unit maximum recurrent peak reverse voltage 200 600 800 v maximum bridge input voltage rms 140 420 560 maximum average rectified output at       t c = 50c   see figure 2                                          t a = 40c 8.0 3.0 a peak one cycle surge overload current 200 a maximum forward voltage drop per element at 4.0a dc and 25c  see figure 3 1.1 v maximum reverse leakage at rated dc blocking voltage per element at 25c see figure 4 at 100c 10.0 1.0  a ma i 2 t rating for fusing ( t cp800 series single phase bridge rectifiers page 2 31/05/05  v1.0 rating and characteristic curves forward  surge current, amperes pk (hale sine wave) number of cycles at 60hz output  current amperes ambient temperature, c figure 2 - derating curve for output rectified current instantaneous forward current, amperes instantaneous forward voltage, volts figure 3 - typical forward characteristics (25c) figure 4 - reverse characteristics instantaneous reverse current,   a percent of rated peak reverse voltage v rrm (v) maximum input voltage (v ac) i o (a) t a (c) i fsm (a) body lead part number height width/depth length spacing diameter 200 600 8 50 200 7.6 19.1 19.1 12.7 1.3  typical cp802 600 420 CP806 800 560 40 cp808 dimensions : millimetres specifications
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