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		  Datasheet File OCR Text:


		   0 radial 4 000  - 10 000h at 105c  miniaturized  low impedance, high current  switching power supply item characteristics operating temperature range (c) -55 ~ +105 voltage range (v) 6,3 ~ 63 capacitance range (f) 12 ~ 18 000 capacitance tolerance (20c, 120hz)  20% leakage current (a) after 2 minutes at 20c application of rated voltage, leakage current is not more than 0,01cv or 3, whichever is greater .   c: nominal capacitance (f)     v: rated voltage (v) dissipation factor (20c, 120hz) rated voltage (v)  6,  10 16 2    0 6  tan  (max)   0,22 0,19 0,16 0,14 0,12 0,10 0,08 for capacitances >1 000f add 0,02 to every 1 000f stability at low temperature  (impedance ratio at 120hz) rated voltage (v)                 6,3 ~ 63 z  -55c   / z  +20c      3 cd  28l   ql series useful life load life endurance test  shelf life lifetime ?  6,3 ? 8 ~ 10 ?  12 :     000h :   6 000h : 10 000h ?  8: > 250 000h ?  6,3 ? 8 ~ 10 ?  12 : 2 000h : 3 000h : 5 000h ?  6,3 ? 8 ~ 10 ?  12 : 3 000h : 5 000h : 7 000h 1   000h leakage current not more than specifed value not more than  specifed value not more than  specifed value not more than specifed  value capacity change within  30% of initial value within  20% of  initial value within  20% of initial  value within  20% of initial  value dissipation factor not more than 300% of specifed value not more than 200%  of specifed value not more than 200%  of specifed value not more than 200% of  specifed value condition: applied voltage applied current applied temperature failure rate level u r i r 105c  1% failure rate u r 1,4 x i r 40c  1% failure rate u r i r 105c guaranteed u r i r  = 0 105c u r   = 0 i r   = 0 105c  after test:  u r  to be applied  for 30min  >24h before  measurement              frequency   capacitance (f) 120hz 1khz 10khz 100khz 12 ~ 180 0,40 0,75 0,90 1,00 220 ~ 560 0,50 0,83 0,93 1,00 680 ~ 1 800 0,60 0,86 0,95 1,00 2 200 ~ 3 900 0,75 0,90 0,97 1,00 4 700 ~ 18 000 0,85 0,95 0,98 1,00 multiplier for ripple current frequency coeffcient          i a  = actual ripple current at 100khz, i r  = rated ripple current at 100khz, 105c multiplier of useful life as a function of ambient temperature and ripple current load lifetime diagram 40	 50	 60	 70	 80	 90	 100	 110 cd 28l ql series t a  (?c) i a CCC i r 2.5 2.0 1.5 1.0 0.5 0.0 x32 x16 x8 x4 x2 x1 lifetime multiplier cd  269  ph cd  284  xy cd  287 gc 125c cd  281  ll lower esr longest life cd  110 pt cd  28l  ql lowest esr 85c smaller  direct contact & support:  jianghai europe gmbh   +49 (0)2151-652088-0    info@jianghai-europe.com   www.jianghai-europe.com            v2006.2  

  1 radial v dc   (surge   voltage)   code  rated    capa- citance max    esr   20c,  120hz max    imp   20c,  100khz max    imp   -10c,  100khz max     ripple   current   105c,  100khz size   ? d x l             (v) (f) () () () (marms) (mm) 6,3   (7,2)   0j 150 1,95 0,50 1,0 175 5 x 11,5 330 0,885 0,25 0,50 290 6,3 x 11,5 470 0,621 0,18 0,36 400 6,3 x 15 680 0,430 0,12 0,24 555 8 x 11,5 820 0,356 0,090 0,18 760 10 x 12,5 1   000 0,292 0,090 0,18 730 8 x 16 1   200 0,244 0,080 0,16 810 8 x 20 0,244 0,068 0,14 1   050 10 x 16 1   500 0,195 0,052 0,104 1   220 10 x 20 2   200 0,145 0,045 0,090 1   440 10 x 25 2   700 0,118 0,037 0,074 1   690 10 x 30 3   300 0,105 0,038 0,076 1   660 12,5 x 20 3   900 0,089 0,030 0,060 1   950 12,5 x 25 4   700 0,080 0,025 0,050 2   310 12,5 x 30 5   600 0,072 0,022 0,044 2   510 12,5 x 35 0,072 0,029 0,058 2   210 16 x 20 6   800 0,063 0,017 0,034 2   870 12,5 x 40 0,063 0,022 0,044 2   560 16 x 25 0,063 0,028 0,056 2   490 18 x 20 8   200 0,059 0,019 0,038 3   010 16 x 31,5 10   000 0,054 0,017 0,034 3   150 16 x 35,5 0,054 0,020 0,040 2   740 18 x 25 12   000 0,049 0,015 0,030 3   710 16 x 40 0,049 0,018 0,036 3   330 18 x 31,5 15   000 0,045 0,016 0,032 3   680 18 x 35,5 18   000 0,042 0,015 0,030 3   800 18 x 40 10   (13)   1a 100 2,52 0,50 1,0 175 5 x 11,5 220 1,15 0,25 0,50 290 6,3 x 11,5 330 0,764 0,18 0,36 400 6,3 x 15 470 0,537 0,12 0,24 555 8 x 11,5 680 0,371 0,090 0,18 730 8 x 16 0,371 0,090 0,18 760 10 x 12,5 1   000 0,252 0,080 0,16 810 8 x 20 0,252 0,068 0,14 1   050 10 x 16 1   200 0,210 0,052 0,104 1   220 10 x 20 1   500 0,168 0,045 0,090 1   440 10 x 25 1   800 0,140 0,037 0,074 1   690 10 x 30 2   200 0,127 0,038 0,076 1   660 12,5 x 20 3   300 0,093 0,030 0,060 1   950 12,5 x 25 3   900 0,079 0,025 0,050 2   310 12,5 x 30 0,079 0,029 0,058 2   210 16 x 20 4   700 0,071 0,022 0,044 2   510 12,5 x 35 5   600 0,064 0,017 0,034 2   870 12,5 x 40 0,064 0,022 0,044 2   560 16 x 25 0,064 0,028 0,056 2   490 18 x 20 6   800 0,057 0,019 0,038 3   010 16 x 31,5 0,057 0,020 0,040 2   740 18 x 25 8   200 0,054 0,017 0,034 3   150 16 x 35,5 0,054 0,018 0,036 3   330 18 x 31,5 10   000 0,049 0,015 0,030 3   710 16 x 40 0,049 0,016 0,032 3   680 18 x 35,5 12   000 0,046 0,015 0,030 3   800 18 x 40 ratings for cd  28l  ql   series  v dc   (surge   voltage)   code  rated    capa- citance max    esr   20c,  120hz max    imp   20c,  100khz max    imp   -10c,  100khz max     ripple   current   105c,  100khz size   ? d x l             (v) (f) () () () (marms) (mm) 16   (20)   1c 47 4,52 0,50 1,0 175 5 x 11,5 100 2,13 0,25 0,50 290 6,3 x 11,5 220 0,965 0,18 0,36 400 6,3 x 15 330 0,644 0,12 0,24 555 8 x 11,5 470 0,452 0,090 0,18 730 8 x 16 0,452 0,090 0,18 760 10 x 12,5 560 0,379 0,080 0,16 810 8 x 20 680 0,313 0,068 0,14 1   050 10 x 16 1   000 0,213 0,052 0,104 1   220 10 x 20 1   200 0,177 0,045 0,090 1   440 10 x 25 1   500 0,142 0,037 0,074 1   690 10 x 30 0,142 0,038 0,076 1   660 12,5 x 20 2   200 0,109 0,030 0,060 1   950 12,5 x 25 2   700 0,089 0,025 0,050 2   310 12,5 x 30 0,089 0,029 0,058 2   210 16 x 20 3   300 0,081 0,022 0,044 2   510 12,5 x 35 3   900 0,069 0,017 0,034 2   870 12,5 x 40 0,069 0,022 0,044 2   560 16 x 25 0,069 0,028 0,056 2   490 18 x 20 4   700 0,063 0,019 0,038 3   010 16 x 31,5 0,063 0,020 0,040 2   740 18 x 25 5   600 0,057 0,017 0,034 3   150 16 x 35,5 0,057 0,018 0,036 3   330 18 x 31,5 6   800 0,051 0,015 0,030 3   710 16 x 40 8   200 0,049 0,016 0,032 3   680 18 x 35,5 10   000 0,046 0,015 0,030 3   800 18 x 40 25   (32)   1e 47 3,96 0,50 1,0 175 5 x 11,5 100 1,86 0,25 0,50 290 6,3 x 11,5 150 1,24 0,18 0,36 400 6,3 x 15 220 0,845 0,12 0,24 555 8 x 11,5 330 0,563 0,090 0,18 730 8 x 16 0,563 0,090 0,18 760 10 x 12,5 390 0,477 0,080 0,16 810 8 x 20 470 0,396 0,068 0,14 1   050 10 x 16 680 0,274 0,052 0,104 1   220 10 x 20 820 0,227 0,045 0,090 1   440 10 x 25 1   000 0,186 0,037 0,074 1   690 10 x 30 0,186 0,038 0,076 1   660 12,5 x 20 1   500 0,124 0,030 0,060 1   950 12,5 x 25 1   800 0,104 0,025 0,050 2   310 12,5 x 30 0,104 0,029 0,058 2   210 16 x 20 2   200 0,097 0,022 0,044 2   510 12,5 x 35 0,097 0,028 0,056 2   490 18 x 20 2   700 0,079 0,017 0,034 2   870 12,5 x 40 0,079 0,022 0,044 2   560 16 x 25 3   300 0,073 0,019 0,038 3   010 16 x 31,5 0,073 0,020 0,040 2   740 18 x 25 3   900 0,062 0,017 0,034 3   150 16 x 35,5 0,062 0,018 0,036 3   330 18 x 31,5 4   700 0,057 0,015 0,030 3   710 16 x 40 0,057 0,016 0,032 3   680 18 x 35,5 5   600 0,053 0,015 0,030 3   800 18 x 40 custom products are available on request. cd  28l   ql series  direct contact & support:  jianghai europe gmbh   +49 (0)2151-652088-0    info@jianghai-europe.com   www.jianghai-europe.com            v2006.2

  2 radial v dc   (surge   voltage)   code  rated    capa- citance max    esr   20c,  120hz max    imp   20c,  100khz max    imp   -10c,  100khz max     ripple   current   105c,  100khz size   ? d x l             (v) (f) () () () (marms) (mm) 35   (44)   1v 33 4,83 0,50 1,0 175 5 x 11,5 56 2,85 0,25 0,50 290 6,3 x 11,5 100 1,60 0,18 0,36 400 6,3 x 15 150 1,062 0,12 0,24 555 8 x 11,5 220 0,724 0,090 0,18 730 8 x 16 0,724 0,090 0,18 760 10 x 12,5 270 0,590 0,080 0,16 810 8 x 20 330 0,483 0,068 0,14 1   050 10 x 16 470 0,339 0,052 0,104 1   220 10 x 20 560 0,285 0,045 0,090 1   440 10 x 25 680 0,235 0,037 0,074 1   690 10 x 30 0,235 0,038 0,076 1   660 12,5 x 20 1   000 0,160 0,030 0,060 1   950 12,5 x 25 1   200 0,133 0,025 0,050 2   310 12,5 x 30 0,133 0,029 0,058 2   210 16 x 20 1   500 0,107 0,022 0,044 2   510 12,5 x 35 1   800 0,089 0,017 0,034 2   870 12,5 x 40 0,089 0,022 0,044 2   560 16 x 25 0,089 0,028 0,056 2   490 18 x 20 2   200 0,085 0,019 0,038 3   010 16 x 31,5 0,085 0,020 0,040 2   740 18 x 25 2   700 0,069 0,017 0,034 3   150 16 x 35,5 0,069 0,018 0,036 3   330 18 x 31,5 3   300 0,065 0,015 0,030 3   710 16 x 40 0,065 0,016 0,032 3   680 18 x 35,5 3   900 0,055 0,015 0,030 3   800 18 x 40 50   (63)   1h 22 6,03 0,90 1,8 155 5 x 11,5 47 2,83 0,45 0,9 260 6,3 x 11,5 68 1,96 0,31 0,62 360 6,3 x 15 100 1,33 0,22 0,44 485 8 x 11,5 120 1,106 0,16 0,32 635 8 x 16 1,106 0,16 0,32 620 10 x 12,5 180 0,737 0,12 0,24 730 8 x 20 0,737 0,13 0,26 850 10 x 16 220 0,603 0,088 0,18 1   050 10 x 20 330 0,402 0,073 0,15 1   250 10 x 25 390 0,341 0,054 0,11 1   500 10 x 30 0,341 0,059 0,12 1   480 12,5 x 20 560 0,237 0,044 0,088 1   840 12,5 x 25 680 0,196 0,039 0,078 2   220 12,5 x 30 0,196 0,048 0,096 1   840 16 x 20 820 0,162 0,033 0,066 2   290 12,5 x 35 0,162 0,042 0,084 1   980 18 x 20 1   000 0,133 0,029 0,058 2   500 12,5 x 40 0,133 0,034 0,068 2   240 16 x 25 1   200 0,111 0,028 0,056 2   700 16 x 31,5 0,111 0,029 0,058 1   610 18 x 25 1   500 0,089 0,025 0,050 2   800 16 x 35,5 1   800 0,074 0,021 0,042 3   200 16 x 40 0,074 0,025 0,050 3   000 18 x 31,5 2   200 0,073 0,023 0,046 3   100 18 x 35,5 2   700 0,059 0,020 0,040 3   400 18 x 40 ratings for cd  28l  ql   series  cd  28l   ql series v dc   (surge   voltage)   code  rated    capa- citance max    esr   20c,  120hz max    imp   20c,  100khz max    imp   -10c,  100khz max     ripple   current   105c,  100khz size   ? d x l             (v) (f) () () () (marms) (mm) 63   (79)   1j 12 8,85 1,9 4,0 145 5 x 11,5 22 4,83 1,0 2,0 240 6,3 x 11,5 39 2,73 0,61 1,4 330 6,3 x 15 68 1,57 0,34 0,75 405 8 x 11,5 100 1,062 0,27 0,65 535 8 x 16 1,062 0,26 0,51 540 10 x 12,5 120 0,885 0,19 0,38 600 10 x 16 150 0,708 0,21 0,52 690 8 x 20 180 0,590 0,15 0,29 890 10 x 20 220 0,483 0,13 0,26 1   050 10 x 25 330 0,322 0,090 0,18 1   300 10 x 30 0,322 0,085 0,17 1   290 12,5 x 20 390 0,273 0,070 0,14 1   720 12,5 x 25 470 0,226 0,055 0,11 2   090 12,5 x 30 0,226 0,059 0,12 1   770 16 x 20 680 0,157 0,047 0,094 2   270 12,5 x 35 0,157 0,050 0,100 2   160 16 x 25 0,157 0,055 0,110 2   290 18 x 20 820 0,130 0,042 0,084 2   560 12,5 x 40 0,130 0,043 0,086 2   670 16 x 31,5 0,130 0,043 0,086 2   590 18 x 25 1   000 0,107 0,036 0,072 2   770 16 x 35,5 1   200 0,089 0,030 0,060 2   850 16 x 40 0,089 0,032 0,064 2   950 18 x 31,5 1   500 0,071 0,030 0,060 3   100 18 x 35,5 1   800 0,059 0,025 0,050 3   210 18 x 40 c = actual capacitance of each temperature at 100hz co = capacitance at 20c, 100hz,  capacitance ratio as a function of temperature (typical curve) capacitance ratio  - 55	 - 40	 - 25	 -10	 20	 55	 85	 105 25v 3 900f t (c) 1,20 1,10 1,00 0,90 0,80 0,70 0,60 c/co z = actual impedance of each frequency at 20c  zo = impedance at 100khz, 20c,  impedance ratio as a function of frequency impedance ratio 	100	 1 000	 10 000	 100 000 f (hz) z/zo 100 10 1.0 0.1 25v 1 000f 63v 2 20f custom products are available on request.  direct contact & support:  jianghai europe gmbh   +49 (0)2151-652088-0    info@jianghai-europe.com   www.jianghai-europe.com            v2006.2

 8 part number system ec r 1c pt 101 m ff 2  0611 je xxxxx technology terminal  type rated voltage  code series code capacitance  code (in f) capacitance  tolerance lead form terminal/   pitch size dimension for specials only ec = electrolytic           capacitor  smd   = v for coding  please refer  to the pages  of  ratings cd  vs = bs 0,47 = r47 20%   = m smd: 4x7   = 0407 radial   = r cd  vh = vh 1,0 = 010 10%  = k taped   = ff terminal   = t2 5x11,5   = 0511 pc = polymer            capacitor   snap-in   = s cd  vz = vz 2,2 = 2r2  +30 / -10% = q radial: 6,3x11,5   = 0611 cd  261 = lk 100 = 101  +50 / -10% = t long lead   = ll 2,0mm   = 20 35x80   = 3580 cd  261x = qx 1   000 = 102 cut   5,0mm   = cb 2,5mm   = 25 45x100   = 45100 cd  262 = qm 10   000 = 103 cut    ,  mm   =  cc 3,5mm   = 35 cd  26    = bk cut   4,0mm   = cd 5,0mm   = 50 cd  269 = ph cut   3,5mm   = ce 7,5mm   = 75 cd  281 = ll cut   3,0mm   = cf 10,0mm   = 10 cd  28  = xy on request: alternative lead forms               (axial, 90 - angle, others) 12,5mm   = 12 cd  287 = gc cd  28l = ql snap-in: cd  29  = bz 4,0mm pin length    = t4 2 pin   = p2 cd  29  = bw 6,  mm pin length    = t6 3 pin   = p3 cd  29  = bc soldering pin    = s4 4 pin   = p4 cd  296 = kc 5 pin   = p5 cd  297 = bb preferred cd  299 = pg cd  29d = hr cd  29h = qh cd  29l = ql hcp = cp hpm = pm hvc = vc order code  smd, radial, snap-in technical specifcation  smd type   dimensions ? d x l  x  ,   x  ,  6,  x  ,  6,  x 7,7 8 x 10,  8 x 11,8 10x10,  10x12,7 a 1,8 2,1 2,4 2,5 2,9 2,9 3,2 3,2 b 4,3 5,3 6,6 6,6 8,3 8,4 10,3 10,4 c 4,3 5,3 6,6 6,6 8,3 8,4 10,3 10,4 e 1,0 1,3 2,2 2,2 3,1 3,1 4,5 4,5 l 5,4 5,4 5,4 7,7 10,5 11,8 10,5 12,7 w 0,5 - 0,8 0,7 - 1,1 in mm size (dxl) w  0,  a  0,2 b  0,2 p  0,1 t2  0,2 f  0,1 t1  0,1 4 x 5,4 12,0 5,0 5,0 8,0 5,8 5,5 0,4 5 x 5,4 12,0 6,0 6,0 12,0 5,8 5,5 0,4 6,3 x 5,4 16,0 7,0 7,0 12,0 5,8 7,5 0,4 6,3 x 7,7 16,0 7,0 7,0 12,0 8,4 7,5 0,4 8 x 10,5 24,0 8,7 8,7 16,0 11,0 11,5 0,5 8 x 11,8 24,0 8,7 8,7 16,0 12,3 11,5 0,5 10 x 10,5 24,0 10,7 10,7 16,0 11,0 11,5 0,5 10 x 12,7 24,0 10,7 10,7 16,0 14,0 11,5 0,5 in mm taping dimensions diameter w d 4; 5 14  1 50  1 6,3 18  1 50  1 8; 10 25  1 50  1 polymer 25  1 80  1 in mm for more details or soldering profles of radials or polymer-capacitors  please contact our local sales offces. allowable range of peak temperature size t (c) t (second) t 1  (second) ?     4 ~   6,3 250 90 40 ?  8 x 10,5 240 90 30 ? 10 x 10,5 235 60 30 soldering profle  (aluminium electrolytic capacitors)  direct contact & support:  jianghai europe gmbh   +49 (0)2151-652088-0    info@jianghai-europe.com   www.jianghai-europe.com            v2006.2

 9 part number system l l  7 l  11 ? d 3 4 5 6,3 8 5 6,3 8 10 12,5 16 18 20 22 25 f 1 1,5 2,0 2,5 3,5 2,0 2,5 3,5 5,0 7,5 10,0 12,5 ? d 0,4 0,45 0,5 0,6 0,8 1,0 a max 1,0 2,0 in mm dimensions for loose, long-lead type,  (bulk) order code: ll dimensions for ammopack taping order code: ff (fd) code case range dimensions form ammopack ? d l (max) h  0,75 ho  0,5 f  0,5 p  0,1 ff 4 ~ 6 13 18,5 - 2,5 12,7 a 8 13 18,5 - 3,5 12,7 4 ~ 8 7 17,5 16 5 12,7 b 5 ~ 6,3 13 18,5 8 22 20,0 10 22 18,5 - a 12,5 27 18,5 - 15,0 fd 12,5 27 18,5 - 25,4 c ff 16 ~ 18 27 18,5 - 7,5 30,0 in mm dimensions for loose, short cut leads,  (bulk) order code: cc (cb,cd,ce,cf) straight lead bended lead code cb cc cd ce cf i  5,0  0,5 4,5  0,5 4,0  0,5 3,5  0,5 3,0  0,5 in mm preferred form a form b form c technical specifcation  radial type 2.5max  direct contact & support:  jianghai europe gmbh   +49 (0)2151-652088-0    info@jianghai-europe.com   www.jianghai-europe.com            v2006.2
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