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		  Datasheet File OCR Text:


		  IMC-1008 vishay dale document number 34041 revision 10-sep-02 www.vishay.com 54 for technical questions, contact  magnetics@vishay .com description 10nh inductance value IMC-1008 model   5% inductance tolerance high frequency, surface mount inductor features  high self-resonant frequency values.  high q values at higher frequencies.  wirewound construction.  tape and reel packaging for automatic handling, 2000/ reel.  compatible with vapor phase and infrared reflow soldering. electrical specifications inductance range:   3.3nh to 22,000nh. inductance tolerance:   0.3nh for 3.3nh.   5% for 6.8nh to 22,000nh. operating temperature:   - 40  c to 125  c. core material:   ceramic from 3.3nh to 1000nh. ferrite from 1200nh to 22,000nh. test equipment  inductance and q measured on hp4286a.  srf measured on hp8753d. standard electrical specifications test test self- rated freq. freq.   resonant dcr dc ind. l q q freq. min. max. current (nh) tol. (mhz) min. (mhz) (mhz) (ohms) (ma) 3.3 0.3nh 100 50 1000 6000 0.06 600 6.8   5% 100 50 1000 5500 0.06 600 8.2   5% 100 50 1000 5500 0.06 600 10   5% 100 50 1000 4300 0.08 600 12   5% 100 60 500 3600 0.08 600 15   5% 100 60 500 2700 0.08 600 18   5% 100 60 350 2700 0.10 600 22   5% 100 60 350 2500 0.10 600 27   5% 100 60 350 1800 0.10 600 33   5% 100 60 350 1700 0.10 600 39   5% 100 60 350 1500 0.10 600 47   5% 100 60 350 1500 0.10 600 56   5% 100 60 350 1350 0.12 600 68   5% 100 60 350 1300 0.15 600 82   5% 100 60 350 1100 0.18 600 100   5% 100 60 350 1100 0.18 500 120   5% 25 50 100 950 0.20 500 150   5% 25 50 100 880 0.22 500 180   5% 25 50 100 800 0.33 500 220   5% 25 45 100 730 0.45 500 270   5% 25 45 100 650 0.75 500 330   5% 25 45 100 570 0.90 500 390   5% 25 45 100 530 1.20 400 470   5% 25 45 100 480 1.30 400 560   5% 25 45 100 430 1.45 300 680   5% 25 45 100 380 2.45 200 820   5% 25 45 100 350 2.75 150 1000   5% 25 35 50 310 3.60 90 1200   5% 7.96 30 7.96 230 1.20 230 1500   5% 7.96 30 7.96 182 1.30 220 1800   5% 7.96 30 7.96 135 1.45 210 2200   5% 7.96 30 7.96 105 1.55 200 2700   5% 7.96 30 7.96 70 1.70 195 3300   5% 7.96 30 7.96 55 1.90 185 3900   5% 7.96 30 7.96 48 2.10 180 4700   5% 7.96 30 7.96 43 2.30 175 5600   5% 7.96 25 7.96 42 2.60 170 6800   5% 7.96 25 7.96 39 2.80 165 8200   5% 7.96 25 7.96 36 3.05 160 10,000   5% 2.52 20 2.52 33 3.50 155 12,000   5% 2.52 20 2.52 30 3.80 150 15,000   5% 2.52 20 2.52 26 4.40 140 18,000   5% 2.52 20 2.52 24 4.80 130 22,000   5% 2.52 20 2.52 22 5.50 125 ut 0.02 0.063    0.008 [0.5] [1.60    0.2] l w s u t lws 0.098    0.008 0.079    0.008 0.020    0.008 [2.50    0.2] [2.00    0.2] [0.50    0.2] dimensions  in inches [millimeters] sap part numbering guidelines (internal) product family size see the end of this data book for conversion tables inductance      value package    code tol. imc 1 008 sy 10n j  

 www.vishay.com 55 IMC-1008 vishay dale document number 34041 revision 10-sep-02 for technical questions, contact  magnetics@vishay .com performance graphs IMC-1008 IMC-1008 frequency mhz reel dimensions tape dimensions recommended pattern model a b t IMC-1008 0.087 0.110 0.071 [2.2] [2.80] [1.8] model a b c IMC-1008 0.047 0.150 0.100 [1.20] [3.8] [2.54] a b c tape and reel specifications  in inches [millimeters] q vs frequency frequency mhz q inductance vs frequency inductance nh 0.08    0.02 [2.0    0.5] 0.08    0.02 [2.0    0.5] 0.51    0.02  [13.0    0.5] 0.55    0.04 [14.0    1.0] 0.83    0.03  [21.0    0.8] 7.0    0.08 [178.0    2.0] model units per reel IMC-1008 2000 0.07    0.002 [1.75    0.05] a    0.004 [   0.1] 0.158    0.004 [4.0    0.1] b    0.004 [   0.1] t 0.315    0.008 [8.0    0.2] 0.158    0.004 [4.0    0.1] 0.08    0.002 [2.0    0.05] 0.1    0.002 [0.3    0.05]   0.002 [   0.05] 0.14    0.002 [3.5    0.05] 1 10 100 1000 10000 1 10 100 1000 10000 3.3nh 18nh 390nh 100nh 47nh 18000nh 100000 3900nh 1000nh 0 40 80 100 120 1 10 100 1000 10000 60 20 3.3nh 18nh 390nh 100nh 47nh 18000nh 3900nh 1000nh high frequency, surface mount inductor
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