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		  Datasheet File OCR Text:


		  90 60 30 standard wall or optional  ceiling mount. option:  c1  (ceiling mount) m aximum 40w for ceiling mount 4  a.d.a. compliant. ul. wet location. certification mounting  specification nautilux wall mount NT610 . nt615 all exposed cast aluminum components are made of non corrosive  pure aluminum copper free (aluminum is less than .1% copper  content.#356 alloy.)  finish: all polyester powder baked coatings preceded with  a 5 baths preparation process. meets military grade  mil-c781706 with a 2000 hours salt spray test. - pulse rated medium base porcelain socket. - 75w/600v thermoplastic compact fluorescent socket.  - one-piece molded silicone  gasket with memory retention. - high power factor cwa ballast. or 98% p.f.electronic smart       ballast with end of life detection for compact fluorescent. - all stainless steel hardware. - all moving and removable parts are sealed with a    memory retention silicone gasket.  1-  one piece cast aluminum luminaire housing. 2-  semi-specular aluminum reflector. 3-  white translucent acrylic diffuser. 4-   NT610:  one piece cast aluminum cross blades guard.       nt615:  open cast aluminum lens frame. 1 3 2 4 c ross view plane  view max. max. weight: 7 lbs. installation: mounts over a standard  4?octagonal electrical box with 3 1/2?c/c mounting holes. luminis  [ usa ] - 3555 nw 53rd court, fort lauderdale, fl.33309       tel: 954 .717 .4155     fax: 954  .  717 . 4157         web: www.luminis.com luminis  [ canada ] - 87 c brunswick d.d.o. q.c. canada h9b 2j5 sept. 2006  rev. feb.2007 toll free: 888 .401 .6999 (lamps by others) light source selection 120 v  standard factory prewired  (if no voltage is specified)  model# v oltage f inish o ptions NT610 nt615 347 v (to specify)           s mart ballast 120/277 comp. fluo. luminaires may be altered  for design improvements or discontinued without prior notice. cf (gx24q) single lamp f118  f126 f132 cf (gx24q) two lamps f218  f226 inc.  (t10) t 6 0 (60w) standard selection wht :snow white bkt : jet black bzt : bronze grt : titanium gray dgt : gun metal cht : champagne mst : matte silver gnt : forest green optional colors cs :   custom color ral : ral# color (refer to color chart) separate updated technical  specification  sheets with related  models and light sources with  i.e.s formatted photometry are  available on  www.luminis.com. l u m i i n s photometry for options details and specifications,  please refer to page  72 page  67       accessories swk : surface mount  connection box. c1 : surface ceiling  mounting kit. max. 40w NT610 nt615

 luminis  [ usa ] - 3555 nw 53rd court, fort lauderdale, fl.33309       tel: 954 .717 .4155     fax: 954  .  717 . 4157         web: www.luminis.com luminis  [ canada ] - 87 c brunswick d.d.o. q.c. canada h9b 2j5 nautilux toll free: 888 .401 .6999 3 amps. in line protection fuse,  factory installed with the pole  or inside fixture when pole is  not required. i n line fuse option:  fs ph1 - 120v ph2 -  208 /277v light photo sensor photo electric sensor,  factory installed with the pole  or inside fixture when pole is  not required. option: general notes: please specify selected option as a suffix to the specified model number. ex:nt100-m100-wht- pc1 each model is provided with a listing of compatible options.some options may not be compatible  when used  in the same luminaire. this information is indicated when it is applicable. luminaires may be altered  for design improvements or discontinued without prior notice. polycarbonate  lens diffuser max: 50w option:  pc1 1 1/2" deep luminaire matching  connection box for surface conduit  feed. (2) 7/8" dia. k.o. @ 180 deg. surface connection box  option:  swk high impact acrylic lens diffuser. max: 50w square lens diffuser. option:  pc6 white translucent round  diffuser. option:  pc2 high impact acrylic lens diffuser. max: 50w c eiling surface mount conversion kit.  maximum wattage 2x32w compact  fluorescent. (factory installed.) ceiling surface mounting option:  c quartz restrike  standby lamp kit max.100w dc  bayonet type quartz lamp restrike option:  qrs emergency line quartz lamp  option:  qs quartz lamp socket for  separate emergency  line. max.100w dc  bayonet type polycarbonate  lens diffuser max: 50w white translucent oblong  diffuser. option:  pco l u m i i n s optional  accessories page  72 sept. 2006  rev. feb.2008 satin anodized  corrugated  reflector  surface. alternate regressed  reflector. option:  r2 e mergency battery back-up em42 / em42s one lamp: 26w: 450 lmns.. 32w: 575 lmns. 42w: 750 lmns. t ime: 90 mnts -120/277v / t 0?c for 57w & 70w:  (remote installation only) consult factory hot single pole test switch (breaking the connection) blk wht wht com em  ballast note: em42 option is supplied  with integral test switch and  pilot light. em42s is supplied with  additional wiring for  external remotely installed  test switch and pilot light. please refer to luminaire  specification sheet option  listing. ac ballast black /120v (factory wired) orange/277v (cap unused lead.) em42s  wiring em42  wiring em ballast wiring  diagram for  120v   factory connection. white translucent round  diffuser.       accessories pc1 : polycarbonate lens  diffuser. (max.50w) swk : surface mount  connection box.        electrical em42s: 1 lamp (26/32/42w)  fs: fuse ph1 : 120v photo cell ph2 : 208/277v photo cell qs: standby lamp socket. qrs: h.i.d. lamp restrike  
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