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		  Datasheet File OCR Text:


		                                                     technical data sheet    6 lake street, lawrence, ma 01841  1-800-446-1158 / (978) 620-2600 / fax: (978) 689-0803  website: http: //www.microsemi.com    switching diode  ? metallurgically bonded   ? hermetically sealed    ? double plug construction      qualified per mil-prf-19500/118     lds-0034 rev. 1 (072072)          page 1 of 1   devices      1n5195ur        qualified levels  jan  jantx  jantxv     maximum rating at 25c   operating temperature:   storage temperature:   surge current, sine, 8.3ms:   total power dissipation, 25c:   max. operating current, 25c:   d.c. reverse voltage (vrwm):    -65c to +175c   -65c to +175c   2a   500mw   200ma   180v   dc electrical characteristics  v f  i r   ambient  (c)  i f   ma  min  v  max  v  ambient  (c)    v (dc)  min  a  max  a  25 100 0.8 1.0 25 180 - 0.025  -55 100 -  1.2  25 200 - 1.0       150 180 - 5.0                 design data      case:  hermetically sealed glass package per mil- prf-19500/118 do-213aa outline      lead material:  copper clad steel      lead finish:  tin / lead      thermal impedance (z  jx ):  70c/w maximum      polarity:  cathode end is banded                      .063" - .067"  1.60mm - 1.70mm     .016" - .022"  .41mm - .55mm     min .001"  .03mm     .130" - .146"  3.30mm - 3.70mm    
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