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		  Datasheet File OCR Text:


		  features flat  panel monitors all product specifications are subject to change without notice  last updated : 02-nov-2006   specifcations general ?   input voltage:      24~48v dc 10% ?   operating temperature:    -10 ~ 50? c ?   storage temperature:     -40 ~ 85? c ?   operating humidity :      5 ~ 95% ?   storage humidity :       5 ~ 95% ?   voltage tolerance (output):    5% ?   over load protection (olp):   110 ~ 160% ?   min load:     0a ?   max load:     5a ?   over voltage protection (ovp): 115 ~ 165% ?   safety standards:      ul en60950-1, cb en60950-1 2001, emc ?   input connector:      deca mc211-f103 ?   output connector:      goal ray eh003-157 ?   dimension: ( wxhxd ) :      61.00 x 35.4 x 168.5 mm (2.4 x 1.39 x 6.63) ?   weight:      net (0.35kg), gross (0.38kg) introduction PWR-246E is an industrial dc to dc converter specifically designed for fpm applications which require a dc input power source. users can change the standard ac power input  adapter to dc without making changes to the existing panel. it has same mounting dimensions as the ac adapter bracket, and also allows users to change from ac to dc easy.  additionally, the whole chassis is stainless steel.  ?   robust design with stainless steel chassis ?   great reliability ?   efficiency: 80% typical at full load ?   compact-economical ?   supports all advantech flat panel monitors ?   meets ce, fcc, cb, & ccc certifications ?   rohs compliant PWR-246E industrial dc to dc converter   w/24-48vdc power input output   ?   o/p volts  adj.%   12v5% ?   load (current)   min   0a   rated   5a   max   5a   ?   ripple & noise   n/a ?   line reg.   5%@ 10% full load   ?   load reg.   -  ?   efficiency   80% min. ?   o.v.p. trip point   n/a                   pin assignments 1.gnd  2.vin  3.chassis gnd ordering information ?   PWR-246E   ind. dc to dc converter w/24-48vdc power input

 www.advantech.com/products online download dimensions unit: mm  mounting with fpm products fpm-3060g fpm-2150g fpm-3170g/3171g fpm-3120g fpm-3150g fpm-3190g/3191g PWR-246E
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