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		  Datasheet File OCR Text:


		  35 m e d i u m   p o w e r   a u t o m o t i v e   r e l a y fea tures l  direct pcb mountable l  cost ef fective l  suitable for various loads l  miniature size applica tion l  t urn signal & hazard warning lights l  flashers l  wiper controls l  head lamp control l  starter motors l  security systems contact configuration : 1a/1c 1a 1a contact material : silver nickel palladium copper*/ silver nickel silver t in oxide 0 contact rating at 23 c - 12vdc : 12a/8a(res.) 360w (lamp) 20a (lamp) 24vdc : 6a / 4a (res.) 180w (lamp) 10a (lamp) 6 5 5 electrical life operations min. : 1 x 10 1 x 10 2 x 10 7 7 7 mechanical life operations min. : 1 x 10 1 x 10 1 x 10 contact v oltage dr op at 10 a (min) : 60mv 100mv 60mv ma ximum switching curr ent : 50a 50a 50a @ 12.8 vdc f or 3 sec. technical  da t a  for cont act side : r e s i s t i v e   /   i n d u c t i v e   l o a d ge ne ra l  da t a  fo r  co il  s id e nominal coil power : 1.6w (appr ox) operating power : 1.9w (appr ox) operate t ime** : 10 milli seconds release t ime** : 5 milli seconds ** at nominal voltage without coil suppr ession (excluding bounce) 0 0 ambient t emperatur e : -40 c to +85 c 0 ma ximum t emperatur e : 155 c dielectric str ength : 500vrms insulation resistance : 100 meg. ohms min. at 500 vdc,  0 25 c rh 50 v ibration resistance (without : 10-100hz 20 - 40g change in  switching state>10s) shock resistance (without : 30g, 8ms change in  switching state>10s) opera ting conditions circuit  diag ram com no coil com no coil 1  form   c 1  form  a   nc *the moving contact (pdcu) must be connected to positive polarit y h e a d   l a m p l o a d s i n d i c a t o r   l a m p   l o a d model : 3501/3531 3521 3541 ar eas of application  
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