

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						TA7806SB			EPSA1			UR6HCPS2			TFS101			VD50P			5L10B			6052M			MAX4420			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				CPFC8D55 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  1  features  9.3  9.0mm max.(l  w), 6.0mm max. height.   operating temperature range: -25  ~+85  .  rohs compliance.  custom design is available.  applications ideally used as emc and xdsl co common mode choke. common mode choke common mode choke common mode choke common mode choke CPFC8D55 / ms CPFC8D55 / ms CPFC8D55 / ms CPFC8D55 / ms     dimensions     shapes and dimensions/recommended land patterns (mm )       land pattern    schematics (bottom) 1.85 1 . 5 6 . 2 7.65         mark of polarity

 2 common mode choke common mode choke common mode choke common mode choke CPFC8D55 / ms CPFC8D55 / ms CPFC8D55 / ms CPFC8D55 / ms     electrical characteristics specification.  . d.c.r. is measured by 2 lines as series because i mpedance will be deteriorated when d.c.r. is measure d by 1 line. part name  core  material   stamp   inductance                    (1-4),(2-3)  @ 100khz  common mode  attenuation(1-4,2-3)  d.c.r.  (1-2)     isolation  voltage            (3-4), 1 minute   CPFC8D55/ms-472   mn-zn  472  2.0mhmin(4.7mh)   20db(typ.)@100khz   40db(typ.)@1mhz  35db(typ.)@10mhz   1.0  max.  at 20   (3-4)shorted   500vrms ac      CPFC8D55/m s-472 cmc  attenuation  - 60   - 55   - 50   - 45   - 40   - 35   - 30   - 25   - 20   - 15   - 10   - 5   0   0.01   0.1   1   10   100   fre q. (mhz)   att.(db)   CPFC8D55/ms-472       attenuation characteristics curve.

 3 america(california) america(chicago) tel.+1-408-321-9660   fax. +1-408-321-9308 tel.+1-847-545-6700   fax. +1-847-545-6720 taiwan(taipei) shenzhen shanghai hong kong tel.+60-3-8733-0900 fax.+60-3-8737-7384 tel.+65-6296-3388   fax.+65-6296-3390 tel.+82-2-6237-0777  fax.+82-2-6237-0778 tel.+81-3-5202-7112    fax.+81-3-5202-7105 malaysia singapore korea(seoul) japan(tokyo) for more information tel.+886-2-27065228  fax.+886-2-27065229 tel.+86-755-82910228 fax.+86-755-82910338 tel.+86-021-58363299 fax.+86-021-58363266 tel.+852-2880-6688   fax.+852-2565-9600  recommended reflow condition.     packaging with embossed tape and reel. heat endurance test temperature chart common mode choke common mode choke common mode choke common mode choke CPFC8D55 / ms CPFC8D55 / ms CPFC8D55 / ms CPFC8D55 / ms   between(1-2) tape direction of feed
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